
June
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FL,G,GL,H (2000kg~3000kg)

AL,BL,



WYT-TM Energy Conservation

WYT-TM





E1.0H
E1.5H
E1.6H

E1.75H
E2.0H
E2.5H

1.0
1.5
1.6

1.75
2.0
2.5

3000 φ400 9 φ10 16

42.7
69

69.2
75.5
86.4
107.7

96
144
153
168
192
240

24
36

38.3
42
48
60

19.2
28.8
30.6
33.6
38.4
48





CN1.0F

CN1.5F

CN1.6F

CN1.75F

CN2.0F

CN1.0G

CN1.5G

CN1.6G

CN1.75G

CN2.0G

CN1.0G400

CN1.5G400

CN1.6G400

CN1.75G400

CN2.0G400

CN2.5G400

CN1.0H320

CN1.5H320

CN1.6H320

CN1.75H320

CN2.0H320

CN2.5H320

CN1.0H400

CN1.5H400

CN1.6H400

CN1.75H400

CN2.0H400

CN2.5H400

CN1.0J320

CN1.5J320

CN1.6J320

CN1.75J320

CN2.0J320

CN2.5J320

EN1.0J400

EN1.5J400

EN1.6J400

EN1.75J400

EN2.0J400

EN2.5J400

EN1.0K400

EN1.5K400

EN1.6K400

EN1.75K400

EN2.0K400

EN2.5K400

EN1.0P400

EN1.5P400

EN1.6P400

EN1.75P400

EN2.0P400

EN2.5P400

18.1 

29.6 

30.0 

31.8 

34.7 

19.2 

33.4 

33.6 

33.8 

36.8 

19.7

30.3

30.5

30.7

35.2

44.6

21.2

35

35.2

35.4

42.2

52.7

23.2

35.6

35.8

36

43

53.8

27.3 

46.8 

47 

47.2 

54.7 

65.7 

28.7 

48.4 

49.5 

50.8 

57.6 

68.0 

35.2 

59.2 

59.6 

60.0 

67.8 

84.5 

41.5 

70.2 

70.5 

70.8 

81.0 

96.7 

119

178

190

208

239

119

178

190

208

239

96

144

153

168

192

240

119

178

190

208

239

298

96

144

153

168

192

240

119

178

190

208

239

298

96

144

153

168

192

240

96

144

153

168

192

240

96

144

153

168

192

240

19.8

29.7

31.7

34.7

39.8

19.8

29.7

31.7

34.7

39.8

16

24

26

28

32

40

19.8

29.7

31.7

34.7

39.8

49.7

16

24

26

28

32

40

19.8

29.7

31.7

34.7

39.8

49.7

16

24

26

28

32

40

16

24

26

28

32

40

16

24

26

28

32

40

7.9 

11.7 

12.5 

13.7 

15.8 

8.5 

12.7 

13.5 

14.8 

17.0 

8.5

12.8

136

15.0

17.1

21.4

10

15

16

17.5

20.1

25.1

10.1

15.2

16.1

17.7

20.2

25.3

12.7 

19 

20.3 

22.2 

25.5 

31.8 

13.1

19.8

20.9

22.9

26.2

32.9 

16.2

24.3

25.8

28.3

32.4

40.5 

19.2

28.8

30.6

33.6

38.4

48.0 

1.0 

1.5 

1.6 

1.75 

2.0 

1.0 

1.5 

1.6 

1.75 

2.0 

1.0 

1.5 

1.6 

1.75 

2.0 

2.5 

1.0 

1.5 

1.6 

1.75 

2.0 

2.5 

1.0 

1.5 

1.6 

1.75 

2.0 

2.5 

1.0 

1.5 

1.6 

1.75 

2.0 

2.5 

1.0 

1.5 

1.6 

1.75 

2.0 

2.5 

1.0 

1.5 

1.6 

1.75 

2.0 

2.5 

1.0 

1.5 

1.6 

1.75 

2.0 

2.5 

1275

1350

1350

1600

1600

2000

2000

2500

3000

Φ320

Φ320

Φ400

Φ320

Φ400

Φ320

Φ400

Φ400

Φ400

8

8

8

10

8

12

10

10

10

Φ8

Φ8

Φ10

Φ8

Φ10

Φ8

Φ10

Φ10

Φ10

12

12

16

12

16

12

16

16

16

630

680

850

805

1005

1020

1310

1610

1910

4000 ≈200 170 310 370 390445 30 200 465 78 196 266 588M20

7000 ≈800 245 415 495 515 605 50 280 638 133 250 370 848M24

6000 ≈480 170 310 370 390 459 40 220 486 94 310 431 802M20

DN1.0AM

DN1.5AM

DN1.6AM

DN1.75AM

DN1.0AS

DN1.5AS

DN1.6AS

DN1.75AS

DN1.0A

DN1.5A

DN1.6A

DN1.75A

DN1.0BM

DN1.5BM

DN1.6BM

DN1.75BM

DN1.0BS

DN1.5BS

DN1.6BS

DN1.75BS

DN1.0B

DN1.5B

DN1.6B

DN1.75B

CN1.0CS

CN1.5CS

CN1.6CS

CN1.75CS

CN2.0CS

CN1.0C

CN1.5C

CN1.6C

CN1.75C

CN2.0C

CN1.0DS

CN1.5DS

CN1.6DS

CN1.75DS

CN2.0DS

CN1.0D

CN1.5D

CN1.6D

CN1.75D

CN2.0D

CN1.0E

CN1.5E

CN1.6E

CN1.75E

CN2.0E

6.4

9.8

10

10.2

7.8

12.2

12.5

12.7

7.6

12.2

12.5

12.7

8

12.4

12.6

12.8

10.4

15.4

15.7

16.4

9.6 

15.6 

16.0 

16.5 

12.9

21.5

21.8

22.5

25

12.7

21.5

21.8

22.5

25

15.3

26

26.4

26.8

29.2

15.3

25.6

26

26.8

29.2

16.7 

27.4 

27.8 

29.3 

31.9 

119

178

190

208

159

238

254

278

119

178

190

208

119

178

190

208

159

238

254

278

119

178

190

208

159

238

254

278

318

119

178

190

208

239

159

238

254

278

318

119

178

190

208

239

119

178

190

208

239

19.8

29.7

31.7

34.7

26.5

40

42.3

46.3

19.8

29.7

31.7

34.7

19.8

29.7

31.7

34.7

26.5

40

42.3

46.3

19.8

29.7

31.7

34.7

26.5

40

42.3

46.3

53

19.8

29.7

31.7

34.7

39.8

26.5

40

42.3

46.3

53

19.8

29.7

31.7

34.7

39.8

19.8

29.7

31.7

34.7

39.8

2.7

4.1

4.4

4.8

3

4.5 

4.8 

5.2 

3

4.5 

4.8 

5.2 

3.5

5.2

5.6

6.1

4

6

6.4

7

4 

6 

6.4 

7 

5.3

8

8.5

9.3

10.7

5.4

8

8.6

9.4

10.8

6.7

10

10.6

11.6

13.3

6.6

9.9

10.5

11.5

13.3

7.2 

10.8 

11.5 

12.6 

14.5 

1.0 

1.5 

1.6 

1.75 

1.0 

1.5 

1.6 

1.75 

1.0 

1.5 

1.6 

1.75 

1.0 

1.5 

1.6 

1.75 

1.0 

1.5 

1.6 

1.75 

1.0 

1.5 

1.6 

1.75 

1.0 

1.5 

1.6 

1.75 

2.0 

1.0 

1.5 

1.6 

1.75 

2.0 

1.0 

1.5 

1.6 

1.75 

2.0 

1.0 

1.5 

1.6 

1.75 

2.0 

1.0 

1.5 

1.6 

1.75 

2.0 

408

450

450

544

630

630

800

800

1050

1050

1150

Φ320

Φ240

Φ320

Φ320

Φ240

Φ320

Φ240

Φ320

Φ240

Φ320

Φ320

4

7

4

5

8

5

10

6

10

7

8

Φ8

Φ6

Φ8

Φ8

Φ6

Φ8

Φ6

Φ8

Φ6

Φ8

Φ8

12

9

12

12

9

12

9

12

9

12

12

220

180

240
2000 ≈200 150 310 360 356 405 25 170 410 78 196 257 515M20

4000 ≈300 170 310 370 390445 30 200 465 78 196 266 588M20

280

240

320

320

430

400

530

580
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WYT-L Machine Roomless Version
Height:≤80m





4000kgφ480、5000kgφ400/φ480 、6000kgφ400

6000kgφ480 2.5A



(6t/8t/10t)

(6t/8t/10t)

6000kg～10000kg

8000kg～10000kg

730

590

com
K2

M
1
M
2

B1+
B2+

B1-
K1

K
B2-

com
K2

M
1
M
2

B1+
B2+

B1-
K1

K
B2-

12
16

4
6

5

450

5
0

0
6

5

175

6
3

0

10
15

786

955

4-φ26

0.5-6-480

1.0-6-480

0.5-8-480

1.0-8-480

0.5-8-520

1.0-8-520

0.5-10-480

1.0-10-480

0.5-10-520

1.0-10-520

6000

8000

8000

10000

10000

φ480

φ480

φ520

φ480

φ520

9

12

10

12

10

φ12

φ12

φ13

φ12

φ13

18

18

19

18

19

2440

3120

3380

3900

4225

10000 ≈1100

0.5 

1.0 

0.5 

1.0 

0.5 

1.0 

0.5 

1.0 

0.5 

1.0 

46.5 

91.6 

54.6

109

54.6

109

67.5

136

67.5

136

80

159

80

159

18.3

36.7

80

159

18.3

36.7

19.9

39.8

19.9

39.8

73.0 

147.0 

19.9

39.8

73.0 

147.0 

20.4 

40.6 

26.1 

51.9 

25.8

52

32.7

64.9

32.3

65

6000kg









1000kg～1600kg

2000kg～2500kg

com
K2

M
1
M
2

B1+
B2+

B1-
K1

K
B2-

com
K2

M
1
M
2

B1+
B2+

B1-
K1

K
B2-

12
16

4
6

5

730

590

450

5
0

0
6

5

175

6
3

0

10
15

786

955

4-φ26



1.0D480

1.5D480

1.75D480

2.0D480

2.5D480

3.0D480

4.0D480

1.0D500

1.5D500

1.75D500

2.0D500

2.5D500

3.0D500

4.0D500

1.0E480

1.5E480

1.75E480

2.0E480

2.5E480

3.0E480

4.0E480

1.0E500

1.5E500

1.75E500

2.0E500

2.5E500

3.0E500

4.0E500

1.0F480

1.5F480

1.75F480

2.0F480

2.5F480

3.0F480

4.0F480

1.0F500

1.5F500

1.75F500

2.0F500

2.5F500

3.0F500

4.0F500

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1000

1000

1150

1150

1250

1250

φ480

φ500

φ480

φ500

φ480

φ500

10

7

10

7

10

7

φ10

φ12

φ10

φ12

φ10

φ12

16

19

16

19

16

19

1570

1640

1800

1880

1940

2020

2 10000 ≈1100

14.8

21.8

25.3

28.7

37

44.2

59

14.8

21.8

25.3

28.7

37

44.2

59

17

25.2

29.4

33.3

41.8

50

66.7

17

25.2

29.4

33.3

41.8

50

66.7

19

27.8

32

36.6

45.5

54.8

73

19

27.8

32

36.6

45.5

54.8

73

40

60

70

80

100

119

159

38

57

67

76

96

115

153

40

60

70

80

100

119

159

38

57

67

76

96

115

153

40

60

70

80

100

119

159

38

57

67

76

96

115

153

9.95

15

17.5

19.9

25

29.8

39.8

9.5

14.3

16.7

19

24

28.7

38.2

9.95

15

17.5

19.9

25

29.8

39.8

9.5

14.3

16.7

19

24

28.7

38.2

9.95

15

17.5

19.9

25

29.8

39.8

9.5

14.3

16.7

19

24

28.7

38.2

6.6

9.9

11.5

13.1

16.4

19.6

26.1

6.6

9.9

11.5

13.1

16.4

19.7

26.3

7.5

11.3

13.2

15

18.8

22.4

30

7.5

11.3

13.2

15

18.8

22.6

30.1

8

12.1

14.2

16.1

20.3

24.2

32.3

8

12.1

14.2

16.1

20.3

24.3

32.4

Energy
Efficiency

Grade

1.0G480

1.5G480

1.75G480

2.0G480

2.5G480

3.0G480

4.0G480

1.0G500

1.5G500

1.75G500

2.0G500

2.5G500

3.0G500

4.0G500

1.0H480

1.5H480

1.75H480

2.0H480

2.5H480

3.0H480

4.0H480

1.0J480

1.5J480

1.75J480

2.0J480

2.5J480

3.0J480

4.0J480

1.0J520

1.5J520

1.75J520

2.0J520

2.5J520

3.0J520

4.0J520

1.0K480

1.5K480

1.75K480

2.0K480

2.5K480

3.0K480

4.0K480

1.0K520

1.5K520

1.75K520

2.0K520

2.5K520

3.0K520

4.0K520

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1.0 

1.5 

1.75

2.0 

2.5

3.0 

4.0 

1.0 

1.5 

1.75 

2.0 

2.5 

3.0 

4.0 

1.0 

1.5 

1.75 

2.0 

2.5 

3.0 

4.0 

1.0 

1.5 

1.75 

2.0 

2.5 

3.0 

4.0 

1.0 

1.5 

1.75 

2.0 

2.5 

3.0 

4.0 

1.0 

1.5 

1.75 

2.0 

2.5 

3.0 

4.0 

1350

1350

1600

2000

2000

2500

2500

φ480

φ500

φ480

φ480

φ520

φ480

φ520

10

9

9

12

10

12

10

φ10

φ12

φ12

φ12

φ13

φ12

φ13

16

18

18

18

19

18

19

2060

2150

2440

3120

3380

3900

4225

2 10000 ≈1100

20.3

29.6

34

39

48.5

58.3

77.6

20.3

29.6

34

39

48.5

58.3

77.6

24.3 

34.9 

40.8 

46.5 

58.0 

68.3 

91.6 

27.5

41.2

48

54.6

68.3

81.8

109

27.5

41.2

48

54.6

68.3

81.8

109

34.7

51.8

60.4

67.5

85.2

102

136

34.7

51.8

60.4

67.5

85.2

102

136

40

60

70

80

100

119

159

38

57

67

76

96

115

153

40

60

70

80

100

119

159

40

60

70

80

100

119

159

9.3

13.8

16

18.3

23

27.5

36.7

40

60

70

80

100

119

159

9.3

13.8

16

18.3

23

27.5

36.7

9.95

15

17.5

19.9

25

29.8

39.8

9.5

14.3

16.7

19

24

28.7

38.2

9.95

15

17.5

19.9

25

29.8

39.8

9.95

15

17.5

19.9

25

29.8

39.8

37.0 

55

64.0 

73.0 

92

110.0 

147.0 

9.95

15

17.5

19.9

25

29.8

39.8

37.0 

55

64.0 

73.0 

92

110.0 

147.0 

8.6 

12.9 

15.1 

17.3 

21.6 

25.7 

34.3 

8.6 

12.8 

15.1 

17.1 

21.6 

25.9 

34.4 

10.2 

15.3 

17.9 

20.4 

25.5 

30.4 

40.6 

13.1 

19.6

22.9 

26.1 

32.7

38.9 

51.9 

13.1

19.5

22.7

25.8

32.6

38.9

52

16.3

24.5

28.6

32.7

40.8

48.6

64.9

16.4

24.3

28.3

32.3

40.7

48.7

65

Energy
Efficiency

Grade

25 26



27 28



CN1.0AM

CN1.5AM

CN1.6AM

CN1.75AM

CN1.0BM

CN1.5BM

CN1.6BM

CN1.75BM

CN1.0CM

CN1.5CM

CN1.6CM

CN1.75CM

1.0 

1.5

1.6

1.75

1.0 

1.5

1.6

1.75

1.0 

1.5

1.6

1.75

WYT-RCN Energy Conservation 

7.7

11.3

11.6

12.4

10.4

16.7

17.1

17.8

12

20.0 

20.4 

20.7 

96

144

153

168

96

144

153

168

96

144

153

168

24

36

38.3

42

24

36

38.3

42

24

36

38.3

42

3.2

4.8

5.1

5.6

4.6

6.9

7.4

8.1

5.2 

7.8 

8.3 

9.1 

450

630

800

φ400

φ400

φ400

4

4

5

φ10

φ10

φ10

16

16

16

320

460

520

2500

3000

300

Types of encoders

Types of Heidenhain ERN1387

bearingless encoder

D

235

245

110

240 ±0.5

305

30
0

5
75

≈800

2-M20

22120

153 ±0.3

2-Φ22

221

235

Φ
4

0
0

110

D

6
5

±
0

.1

84 ±0.1

13
0

4-M10 D 18

Light Duty

29 30



Standard Version

CN1.0CL

CN1.5CL

CN1.6CL

CN1.75CL

CN2.0CL

CN1.0D

CN1.5D

CN1.6D

CN1.75D

CN2.0D

CN1.0DL

CN1.5DL

CN1.6DL

CN1.75DL

CN2.0DL

CN1.0E

CN1.5E

CN1.6E

CN1.75E

CN2.0E

1.0 

1.5

1.6

1.75

2.0 

1.0 

1.5

1.6

1.75

2.0 

1.0 

1.5

1.6

1.75

2.0 

1.0 

1.5

1.6

1.75

2.0 

 WYT-R Rail Mount Series

11.2

20.4

20.8

21.2

24

13.8

25

25.5

26.2

29.8

15.1

25

25.2

25.6

29

17.2

28.3

28.7

29.5

33

80

119

127

139

159

96

144

153

168

192

80

119

127

139

159

96

144

153

168

192

19.9

29.8

31.8

34.8

39.8

24

36

38.3

42

48

19.9

29.8

31.8

34.8

39.8

24

36

38.3

42

48

5.1

8.3

8.8

9.7

11

6.1

10

10.7

11.7

13.4

6.7

10

10.7

11.7

13.3

7.7

11.5

12.3

13.4

15.4

605

605

800

765

665

665

800

1000

1000

1150

φ480

φ400

φ480

φ400

5

5

5

5

φ10

φ10

φ10

φ10

15

15

15

15

23

4
0

0

9
4

2

8
15

220 6
3.

5

φ50.8
 0

-0.1

2-φ50.8
 0

-0.1

360

≈1020

12.5

102.5

185

20

240

≈250

92.5

43

133

15

8
8

.5

2-M12

2-φ13

23

M12

φ13

8
8

.5

The location where the 

guide rails can be installed

31 32



 WYT-K Series (630kg-1000kg)

WYT-K Series (1150kg-2000kg)

1150kg～2000kg

敲击或
电插拔电缆线会损坏 器！

！

编码带

65 65

246

123

16
5

34
9

170

120

324

3- Ø77

349

798

4-M20

345

210

36
4

16
5

200
280
330

4-M20 4-M16
E

L

B C
D

G

C B BB

H

F

A- Ø113.5

5

7

Num A Pitch B Pitch C

65

65 75

0

Center D

220

298

E F G H L

398

539

499

355

503

440

590

545

643

1037

1178

1284

Capacity (kg)

1150-1275

1350

1600-2000
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Due to increase needs of home (belt villa)
elevator, Bluelight group develop WYT-F series
belt drive PMS machine. The belt machine can
work with Bluelight belt (43 kN) to achieve best
lift comfort level with minimum operation noise. 
This series machine has small size suitable for MRL
design and easy maintenance.   

WYT-F Home 
Elevator Version

◎ Machine is made of aluminum alloy material, with good heat 

dissipation, small size and light weight;

◎ Configured with shaft brake of low noise and compact structure;

◎ Adopt two blance full sealed bears, free maintain;

◎ Smooth running, excellent performance at low speed.

N1.0B3

N1.5B3

N1.6B3

N1.75B3

N2.0B3

N2.5B3

N1.0C3

N1.5C3

N1.6C3

N1.75C3

N2.0C3

N2.5C3

N1.0D3

N1.5D3

N1.6D3

N1.75D3

N2.0D3

N2.5D3

N1.0E5

N1.5E5

N1.6E5

N1.75E5

N2.0E5

N2.5E5

N1.0F5

N1.5F5

N1.6F5

N1.75F5

N2.0F5

N2.5F5

N1.0G5

N1.5G5

N1.6G5

N1.75G5

N2.0G5

N2.5G5

N1.0H7

N1.5H7

N1.6H7

N1.75H7

N2.0H7

N2.5H7

N1.0J7

N1.5J7

N1.6J7

N1.75J7

N2.0J7

N2.5J7

1.0 

1.5

1.6

1.75

2.0 

2.5

1.0 

1.5

1.6

1.75

2.0 

2.5

1.0 

1.5

1.6

1.75

2.0 

2.5

1.0 

1.5

1.6

1.75

2.0 

2.5

1.0 

1.5 

1.6 

1.75

2

2.5 

1.0 

1.5 

1.6 

1.75

2

2.5 

1.0 

1.5 

1.6 

1.75

2

2.5

1.0 

1.5 

1.6 

1.75

2

2.5

9.3

15.6

15.8

16

18.3

22.8

12.5

20.2

20.4

20.6

23.7

29.6

15.3

25

25.2

25.4

29.3

36.5

17.4

28.8

29

29.2

33.3

41.6

19.2

31.8

32

32.2

35.5

46.3

20.4 

34.2 

34.4 

34.6 

39.4 

49.3 

24

40

40.2

40.4

46

57.8

30.0 

50.4 

50.6 

50.8 

58.0 

72.4 

496

744

794

868

992

1240

496

744

794

868

992

1240

496

744

794

868

992

1240

337 

505 

538 

589 

673 

841 

337 

505 

538 

589 

673 

841 

337 

505 

538 

589 

673 

841 

337 

505 

538 

589 

673 

841 

337 

505 

538 

589 

673 

841 

41.3

62

66.2

72.3

82.7

103.3

41.3

62

66.2

72.3

82.7

103.3

41.3

62

66.2

72.3

82.7

103.3

28.1 

42.1 

44.8 

49.1 

56.1 

70.1 

28.1 

42.1 

44.8 

49.1 

56.1 

70.1 

28.1 

42.1 

44.8 

49.1 

56.1 

70.1 

28.1 

42.1 

44.8 

49.1 

56.1 

70.1 

28.1 

42.1 

44.8 

49.1 

56.1 

70.1 

4.2

6.2

6.7

7.3

8.3

10.4

5.5 

8.2 

8.7 

9.5 

10.9 

13.6 

6.8 

10.1 

10.8 

11.8 

13.5 

16.9 

7.6 

11.4 

12.1 

13.3 

15.2 

18.9 

8.5 

12.7 

13.5 

14.8 

16.9 

21.1 

9.0 

13.5 

14.4 

15.7 

18.0 

22.5 

10.6 

15.9 

16.9 

18.5 

21.1 

26.4 

13.2 

19.8 

21.1 

23.1 

26.4 

33.0 

630

800

1000

1150

1275

1350

1600

2000

Φ77

Φ77

Φ77

Φ113.5

Φ113.5

Φ113.5

Φ113.5

Φ113.5

80

105

130

215

240

255

300

375

3000

5000

≈250

≈370

≈400

≈450

SYLG
-EB
-43A

43kN

3

3

3

5

5

5

7

7

60

60

60

60

60

60

60

60

65

65

65

65

65

65

65

65

Parameter

Model Breaking Force

Voltage:AC380V/AC220V
Roping:2:1
Wrap:Single
Capacity:450kg
Wheel Diameter:Ф100
Speed:0.4m/s~1.0m/s
Protection Grade:IP41
Ins.Class :F
Traction machine pole:20
Stars perhour:150
Rating:S5-25%
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