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SAHRIIFISE ST TIREAIEHR ( GB/T17642-2008 )

Technical specification of compound geomembrane

e I - S
FRARETELELE, KN/m Nominal breaking strength 5 75 | 10 2 [ 14 [ 16 [ 18 [ 20
1 | 4IRS, kN/m Breaking strengthMD/CD) > | 50 | 75 | 10 [ 12 | 14 | 16 | 18 | 20
2 | YEEIREEERIESKE, % Breaking elongation 30~100
3 | CBRIE#EAM, kN CBR Mullen Burst Strength kN > 11 [ 15 [ 19 [ 22 [ 25 [ 28 [ 30 [ 32
4 | Y\EIREEES, KN Tear strength > 015 | 025 [ 032 | 040 [ 048 | 056 | 062 | 070
5 | AI##KE Mpa Hydraulic pressure %% 2 As table 11
6 | MmE N/cm Peel strength > 6
7 | EESIBIEM, cm/s Vertical permeability coefficient AR AFER According to request
8 | fEfRE width Variation, % -10
TKE/MPa > —#—H8 ( Geotextile+Geomembrene ) 06 12 [ 14 [ 16
Hydraulic pressure | —#— ( Geotexile+Geomembrene+Geotextile ) 08 14 [16 [ 18





