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Premium Plastic Cast Acrylic Sheet Catalog

1. Company Brief:

Jinan Premium Plastic Co.,Ltd has 3 production base-30sets lines, 30,000sqm, 250

employees and 30 engineers, strong strength, first-class product quality.

<1>Advertising Plastic: cast+extruded acrylic sheet, pvc foam+celuka sheet, wpc.

<2>Engineering Plastic: solid rigid gray pvc board, pp board

<3>Interior Decoration: uv coating pvc marble sheet.

Others: Mirror+Frosted+Pattern+Glitter acrylic sheet. Custom Made Service.

The acrylic raw material, we use British Lucite Company to ensure high quality acrylic sheet.

According to the test by domestic authoritative, all goods quality reach the latest

international level in the world.

2. Factory Pictures Show:
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3. Acrylic Color Catalog:

000 100 102

128 136 202

206 212 215
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235 237 266

301 302 322

327 347 348
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360 370 377

402 422 425

502 504 505
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506 584 617

635 801 814

834 835 991
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992 993 996

998 2092 3288

3557 8267 P502



Jinan Premium Plastic Co.,Ltd

8

P000 P9T26 P9T28

P9T29 P402 P425

PP422
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4. Size and Thickness

Color Dimension(mm) Thickness(mm)

More than 200kinds of color 1020*2030 2-3-5-8mm

1220*1830 2-25mm

1220*2440 2-25mm

1500*3000 3-20mm

2000*3000 3-25mm

Special Customization Available

Color Dimension(mm) Thickness(mm)

Clear(Transparent) 1220*2440 1220*1830 25

1210*2430 1210*1820 30

1200*2400 1200*1810 35

1190*2390 1190*1800 40

1160*2360 1160*1770 45

1140*2340 1140*1750 50

Special Customization Available
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5. Physical Properties:

1. Density 1.2g/cm3

2. Rockwell Hardness M-100

3. Tensile Strength ≧70Mpa

4. Impact Strength (Charpy Unnotched) ≧13kJm2

5. Elastic Modulus ≧3000Mpa

6. Elongation At Break ≧3%

7. Light Transmittance 93%

8. Refractive Index 1.49

9. Vicat Softening Temperature 100℃

10. Thermal Forming Temperature 140-180℃

11. Dielectric Strength 20kv/mm

12. Absorption(24HRS) 0.30%
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6. Feature:

Light Weight Optical Transmittance: 93% 10 Years Not Yellow

Corrosion Resistant Good Weatherability More Color Selection

Easy To Process Strong Impact Resistance More Thickness Selection
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7. Machining Property:

Paste Forming Bending Drilling UV Printing

Polishing Cutting Printing Edging
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8. Application:

9. Packing and Delivery:
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