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中国认可中国认可中国认可中国认可    

国际互认国际互认国际互认国际互认    

检测检测检测检测 
TESTING 
CNAS L7877 

SHANDONG GOLDEN SUNSHINE BUILDING MATERIALS CO.,LTD 
NO.1YIHE FIVE ROAD ECONOMIC DEVELOPMENT ZONE,COMPREHENSIVE FREE TRADE ZONE, 
LINYI CITY,SHANDONG,CHINA 
 
 
 
The following sample(s) was / were submitted and identified on behalf of the client as: 

Sample Description : A2 CORE 

SGS Ref. No. : QDIN1804002187SC 

Specification : 20*10CM 

Material : INORGANIC MATERIAL 

Product or Lot No. : 20180426 

Manufacturer : SHANDONG GOLDEN SUNSHINE BUILDING MATERIALS CO.,LTD 

Sample Receiving Date : May 03, 2018 

Test Performing Date : May 03, 2018 to May 09, 2018 

 

Test Result Summary 

Test(s) Requested Result(s) 

GB/T 14402-2007 Reaction to fire tests for building materials and products-
Determination of the heat of combustion. / 

Summary: 

1. For further details, please refer to the following page(s). 

 
 
 
 
 
 
 
 
 
Signed for and on behalf of 
Shunde Branch 
SGS-CSTC Co., Ltd. 
   

 
Irvette Zhang 
Approved signatory 
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TESTS AND RESULTS 

 
Test Conducted:  
GB/T 14402-2007 Reaction to fire tests for building materials and products –Determination of the heat of 
combustion. 
 
Condition: 

Temperature: (23±2)℃; Relative Humidity: (50±5)%; Duration: 72h 

Remark: Test specimens shall be conditioned before testing, until constant mass is achieved. 
 
Test Results: 
Water equivalent E: 10424J/K 

Specimen No Heat of Combustion -PCS (MJ/kg) 
1 1.7 
2 1.7 
3 1.7 

Average 1.7 
 

Remark: PCS-gross heat of combustion [MJ/kg or MJ/m
2
] 

The gross heat of combustion is the mean of these three individual values 
 
Statement: 
The test results relate to the behaviour of the test specimens of a product under the particular conditions of the 
test; they are not intended to be the sole criterion for assessing the potential fire hazard of the product in use. 

 
SAMPLE INFORMATION AND PICTURES 

Area density: About 6.54kg/m
2 

 

 

 
Remark: The report is English version of Chinese test report SDHG1805008970FB_CN. The Chinese version shall 
prevail in case of discrepancy between the Chinese version and English version. 

***End of Report*** 
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