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TDJ-1200SPL12 Applications

® 1200MHz picture transmission system
Repeater Station
Point to point communication

°
TeCh n|Ca| Sheet : Long distance commnunication
°

Wireless Bridge

Die Cast Grid Antenna

Features

® Aluminum Die Cast Grid,Corrosion Resistance
® UV Stable coat finish

® |ow wind loading

Specification Installation Sketch
Model TDJ-1200SPL12 -
Freq.Range-MHz 1120~1200

. Vertically Adjusting Positi
Bandwidth-MHz 80 el Mg et
Fixing Pole
Gain-dBi 20.5
- Adjust pole M16 Antenna Feeder
Beamwidth-° E:125 H:125
F/B Ratio-dB =230 f
VSWR <1.50 g L
Impedance-Q 50
Fixing Clamp
Polarization Vertical
Grid Reflector
Max.Power-W 100 50~75mn
Connector N Female or customized
) . Back holder
Dimension-m $1.2 o
Installation Guide U
. 1.Fix the feeder on the grid reflector as diagram, keep grid is parallel with feeder direction
Wei g ht- Kg 20 2.Install the antenna fixing kit on the grid reflector
3 Fix the fixing kit on the pole as diagram.
Pole Diameter-mm $50~75 4.Connect instrument and adjust the antenna both vertically and horizontally, tll getting
the strongest signal, than fasten the bolt and seal the antenna connector.
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