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TDJ-4958P9Ax2

5GHz Dish Antenna Applications
T h . I S h t ° 5.15 to 5.85GHz WLAN
ecnnica ee ] 5GHz WiMax system
] 4.9GHz terrestrial public safety system
L Wireless Bridges
Features
] High gain, High F/B Ratio
] High accuracy aluminum alloy reflector
L UV stable coat finish
L Vertical and Horizontal Polarization
] Supplied with down-tilt bracket Kit
Specifications Installation Sketch
Model TDJ-4958P9AX2 e
Freq.Range-MHz 4900 to 5850
Bandwidth-MHz 950 foom in
Gain-dBi 32
Ver.Beamwidth-° 3.5 . *
Hor.Beamwidth-° 3.5
F/B Ratio-dB 240 .
Isolation-dB 222
VSWR Sl 8 Bracket Kits oon, 13
Impedance-Q 50 -
Polarization Vertical/Horizontal ‘
M ax. Powe r_W 100 Feeder Locking Screws ]
Connector N Female/N Female Installation
1.Fixing n}ountingl kits and feeder to L?arabolic dish,notice the poh?rization mark.
Apertu re Slze_m (b 09 [21;)in;z:ﬁ;nici:zsz;nzh:r;ﬁ::,in;hirilt:mstall antenna above the assistant bracket,
- 3.To m{ike the received signa! max%mum by adjusting anFenna' s azimuth and elevation,
Welght_Kg 105 Sl;;lsg;(t:sr;;l;:f the mounting kits and move the assistant bracket to the
. 4. Antenna is work at V/H dual ploarization mode. Antenna’s polarization can be adjusted
Mast D|ameter_mm (1) 50 to 75 by ro?atil.qg the feeder. then the cgnnector is vgrti(}al, antenna work at vertical
polarization mode, otherwise at horizontal polarization mode.
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