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Applications
TDJ-4958P6A X 2 ) 4.9GHz Public Safety System
. ° 5.1GHz/5.5GHz/5.8GHz WLAN
5GHz Dish Antenna o  5GHz WiMAX System
. ) Client Antenna
TeChr“CaI Sheet () Wireless Bridge

Features

o High Precise Parabolic Dish

o UV-Coated Aluminum Alloy

° Vertical and Horizontal Dual Polarization
o Standard Mounting Kits

Typical Field Pattern

Specifications

Model TDJ-4958P6A X 2
Freq. Range-MHz 4900 to 5850
Bandwidth-MHz 950
Gain-dBi 28
Ver. Beamwidth-° 5
Hor. Beamwidth-° 5
F/B Ratio-dB 235
Isolation-dB 224
VSWR <2
Impedance-Q 50
Polarization Vertical and Horizontal holexbpe s oner bl
Max. Power-W 100
Connector Type N Female/N Female Installation:

_ N 1 Frxing mountjng kits and feeder to parabolic dish,notice the polan’zation mark.
Caliber Size-m ¢ 0.6 2. Installing assistant bracket then install antenna above the assistant bracket,

B not flxing screws of the mounting kits.
Welg ht-Kg 5.5 3.To mqke the received signal maximum by gdjusting antenna's a;immh and
POle Diameter—mm o)) 60 tO Cb 75 te;igﬁ[m;{)’g?egxplsaccrzws ofthe mountlng kits and move the assistant bracket

4 Antenna is work at V/H dual polarization mode Anrenna's polarization can be
adjusted by rotating the feeder When the connector is vertical antenna work
at vertical polarization mode,otherwise at horizontal polarization mode.
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