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TDJ-5158P6A

Applications
[ ) 5.1GHz/5.5GHz/5.8GHz WLAN
° 5GHz WIMAX System

TEChn|C8l| Sheet ) Client /Backhaul Antenna

5GHz Dish Antenna

Features
° High Gain, Good F/B Ratio

° High Precise Parabolic Dish
° UV-Coated Aluminium Alloy
° V/H Polarization is Compatible
° Standard Mounting Kits
Specifications Installation Sketch
Model TDJ-5158P6A .
onnector
Freq. Range-MHz 5150 to 5850
Bandwidth-MHz 700 h
= Zoon in
Gain-dBi 28.5
. 5 @
Ver. Beamwidth-° 5
Hor. Beamwidth-° 5
F/B Ratio-dB 235
VSWR <15
Younting Kits
Impedance-Q 50 L ssistant
K R K R Bracket
Polarization Vertical or Horizontal
Max. Power-W 100 Pole by Custoner (50-¢75)
Feeder Locking Screws
Connector Type N Female _—
nstallation:
i . 1.Fixing ul\mmting kits and feeder to l?arahulic dish,notice the polt.arization mark.
Ca“ber Slze_m (1) 0.6 iin;;zﬁ;niciz:;szafmthl;rizl;:t,intghixilt:stall antenna above the assistant bracket,
K 3.To m@ke the received signa} max%mum by adjusting an!.enna’s azimuth and elevation,
Welght_Kg 55 :?i:sgzt:grg;rzczf the mounting kits and move the assistant bracket to the
4_1. Antenfla’s polarization can be ftdjusted by roFating the feed?r. When the connector
P0|e Dlameter‘mm d) 50 tO 75 :,S.)l:jri;iaiif?ﬂzfj?a work at vertical polarization mode, otherwise at hozirontal
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