TDJ-5158SPL9

Grid Parabolic Antenna
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Specifications Installation Sketch
Model TDJ-5158SPL9 Polarization Marrows
Freq.Range-MHz 5150 to 5850
Bandwidth-MHz 700 Mounting
- - L Bracket
Ga|n'dB| 295 Groupvrares
Beamwidth-° E:6 H:4 (use one set *
while adjusting
F/B Ratio-dB =25 the angle)
VSWR <1. Feed
<15 Supported Pole
Impedance-Q 50 (< ¢ 50mm) i= Reflector
Polarization Vertical or Horizontal 2= ~Composed by two
., dishes symmetrically
Max.Power-W 100
In=tallation ways
Rated Wind 1. Combine two dishes symmetrically to compose a parabolic grougpware.
60 2.(;!131;” thefff:d to tlhe difh as pe:ﬁ}he S:chetdf;, EHSL::-.E that the
i irection o e "polat zation arrow!' on the feed is the same
VeIOCIty_m/S with the di_rec:tionpofthe gt_'id : Wﬁenthe diredion ofthe arm_wl
Connector N Female e ek e L el ]
B B the grid are both horizontal with the ground, the antennaisin
Dimensions-m 0.6x0.9 horizontal polariztation state.
3. Install the L bracket to the dish, then place the antenna to the
H Hed | the sketch.
Welght- Kg 45 4.STu§§tDthz repcoe?viisg ps.ieg:na:aby ingtrurnents, adjust the azimuth angle
. d th itchi le: t | the i i I. Tighi
Mast Diameter-mm $ 40 to 50 e e et e dnntdeg
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Applications
® 5.1/5.5/5.8GHz WLAN/WiMax

the feed.
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