
±1.8(mm) ±1.8(mm) 外观尺寸

±0.1(mm) ±0.1(mm)

短时间过负荷试验

Unless otherwise specified, all values are tested at the following condition: Temperature: 21℃ to 25℃;  Relative humidity:  50% to 70%

Non-Inductive Windings is available upon request.  Resistance and power rating out of the range are available upon request.

25℃环境下寿命试验

大功率被釉线绕电阻

型号

执行标准

阻值范围

25℃以下额定功率

工作环境温度范围

25℃环境下表面温升

气候顺序、温度快速变化试验

稳态湿热试验

Climatic category(LCT/UCT/days)

L=45;D=10;

 1000 h at P 25 ; 90’/30’ cycle; △R/R<±5.0% +0.1Ω

Dimonsion

d=0.8 d=0.8 d=0.8 d=0.8 d=0.8

HIGH POWER WIRE WOUND RESISTORS
VITREOUS ENAMEL TYPE

QUICK  REFERENCE  DATA
Type RXG1-3 RXG1-5 RXG1-7 RXG1-9 RXG1-12

1Ω to 15kΩ

Standard applied SJ2746-87; Q/RW20061-2005;

Rated dissipation, P 25 3W 5W 7W 9W 12W

Resistance range 1Ω to 1kΩ 1Ω to 3.6kΩ 1Ω to 6.8kΩ 1Ω to 11kΩ

Outlines

Operating Temperature range -55℃ to 200℃

Endurance

Short time overload  10 P 70  during 10 s 25 °C ambient s,  △R/R<1%±0.1Ω

Maximum surface temperature at P 25  < 200°C

-40/200/56; 5 circles,  △R/R<1%±0.1Ω

Damp heat, steady state  56 days 40 °C ambient - R.H. 95%, △R/R<5%±0.1Ω

L=12;D=5; L=13;D=6; L=22;D=7; L=36;D=8;

www.thunder-resistor.com                sales@thunder-resistor.com


