Impact Bar

Continuous Screw Flights

® Impact bar is the combination of rubber,metal frame (steel or aluminum) and UHMWPE ) Material: Carbon/Mild Steel/Stainless Steel
material using special heat vulcanization process. Low friction impacts bars are used in

the conveyor loading points or transfer points to replace traditional cushion rollers.
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Screw F

Technical Specifications

ltem Normal Under Ground

. _ Min. Inner Diameter Max. Outer Max. Band Width Max 0.D./I.D.
Thicknessilimm) Diameter Dimm) | (D-d)/2 (mm) | Piteh/0.D. Ratio Ratio

~ Color _ Blue Black . _
Tensile Strength Mpa 23 20 3 20 500 165 0.6-1.3 4
- Elongation Break 'S 300 250 3.5 20 500 165 0.6-1.3 4
UHMWPE Hardness Shore D 60-70 65-75 4.5 28 165 0.75-1.3 4
Abrasion Loss 0.053 0.08 5 28 500 165 0.8-1.3 4
_ Density g/em3 0.93-0.94 1.13 b - 40 500 165 0.8-1.2 4
Coefficient of Friction _ 0.07 01
Hardness Shore A 60-65 60-65
Rubber Tensile Strength Mpa 19 19
Elongation Break % 400 400
Metal Frame o See Image Below . Note:
Adhesion Strength UHMWPE to Rubber N"’mm ;‘IU ;10
- Rubber to Metal Frame N/mm 210 =10 ® The |.D. tolerance of continuous flight is within the range of customer required 1.D. +

5mm, the max O.D. should not exceed three times the required [.D.

Length Almm| Width Blmm] Height Himm Thickness B2t @ For all the thicknesses that are not listed above, customizations are available when
reaching the minimum order quantity of raw materials.

50-100 12.715
moa 100 50-100 12.7/15
1524 100 50-100 12.7/15
1600 100 50/75/100 12.7/15
1800 100 50/75/100 12.7/15

Conveyor Spare Parts
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Sieve Cleaner and Pan Cleaner

Sectional Screw Flig hts Material: FDA approved Polyurethane material polyurethane
'Material: Carbon/Mild Steel/Stainless Steel/Hardox/NM400 .
I Sieve Cleaners
._@"ﬁ
QA26 Qm25 QMw42
QMW6E5S SMW60 QMW60 QTB24
| Pan Cleaners and Sieve Ball
: or d Min. Inner ax T The Thickness
Diarneter . GID 2 ‘ ; G J

40-100 30 ] 480 '

100-150 35 480 { R - -
150-200 50 520 " \ _— &
200-250 60 630 A\ >y AN
250-300 65 670 L '
300-350 90 900 -

oo - - TS32 TL42 TM68  ¢16-60mm p100-¢200mm
450-500 135 1150 P

500-550 150 1300 Silhitii]

550-450 150 1350

i y

50-850 1400 ndex

gg%‘ggg %gg }fgg Nutural rubber . Silicone rubber Pu

'900-950 250 1450 Hardness [shore A 55-85 70-85
950-1050 _ 300 _ 1500 Work temperature [°C] 25~+100 0~+220 -40~+120
1050-1200 350 1600 Oil resistance ‘ordinary ‘ordinary | ‘good
1200-1250 400 1800 Elasticity good ordinary ordinary

Wear resistance ordinary good Best
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