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Green Energy
Efficient Conversion

FEATURE

1 2 3

Selectable INV MODE range
165-265+5Vac or UPS

4

Pure sine wave inverter
Cold start function

Selectable high power
AC charging current of

Selectable up to 8 types battery
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MODE 180-265+5Vac for 5A/10A/20A/30/45A/60A "(. (FM 4FBMFE MFBE BDJE (FM &630 0oV (FMUBHEHTINE EF d 780D
home appliances and 0QFO MFBE BDJE $BMDJVN %F TVMQBRRYYPGMUBHF 614 NFEF d 7BD
personal computers *0QVU GSFRVFODZ Y
OVUQVU 7PMUBHF */7 MPEF d 7BD
5 6 7 8 OVUQVU 7PMUBHF 614 NPEF d 7BD

Auto restart while AC
is recovering

Compatible to mains
voltage or generator

Smart battery charger
design for optimized

Selectable solar charging
current from10A to 60A

output Overload and short battery performance
circuit protections
9 10 11 12
Configurable AC / Setting of battery Setting of battery voltage Remote control function

Solar input priority shutdown voltage. from solar priority to AC USB and RS232 communication

via LCD setting priority. function
PRODUCT
INTRODUCTION

@ Input voltage ® upP

(2 Solar information (® DOWN

(3 Output voltage
(@ Confirm button

(7 Mode selection
ON/OFF switch/PRO selection

Press 'ENTER' about 4 seconds to enter Advanced Menu, it will appear following Settings

1.bLs:
2.btu:
3.scc:
4 bat:
5.chr:
6.yes:

Press aor w to select the battery shutdown voltage, options of 10.0V,10.5V,10.8V and 11.1V (for per unit battery).

Press a or ¥ to select the battery voltage from solar priority to AC priority options of 11.4V,11.6V,11.8V and 12.0V (for per unit battery).
Press a or v to select the maximum current of solar charger, options of 10A/20A/30A/40A/50A/60A.

Press a orw to select the battery types which connecting to inverer.

Press a orw to select the inverter AC charging current, options of 5A/10A/20A/30A/45A /60A.

Press a orw to select setting YES or NO and press ENTER to confirm .
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