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SUSPENSION CLAMP
L B BAK (U H)

Suspension Clamps (Trunnion Type)

M 1y
ETINN 74N
l
Al & 54 E _ i%){?f IR E FE
Catalog Conductor Dimensions (mm) Rated Failure Load| Weight
NO. Dia.(mm) H L R C M (KN) (Kg)
XGU-1 5.0~7.0 82 180 4.0 18 16 40 1.4
XGU-2 7.1~13.0 82 200 7.0 18 16 40 1.6
XGU-3 13.1~21.0 102 220 11.0 18 16 40 1.8
XGU-4 21.1~26.0 110 250 13.5 18 16 40 25
XGU-5C 23.0~33.0 87 300 17.0 48 18 60 4.5
XGU-6C 34.0~45.0 93 300 23.0 48 24 60 5.1

Sk A RN TR TE, F O ATEREIE, RN, TR R TR B R .

The clamp body and keepers are malleable iron, cotter-pin are stainless steel, the other parts are steel, All ferrous parts are hot-dip galvanized .

2. & ELK (FHLER)
Suspension Clamps (With Socket-clevis)

R
A5 i f & 456 E  EERA MR E S ;
Catalog Conductor Dia. Dimensions (mm) Rated Failure Load] ~ Weight
NO. (mm) H L R (KN) (Kg)
XGU-5A 23.0~33.0 157 300 17 70 5:7
XGU-6A 34.0~45.0 163 300 23 70 6.1

SEAL, RSSO TRERSE, oS T HERBE, AWM. TR i Hl a4,
The clamp body, keepers and socket-clevis are malleable iron, cotter-pin are stainless steel, the other parts are steel, All ferrous parts are
hot-dip galvanized .

Web site: www.trigoldpower.com 1 E-mail: trigoldpower@163.com
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3. & EL K CFUMHEMR )
Suspension Clamps (With U Clevis)

20

M16

ik il 4R B FERYT ARG E S &
Catalog Conductor Dia. Dimensions (mm) Rated Failure Load]  Weight

NO. (mm) H L R (KN) (Kg)
XGU-5B 23.0~33.0 137 300 17 70 54
XGU-6B 34.0~45.0 143 300 23 70 5.8
XGU-7B 45.0~48.7 156 300 26 70 6.2

G AR AER A TSRS, F O TEESE, ER MR, RGP bR,

The clamp body and keepers are malleable iron, cotter-pin are stainless steel, the other parts are steel, All ferrous parts are hot-dip galvanized .

4. REL K FREKX)
Suspension Clamps (Envelope Type)

C
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Catalog Conductor Dimensions (mm) Rated Failure Load| Weight
NO. Dia.(mm) H C M L (KN) (Kg)
XGH-3 12.4~17.0 62 20 16 180 40 1.5
XGH-4 11.0~17.8 74 26 16 226 40 1.9
XGH-5 17.5~23.5 86 35 16 262 60 2.3
XGH -6 23.0~30.0 68 35 16 216 60 3.6

SEAFEMERABEEME, H o8 TERGE,

Web site: www.trigoldpower.com

oy BB

The clamp body and keeper are aluminium alloy, cotter-pin is stainless steel, the other parts are hot-dip galvanized steel.

E-mail: trigoldpower@163.com
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S. BRELRFE (KBHA)

Suspension Clamps (For Great River-Crossing Lines)
C
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Catalog Conductor Dimensions (mm) Rated Failure Load| Weight
NO. Dia.(mm) H C M R L (KN) (Kg)
XGJ-6.1 36.0~43.0 410 38 36 22 900 200 70.0
XGJ-17.1 43.0~50.0 410 38 36 25 1100 300 82.0

SEAGNTRERY, ERABELEE, oW AEREE, BRDME M. TREKEoH I RE%E.

The clamp body is malleable iron, the keepers are aluminium alloy, cotter-pin are stainless steel, the other parts are steel, All ferrous parts are

hot-dip galvanized .

6. & FE 4 & (XFZA )
Suspension Clamps (XFZ Type) C

e i Fl % 450 E . EERF BHBORFTE g8
Catalog Conductor Dimensions (mm) Rated Failure Load| Weight

NO. Dia.(mm) H C M R L (KN) (Kg)

XFZ -10054 | 48.0~53.0 194 24 18 27 418 100 10.3

SFAEERA TRERSE, F @A TEREE, La 9t HH R,

The clamp body and keepers are malleable iron, cotter-pin are stainless steel, the other parts are steel, All ferrous parts are hot-dip galvanized .

Web site: www.trigoldpower.com

E-mail: trigoldpower@163.com
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7. B E L K (XCZ. CCZA)
Suspension Clamps (XGZ, CGZ Type)
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Catalog Conductor Dimensions (mm) Rated Failure Load| Weight
NO. Dia.(mm) H C M R L (KN) (Kg)
XGZ-5 24.0~31.0 87 50 16 16 287 60 3.7
XGZ-6 40.0~45.0 95 50 16 23 287 60 4.3
XGZ-7 46.0~51.0 100 54 18 26 300 100 6.1
CGZ-9032 24.0~31.0 145 44 18 16 340 90 6.2
CGZ-12032 24.0~31.0 145 44 22 16 340 120 6.5

SBRAGPERAEEEME, HOHATEREE, RN BEERHE,
The clamp body and keeper are aluminium alloy, cotter-pin is stainless steel, the other parts are hot-dip galvanized steel.
8. o i S Ak 4 K (HSAY)
High Strength Suspension Clamps (HS Type)

C
@ dH
q 7 I___ ] Z ]
0 o) T Y %
7T LTI ()
| | &
L 1
A5 ERFAEE - EERA TR E EE
Catalog Conductor Dimensions (mm) Rated Failure Load| Weight
NO. Dia.(mm) H (& M L (KN) (Kg)
HS-200 13.0~19.6 55 29 16 146 40 1.1
HS-280 12.7~26.4 62 28 16 203 70 1.9
HS-330 23.0~32.0 68 33 16 216 90 23
HS-480 31.0~46.3 83 48 16 254 100 2.8

SEAEAER A BEEM, HOHATHREIME, R4 AU,

The clamp body and keeper are aluminium alloy, cotter-pin is stainless steel, the other parts are hot-dip galvanized steel.

Web site: www.trigoldpower.com 4 E-mail: trigoldpower@163.com
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16. BELK (XFEHA)

Suspension Clamps for Twin Conductors
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Catalog Conductor Dia. Dimensions ( mm ) Rated Failure Load| Weight
No. (mm) h L R C H M (kN) (kg)
XCS-4 21.0~26.0 400 | 250 | 13.5] 20 | 490 | 16 70 9.3
XCS-5 23.0~33.0 400 | 300 | 17.0 | 38 | 490 | 18 100 10.8
XCS-6 34.0~45.0 400 | 300 [ 23.0| 38 | 495 | 18 100 12.5
XCS-7 45.0~48.7 400 | 300 | 26.0 | 42 | 490 | 18 60 12.4
XCS-5C 23.0~33.0 400 | 300 | 17.0 | 48 | 490 | 18 120 14.6
XCS-6B 34.0~45.0 400 | 300 | 23.0| 46 | 521 | 18 100 12.7
XCS-6C 34.0~45.0 400 | 350 | 23.0| 48 | 495 | 24 160 15.8
XCS-7C 45.0~48.7 400 | 350 | 26.0 | 48 | 495 | 24 160 16.9
XCS-4/800 21.1~26.0 800 | 250 | 13.5| 40 | 890 | 16 70 12.6
XCS-5/800 23.0~33.0 800 | 300 | 17.0| 40 [ 890 | 16 60 14.2
XCS-6/500 34.0~45.0 500 | 300 | 23.0| 46 | 621 | 16 60 15.0

SR A ER A T RFRM, FOHATEREE, RRAWE M. TRER R bR,

The clamp body and keepers are malleable iron, cotter-pin are stainless steel, the other parts are steel, All ferrous parts are hot-dip galvanized .

Web site: www.trigoldpower.com 5 E-mail: trigoldpower@163.com
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STRAIN CLAMP

L. 7 5K 4k (4R A )
Strain Clamps (Bolt Type)

A5 #E M % %&u EERT UR R R E 25
Catalog Conductor Dimensions (mm) U Bolt Rated Failure Load| Weight
NO. Dia.(mm) [M [ C [L1[L2] R [## ovgeli dismm (KN) (Kg)
NLD - 1 51~125 |16 | 18 150|120 6.5 2 12 20 1.3
NLD -2 10.1~14.0 [ 16 | 18 [205]130| 8 3 12 40 1,35
NLD -3 14.1~18.0 | 18 | 22 (310160 11 4 16 70 3.9
NLD - 4 18.1~23.0 [ 18 | 25 (410/220)12.5] 5 16 100 6.0

LEABAE A TRARSE, W oA TEREIE, RRAREE. TREG R EFAEE,

The body and keepers are made of malleable iron, The cotter-pin is made of stainless steel, other parts are made of hot-dip galvanized steel.

2. B AT K&k (EAeR )
Aluminium Alloy Strain Clamps (Bolt Type)

ik &R S4B HE - EERA UR LR 3 5 BT & 5
Catalog Conductor Dimensions (mm) U Bolt () Rated Failure Load| Weight
NO. Dia(mm) | M | C | L1 | L2 ' (KN) (Kg)
NLL -1 5.1~11.5 16 19 | 126 | 108 - 40 0.8
NLL -2 8.9~17.0 16 19 | 145 | 120 - 40 0.9
NLL -3 8.0~21.0 16 22 | 170 | 130 - 70 1.0
NLL -4 9.0~22.0 16 21 | 208 | 168 - 70/90 2.1
NLL -5 18.0 ~ 35.0 22 38 | 370 | 235 - 85/120 4.0

th KRR EBL B A, 0BT RABIE, H A0 RS

The body and keeper are made of aluminium alloy, the cotter-pin is made of stainless steel, the other parts are made of hot-dip galvanized steel.

Web site: www.trigoldpower.com 6 E-mail: trigoldpower@163.com
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Anchor Clamp (wedge type) for insulated cable 1-20kV

Type Conductor Diameter mm Slip Strength ~ Breaking Load
mm2 1kV 10kV min. kN kN
25 8.4 13.8 24
35 9.8 14.8 3.4
HNJX-1 50 1.2 161 4.6 13.7
70 12.8 17.8 6.7
95 14.8 - 8.9
50 - 16.1 4.6
70 - 17.8 6.7
HNXJ / NXIL HNJX-2 95 14.8 19.6 8.9 21
Bow Type 120 16.2 21.0 11.3
150 18.2 226 13.6
120 - 21.0 11.3
HNJX-3 150 - 226 13.6 35
185 20.2 242 17.3
240 22.8 264 225
LSV
Type Conductor Diameter mm Slip Strength ~ Breaking Load
mm2 1kV 10kV min. kN KN
25 8.4 - 24
et % 9.8 14.8 3.4 10.3
50 11.2 16.1 46
NXJL-2 70 12.8 17.8 6.7 o1
NXJG-2 95 14.8 19.6 8.9
NXJL-3 120 16.2 21 113 a5
NXJG / NXJ-B / NXJ-C / NXJ-4 NXJG-3 150 18.2 226 13.6
Strap Type L4 185 20.2 24.2 17.3 -
NXJG-4 240 22.8 26.4 22.5
NXJL-5 240 - 26.4 225 434
NXJG-5 300 - 28.6 28.2
NV
Type Conductor Diameter mm Slip Strength ~ Breaking Load
mm2 20kV min. kN kN
50 21.3 486
NXJ-4B 70 23.0 6.7 35
95 246 8.9
120 26.0 1.3
150 27.6 13.6
NXJ-4C 185 29.2 17.3 35
240 314 225

Web site: www.trigoldpower.com 6-A E-mail: trigoldpower@163.com
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Aluminium Alloy Strain Clamps(Straight Line Type)

A
| |

me |EAS&EE| | EERT Ungpgg | FRRAEE T
Catalog Conductor Dimensions (mm) UB o‘lt (pc.) Rated Failure Load| Weight

NO. Diamm) | A | B | C | D ' (KN) (Kg)
NLZ-1L 3.8~94 114 1254 | 18 | 16 2 20 0.60
NLZ-2L 58~104 | 206 (254 | 19 | 16 2 35 0.84
NLZ-3L 4.1~9.3 210 | 42 | 20 [ 12 2 30 1.05
NLZ-4L 11.7~224 | 260 [ 254 ] 19 | 16 2 45 1.34

SFEAK, ERNBEE.

The body and keeper are made of Aluminium alloy, the cotter-pin is made of stainless steel, the other parts are made of hot-dip galvanized steel.

4. ks k GRER)
Strain Clamps (Hydraulic Compression Type)

L1 L1
Le
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D3
Fig.2
Catalog Suitable Dimensions (mm) Slip Strength| . Weight
ig. No
NO. Conductor Di [ D: | Ds [ Li [ L] r | Ls (kN) (Kg)
NY - 50/30 LGI - 50/30 32 16 16 | 430 | 60 8.5 | 170 41 | 1.4
NY - 60/35 LGJ - 60/35 32 16 16 | 450 | 60 8.5 | 170 46.5 1 1.6
NY - 70/40 LGJ - 70/40 32 16 16 | 450 | 50 8.5 | 170 55 1 2.1
NY -95/15 LGIJ-95/15 30 14 16 | 425 | 55 |10.0 | 220 33 1 2.0
NY -95/20 LGI - 95/20 30 14 16 | 420 | 60 8.5 | 170 38.8 1 2.1
NY - 95/55 LGJ - 95/55 34 | 22 18 | 416 | 50 [11.0 | 220 74 1 2.4
NY - 95/140 LGJ-95/140 45 30 24 | 615 | 80 | 15.0 | 245 163 1 5.8

Web site: www.trigoldpower.com

E-mail: trigoldpower@163.com
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Catalog Suitable Dimensions (mm) Slip Strength Fi Weight
g. No.

NO. Conductor DD | D | L | L] r | Ls (kN) (Kg)
NY - 120/20 LGJ - 120/20 30 | 14 | 12 | 455 | 55 | 10.0 | 220 39.0 1 19
NY - 120/25 LGJ - 120/25 30 | 14 | 12 | 485 | 55 [10.0] 220 45.5 1 19
NY - 120/70 LGJ - 120/70 36 | 22 | 20 | 520 | 70 | 12.5 | 240 93.5 I 3.0
NY - 150/20 LGJ - 150/20 30 | 14 | 16 | 410 | 55 | 8.0 | 210 44 I 1.8
NY - 150/35 LGJ - 150/35 30 | 16 | 16 | 475 | 55 | 9.0 | 210 61 1 2.0
NY - 185/25 LGJ - 185/25 34 |14 [ 16 [475] 70 | 95 | 230 56.4 1 2.5
NY - 185/30 LGJ - 185/30 34 | 16 | 16 | 470 | 55 | 9.0 | 220 62 I 25
NY - 185/45 LGJ - 185/45 34 | 18 | 16 | 495 | 70 | 10.0 | 230 76 1 2.6
NY - 240/30 LGJ - 240/30 36 | 16 | 18 | 500 | 55 [10.0 | 240 72 1 2.9
NY - 240/40 LGJ - 240/40 36 | 16 | 18 | 515 | 55 | 10.0 | 240 79 I 3.1
NY - 240/55 LGJ - 240/55 36 | 20 | 18 | 535 | 55 | 11.0 | 250 97 1 32
NY -300/15 LGJ - 300/15 40 [ 14 [ 16 [ 490 | 50 [11.0] 265 65 1 3.6
NY - 300/20 LGJ - 300/20 40 | 14 [ 18 [ 505 | 50 [11.0] 265 72 1 3.6
NY - 300/25 LGJ - 300/25 40 | 14 [ 18 [ 515 55 [11.0] 265 79 1 35
NY - 300/40 LGJ - 300/40 40 [ 16 | 18 [ 535 55 [11.0] 265 88 1 35
NY - 300/50 LGJ - 300/50 40 [ 18 [ 18 [ 560 | 65 [12.0] 265 98 1 3.9
NY - 300/70 LGJ - 300/70 42 | 22 [ 20 [ 600 | 70 | 12.0 | 265 122 I 45
NY - 400/20 LGJ - 400/20 45 | 14 | 18 | 540 | 55 |13.0 | 280 84 1 43
NY - 400/25 LGJ - 400/25 45 | 14 | 18 [ 550 | 55 [13.0 ] 280 91 I 4.3
NY - 400/35 LGJ - 400/35 45 | 16 | 20 | 580 | 65 | 13.0 | 280 99 1 4.6
NY - 400/50 LGJ - 400/50 45 | 20 | 20 | 590 | 65 |13.0 ] 280 117 1 48
NY - 400/65 LGJ - 400/65 48 | 22 [ 22 1620 | 70 [13.0 ] 280 123 1 54
NY -400/95 LGJ -400/95 48 | 26 | 26 | 670 | 80 | 15.0 | 280 163 1 7.1
NY - 500/35 LGJ - 50035 52 | 16 | 20 | 620 | 65 | 14.0 | 245 114 2 6.0
NY - 500/45 LGJ - 500/45 s2 | 18 | 20 [ 625] 70 [14.0 ] 245 122 2 5.5
NY - 500/65 LGJ - 500/65 52 | 2222660 70 [15.0] 245 146 2 6.6
NY - 630/45 LGJ - 630/45 60 | 18 | 22 | 660 | 70 | 16.0 | 290 141 2 7.7
NY - 630/55 LGJ - 630/55 60 | 20 | 22 660 | 70 |16.0 | 290 156 2 7.9
NY - 630/80 LGJ - 630/80 60 | 24 | 26 | 715 | 80 | 17.0 | 290 183 2 9.1
NY - 800/55 LGJ - 800/55 65 | 20 | 26 | 740 | 80 | 19.0 | 335 182 2 10.5
NY - 800/70 LGJ - 800/70 65 | 22 | 26 | 745 | 85 [19.0] 335 197 2 10.6

NY - 800/100 LGJ - 800/100 65 | 26 | 30 [ 780 | 85 [19.0] 335 229 2 12.1
s G bods S Limper clamp aré alaminiinm, the other satts are hot-dp galvanised steel.

if jumper clamp is 30°. the type name should be added "B"

Web site: www.trigoldpower.com

E-mail: trigoldpower@163.com
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S M K& K GROER . W4 EHK)

Strain Clamps (Hydraulic Compression Type, Anchor Forged)

L1 L1
Le
5| B I ) g =
‘ r
D2 | s D2 |
Fig.1 Fig.2
AE ER R % EERY # 5 fE | EFE
Catalog Suitable Dimensions (mm) Slip Strength | Fig. Weight

NO. Conductor DI D: 1Dl i | Lol r | Ls (kN) No. (Kg)
NY -95/55.1 LGJ - 95/55 36 20 18 [ 512 | 67 | 11.0 | 230 74 1 2.9
NY - 150/35.1 LGJ - 150/35 30 16 18 | 465 | 65 |10.0] 210 62 | 1.8
NY - 240/30.1 LGJ - 240/30 36 16 18 | 490 | 65 | 10.0 | 240 72 1 2.9
NY - 240/30.2 LGJ - 240/30 36 16 18 | 527 | 77 | 12.0 | 240 72 1 29
NY - 240/40.1 LGIJ - 240/40 36 16 18 | 490 | 65 | 10.0 | 240 79 1 3.0
NY - 240/55.1 LGIJ - 240/55 36 | 20 18 | 520 | 65 | 10.0 | 250 97 1 3.2
NY -300/15.1 LGJ - 300/15 40 14 16 | 491 | 61 | 11.0 | 265 65 1 3.6
NY - 300/20.1 LGJ - 300/20 40 14 18 | 497 | 67 |11.0| 265 72 1 3.6
NY -300/25.1 LGJ - 300/25 40 14 18 | 502 | 67 | 11.0 | 265 79 | 3.6
NY - 300/40.1 LGJ - 300/40 40 16 18 | 522 | 67 | 11.0 | 265 88 1 3.5
NY - 300/50.1 LGJ - 300/50 40 18 18 | 542 | 77 | 12.0 | 265 98 1 3.9
NY -300/70.1 LGJ - 300/70 42 | 22 | 20 | 577 | 82 |12.0] 265 122 1 4.5
NY -400/20.1 LGJ - 400/20 45 14 18 | 528 | 68 | 13.0 | 280 84 1 4.3
NY - 400/25.1 LGJ - 400/25 45 14 18 | 538 | 68 | 13.0 | 280 91 1 4.3
NY -400/35.1 LGIJ - 400/35 45 16 20 | 563 | 78 [13.0 | 280 99 | 4.6
NY - 400/50.1 LGJ - 400/50 45 20 20 | 573 | 78 | 13.0| 280 117 1 4.7
NY - 400/65.1 LGJ - 400/65 48 | 22 22 | 598 | 83 |[13.0 | 280 123 1 5.4
NY -400/95.1 LGJ -400/95 48 | 26 | 26 | 650 | 95 | 15.0 | 280 163 1 6.0
NY - 500/35.1 LGJ - 500/35 52 16 20 | 618 | 78 | 13.0| 245 114 2 5.1
NY - 500/45.1 LGIJ - 500/45 52 18 20 | 618 | 78 [ 13.0| 245 122 2 5.2
NY - 500/65.1 LGJ - 500/65 52 22 22 | 620 | 78 [13.0 | 245 146 2 5.5
NY - 630/45.1 LGJ - 630/45 60 18 22 | 650 | 78 | 13.0] 290 141 2 7.1
NY - 630/55.1 LGJ - 630/55 60 20 22 | 650 | 78 [13.0] 290 156 2 7.2

SEABIT AL A B, LR DB, Wil fEEAI0° MRS )E B,

The clamp body and jumper clamp are aluminium, the other parts are hot-dip galvanized steel.

Web site: www.trigoldpower.com

E-mail: trigoldpower@163.com
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6. WA LAWK LK RER )
Strain Clamps for Steel Wire (Hydraulic Compression Type)

L
L1 L2 @
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We & AR BN FERY B %
Catalog Suitable Steel Wire Dimensions (mm) Slip Strength Weight
NO. (mm) D | D L Li L. (kN) (Kg)
NY - 35G 7.8 16 16 210 115 50 45 0.6
NY - 50G 9.0 18 16 230 | 130 55 60 0.7
NY - 60G 10.0 20 16 280 | 135 100 73 1.2
NY - 70G 11.0 22 18 315 | 155 110 88 1.3
NY - 80G 11.5 24 18 300 170 75 90.2 1.2
NY - 100G 13.0 26 20 365 | 185 135 123 1.7
NY - 120G 14.0 28 22 325 195 70 143 1.9
NY - 125G 14.5 32 22 400 | 250 80 165 2.6
NY - 135G 15.0 30 22 365 | 215 80 164 24
NY - 150G 16.0 32 24 390 | 230 90 187 2.8
NY - 180G 17.5 37 30 490 | 290 | 110 268 5.0
NY - 225G 19.3 40 30 592 340 122 310 6.1
NY - 230G 19.5 40 30 540 | 340 | 110 320 5.9
NY - 265G 21.7 46 32 550 | 340 | 110 415 6.5
NY - 50GC 9.0 20 16 260 | 155 55 70 0.8
NY - 70GC 11.0 26 20 285 | 160 70 96 1.2
NY - 80GC 11.5 26 20 335 | 170 120 103 1.4
NY - 100GE 13.0 30 22 370 | 220 75 150.5 2.2
NY - 120GD 14.0 32 24 365 | 210 90 175 2.7
NY - 135GC 15.0 32 24 405 | 256 85 196 2.9
NY - 150GC 16.0 34 26 477 285 97 199 3.1
NY - 165GC 16.8 35 26 468 | 290 98 223 32

MR

Hot-dip galvanized steel.

Web site: www.trigoldpower.com
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Catalog Suitable Steel Wire Dimensions (mm) Slip Strength | Weight

NO. (mm) D:. | D L L L R (kN) (Kg)

NY - 60.1GE 9.6 22 16 220 140 50 10 63.5 0.7
NY - 80.1G 11.5 24 18 290 | 170 77 12 100 1.0
NY - 100T.1 13.0 28 26 416 | 240 | 110 13 140 22
NY - 100.1G 13.0 26 20 313 | 205 78 13 110 1.4
NY - 100GC 13.0 28 22 340 | 220 83 13 132.3 1.7
NY - 100.1GE 13.0 30 22 350 | 220 83 13 150.5 22
NY - 125.1G 14.5 28 22 360 | 225 83 13 136.3 1.9
NY - 180GE 17.5 38 30 425 | 250 | 115 19 2454 3.7

AT

Hot-dip galvanized steel.

Web site: www.trigoldpower.com 11 E-mail: trigoldpower@163.com



IBEZNBREFFRLE
TRIGOLD POWER CO,.LT; TRGOLD

T AEMEEA B AWK E X GER )
Strain Clamps for ACSR/AS Conductor (Hydraulic Compression Type)

L1 . L1
L] Le
= : - p— R TR o
e | 51— R
L3 | D3 D3
Fig.1 Fig.2
AR i& T 4 ' 'EER‘J‘ ‘ 4 4 EE
Catalog Suitable Dimensions (mm) Slip Strength Fig. No. Weight
NO. Conductor D, [D: [ Ds | Li | Lo | Ls | R (kN) (Kg)
NY - 50/30BG JL/IB14-50/30 32 16 16 [ 465 65 | 2151 10 433 1 2.1
NY -80/47BG ACSR/AS-80/47 | 36 18 16 | 475 70 | 230 | 10 64.6 1 3.1
NY -95/55BG LLBJ-95/55 36 | 20 | 18 | 486 | 61 |230 | 11 74.0 1 3.0
NY -120/70BG |[JL/LB20A-120/70] 36 | 22 | 20 | 550 | 70 | 240 | 13 96.0 1 3.6
NY -185/30BG |ACSR/AS-185/30| 36 16 16 [ 540 | 55 [ 220 9 62.9 1 2.9
NY - 185/45BG LLBJ-185/45 36 18 I8 [ 580 | 65 | 265 11 78.8 1 3.2
NY -240/30BG |ACSR/AS-240/30( 38 18 18 | 550 | 55 | 240 | 11 73.7 1 32
NY - 240/40BG |ACSR/AS-240/40| 38 18 I8 [ 595 65 | 240 | 12 81.6 1 3.3
NY -300/25BG LLBJ-300/25 42 14 I8 [ 560 | 55 | 265 11 74.4 1 3.6
NY -300/40BG |ACSR/AS-300/40| 42 18 I8 | 615| 70 [ 265 | 13 90.0 1 38
NY - 300/50BG |ACSR/AS-300/50| 42 18 I8 [ 620 70 | 265 13 101.0 1 4.1
NY - 300/70BG LLBJ-300/70 42 | 22 | 20 [ 625 | 70 | 265 13 117.8 1 4.4
NY - 400/35BG LLBJ-400/35 48 18 20 | 635 | 65 | 280 | 13 99.0 1 5.2
NY - 400/50BG LLBJ-400/50 48 | 20 | 20 | 645 | 65 | 280 | 13 117.0 1 5.2
NY -500/45BG |ACSR/AS-500/45] 56 | 20 | 20 | 650 | 70 | 245 14 124.0 2 5.2
NY - 630/45BG |ACSR/AS-630/45| 60 | 20 | 22 | 695 | 75 | 290 | 16 144.0 2 7.8
NY - 70/40BG-20 | JL/LB20A-70/40 | 34 16 16 [ 495 65 | 180 | 10 57.8 1 2.2
NY - 100BG -20 LBGIJ-100 38 | 26 | 20 | 455 75 | 220 | 12 115.58 1 29
NY -300/25BG-20 |JL/LB20A-300/25| 42 16 I8 | 560 | 55 | 265 | 11 80.4 | 33

Gk AEAG AN BRE, R R R,

The clamp body . lining sleeve and jumper clamp are aluminium, the other parts are hot-dip galvanized steel.
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8. Mok&E (RgER )

Strain Clamps(Compression Type)

om it

U s e § e e =
o ﬁ 5
. . L2
b 35
BE EA S FERT 5 TR
Catalog Suitable Dimensions (mm) Slip Strength Weight

NO. Conductor DI dlLIClo M (kN) (Kg)
NYC-95/15 DIN48204-95/15 32 14 | 365 | 24 14 16 33.32 1.65
NYC -95/55 DIN48204-95/55 34 20 | 405 | 24 14 16 73.95 2.50
NYC -120/20 DIN48204-120/20 32 14 | 385 | 24 14 16 42.54 2.10
NYC-120/70 DIN48204-120/70 42 22 | 475 | 24 14 20 93.20 4.10
NYC-150/25 DIN48204-150/25 34 14 | 405 | 24 14 16 51.49 2.25
NYC - 170/ 40 DIN48204-170/40 34 16 | 410 | 24 14 16 71.53 2.30
NYC - 185/30 DIN48204-185/30 34 16 | 410 | 24 14 16 61.70 2.60
NYC - 240/ 40 DIN48204-240/40 38 16 | 460 | 24 14 18 80.52 3.05
NYC -240/55 DIN48204-240/55 38 20 | 460 | 24 14 20 97.00 3.10
NYC - 300/ 50 DIN48204-300/50 42 | 20 | 480 | 24 14 20 99.72 3.76
NYC -340/30 DIN48204-340/30 42 16 | 480 | 24 14 20 86.58 3.60
NYC -350/79 DIN48204-350/79 48 24 | 520 | 24 14 22 157.96 4.52
NYC - 360/ 60 DIN48204-360/60 48 | 20 | 520 | 24 14 20 131.02 431
NYC -435/55 DIN48204-435/55 48 20 | 520 | 24 14 20 127.16 4.35
NYC -450/40 DIN48204-450/40 48 16 | 520 | 24 14 20 112.53 4.30
NYC - 490/ 65 DIN48204-490/65 52 22 | 575 | 24 14 22 142.68 5.30
NYC-490/110 | DIN48204-490/110 | 60 [ 26 | 590 | 24 14 24 211.55 6.70

S EAEAG A KA EERE, LRARE MFREE,

The clamp body and jumper clamp are aluminium, the other parts are hot-dip galvanized steel.
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9. MY K 4 & GRUEA )

Strain Clamps ( Compression Type)

i

?
o Eoe e e i )
] J R
d1 d3 |
R
N\
A5 i % 4% FERT 5 S 1
Catalog Suitable Dimensions (mm) Slip Strength Weight

NO. Conductor D 1@ &l L 5Ll B (kN) (Kg)
NY - 170/28 LINNET 3216 | 16 [430| 60 | 10 60 2.9
NY - 183/55 LYNX 32 | 18 | 18 (440 65 | 11 75 2.9
NY -201/33 IBIS 34 | 21 | 20 [451] 65 | 10 75 2.9
NY -240/40 HAWK 36 | 18 | 18 [480(| 65 | 11 82 32
NY -241/56 HEN 36 | 20 | 20 [490| 78 | 12 99 3.3
NY -201/47 LARK 36 | 20 | 18 |490| 68 | 11 85 33
NY - 282/46 DOVE 40 | 18 | 20 [500| 78 | 12 100 3.5
NY - 264/78 BEAR 40 | 22 | 20 | 520 78 | 12 105 3.6
NY - 306/50 SQUAB 40 | 18 [ 20 | 500| 78 | 12 102 35
NY -322/52 GROSBEAK 40 | 20 [ 22 |540| 83 | 13 107 39
NY -306/40 DUCK 40 | 25 | 22 [485( 70 | 11 126 33
NY -403/52 CONDOR 45 | 20 | 22 [590| 83 | 13 119 4.2
NY -428/71 ZEBRA 45 (20| 22 |600| 83 | 13 125 43
NY -403/28 TERN 45 | 28 | 26 [S515| 78 | 13 146 4.5
NY -402/66 DRAKE 48 | 30 | 28 [550(| 78 | 14 132 4.5
NY -402/92 MALLARD 48 | 26 | 24 [620| 95 | 15 163 5.4
NY -483/33 RAIL 48 | 18 | 20 |620| 78 | 13 109 6.4
NY - 564/39 BLUEJAY 52 | 18 | 22 [620| 78 | 13 126 6.8
NY -483/62 CARDINAL 52 120 |24 [620| 95 | 15 143 6.8
NY -604/77 GRACKLE 60 | 26 | 24 | 670 95 | 15 178 7.2

SRABAG ARG BEE, LW EAEE.

The clamp body . lining sleeve and jumper clamp are aluminium, the other parts are hot-dip galvanized steel.
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=, BE4H
LINK FITTING

1. kL3 Q. QPA!)
Ball Eyes (Q&QP Type)

i

et e I

hl

| !
S DD f e
dl dl
Q% Type Q QPZE Type QP
Al FERA FRARBONF & FE
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. D1 D2 d b hl h2 (KN) (Kg)
Q-7 33.3 17 22 16 50 13.4 70 0.3
QP-4 22.8 17 14 12 35 9.1 40 0.1
QP-7 33.3 17 22 16 50 13.4 70 0.3
QP-10 33.3 17 22 16 50 13.4 100 0.3
QP-12 33.3 17 24 17 50 13.4 120 0.4
QP-16 41.0 21 26 20 60 19.5 160 0.5
QP-21 49.0 25 30 24 80 21.0 210 1.0
QP-21D 41.0 21 29 21 70 19.5 210 1.0
QP - 25 49.0 25 33 28 80 21.0 250 1.1
QP-30 49.0 25 39 28 80 21.0 300 1.1

I, PR,

Hot-dip galvanized steel.
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2. BRK3EIF (QHA)
Ball Eyes (QH Type)

he
h3

< -

A5 FER FHRHAHE T8
Catalog Dimensions (mm) Rated Failure Load| Weight
NO. hl h2 h3 R D Dl b (KN) (Kg)
QH -7 13.4 110 50 13 17 333 16 70 0.4
QH- 10 134 100 50 13 17 333 18 100 1.0
QH- 12 13.4 100 57 13 17 333 19 120 1.0
QH- 16 19.5 108 64 16 21 41.0 20 160 1.2
QH - 21 19.5 128 64 16 21 41.0 20 210 12

GBI .

Hot-dip galvanized steel.
3. RAHEIR CGRILFAR)
Ball Eyes (Parallel Type)S

D1
“\
Jm
|
° L1y
i ol
S| | —]
D —
_\‘\! i}
D
De
ik _EBRR BRI E L
Catalog Dimensions (mm) Rated Failure Load| Weight
NO. L1 |12 [ L3 ]| S D | DI | D2]| d (KN) (Kg)
Q-™ 45 | 145 | 70 | 22 | 17 | 16 | 333 | 14 70 1.1
Q-12M 45 | 145 | 70 | 22 | 17 | 16 [ 333 14 120 1.3

WHItE. .
Hot-dip galvanized steel.
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4, KEEF KRILEHR)
Ball Eyes (Perpendicular Type)

Bz
R_-r"‘" ('
= |
D1 B
|
D3
AE _ EERY BT E Eg
Catalog Dimensions (mm) Rated Failure Load| Weight
NO. L |LI|{DI|D2[D3|]S|[R|d (KN) (Kg)
Q-7N 146 | 42 | 16 | 16 |33.3| 50 |12.5] 14 70 0.7
Q- 12N 150 | 50 | 17 | 18 |33.3| 60 |15.0] 14 120 1.2
Q- 16N 168 | 42 | 20 | 20 |41.0( 75 [15.0] 14 160 125
WM. .
Hot-dip galvanized steel.
5. HAER
Ball Clevis
] B
V]
.:Tb - i
D -+
T o 1 = -
! ' :
<D &)
Pl
iR : y EZERA PR E FE
Catalog Suiﬁli?eé%lfu?ator Dimensions (mm) Rated Failure Load Weight
NO. Li|L2|D| o |01 B (KN) (Kg)
Q-7P XP-7 57165 |17 |20 (14 | 16 70 0.8
Q-12P XP-12 5765|1724 14 | 18 120 0.85
Q- 12PH XP-12 44 | 44 | 17 | 18 | 14 | 16 120 0.8
Q- 16P XP-16 60 | 70 | 21 | 26 | 14 | 20 160 1.0
Q- 16PA XP-16 80 | 80 | 21 | 24 | 14 | 26 160 1.2
Q-7A XP-7 48 | 56 | 17 | 18 | 14 | 16 70 0.5
Q-12A XP-12 48 | 56 | 17 [20.5(17.5| 19 133 0.65

WHIE. B,

Hot-dip galvanized steel.
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Ball Clevis
c B
C B
| pa—
<T K\ |
- )
s
Y& TypeY YHA Type YH
Al 2 L . FER FRBTFTE T
Catalog giégﬁf Dimensions (mm) Rated Failure Load Weight
NO. - ¢ "ATBIC[D[H[K (KN) (Kg)
QB-7Y 16mmA.B 38 140 [45°| 16 | 75 | - 70 0.55
QB - 10Y 16mmA.B 40 | 42 [45°| 18 | 75 | - 100 0.78
QB - 12Y 16mmA.B 40 | 44 145°| 18 | 82 | - 120 0.80
QB -7YH 16mmA.B 38 | 40 [45°| 16 | 105 39 70 0.72
QB - 10YH 16mmA.B 40 | 42 |45°] 18 [112] 42 100 0.98
QB - 12YH 16mmA.B 40 | 44 |45°] 18 [112] 42 120 1.20

B A Bk L HA I AR, AR THHIEC. GBHANSIARA.
The body is made of forged drop steel, Balls sizes are in accordance with IEC, GB or ANSI standards.

7. HKHER
Bay Clevis B

C B
e D
b |
T - _‘— :
— bl
YHA Type YH UH#Z Type UH
g - TERT R E 8
Catalog ﬁﬁ:ﬁgﬁ;’ Dimensions (mm) Rated Failure Load Weight
NO. ballltbesde R TBIC[MIBILK (KN) (Kg)
Q-7YH 16mmA.B 38 40 | 18 | 16 | 107 39 70 1.55
Q- 10YH 16mmA.B 40 [ 42 [ 22|18 [112] 39 100 1.78
Q- 12YH 16mmA.B 40 [ 44 | 2218 [112] 39 120 1.80
Q- 7UH 16mm 38 |40 | 18 [ 16 [110] 39 70 1.25

FiT A 2R Sk AU B, BRL R TR BIEC, GBEANSIATE,

The body is made of forged drop steel, Balls sizes are in accordance with IEC, GB or ANSI standards.
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8. UAIzkk R
U Type Ball Eyes W\
C }/
I EIE |
P
T =
| Bt
D2 |
RE _ EERRY BRI E E4 4
Catalog Dimensions (mm) Rated Failure Load| Weight
NO. C D1 D2 D L (KN) (Kg)
Q-7U 19 16 33.3 16 75 70 0.9
Q-10U 20 18 33.3 17 75 100 0.7
Q-12U 20 22 33.3 17 75 120 1.0
Q-16U 22 24 41.0 20 80 160 1.1
Q-21U 24 24 41.0 20 85 210 L5
W, B,

Hot-dip galvanized steel.

0% o _EERY FRBARE | BF
Catalog Fig. No. Dimensions (mm) Rated Failure Load| Weight

NO. C |DI|D2|D|LI|L|d (KN) (Kg)

QU - 12AH 2 24 | 16 (33317 | 70 |112| 14 120 0.9

QU - 12CAH 1 24 | 16 |33.3| 17 | 70 |112| 14 120 0.9

QU - 16AH 2 24 | 20 (41.0f 21 | 85 |132| 14 160 1.6

QU - 16CAH 1 24 | 20 (41.0] 21 | 85 |132| 14 160 1.6

W e,

Hot-dip galvanized steel.
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9. BiKEAR VA )
Socket Eyes (W Type)

A5 FERT BT & s
Catalog Dimensions (mm) Rated Failure Load Weight
NO. Cl £ h d b (KN) (Kg)
W-4 12.5 24.5 50 14 12 40 0.5
W-7A 19.2 34.5 70 20 16 70 0.65
W-7B 19.2 34.5 115 20 16 70 0.9
W-10 19.2 34.5 85 20 18 100 1.0
W-12 19.2 34.5 85 20 20 120 1.1

B HAA TR R, Y. REEAI TSR

The socket eye is malleable iron, hot-dip galvanized. Security clip is stainless steel.

ce
Cl

@ )

R N '

=]

Fig.9

10. B kAR G FLVE)
Socket Eyes (W Type)

R e FERT W E i
Catalog Dimensions (mm) Rated Failure Load| Weight
NO. Cl|C2| Ll |[L2]| B D %) (KN) (Kg)
Wi -7K 19.2 | 345 70 120 20 18 14 70 1.0
Wi - 10K 19.2 | 345 80 130 18 20 14 100 12
Wi - 12K 19.2 | 34.5 70 120 22 24 14 120 1.3
Wi - 16K 23.0 | 425 89 141 20 26 14 160 1.3
Wi - 7KA 19.2 | 345 89 141 28 18 14 70 1.3
W1 -7KB 19.2 | 34.5 89 141 20 18 14 70 1.3
Wi -7KC 19.2 | 345 89 141 16 18 14 70 1.3
W_-7AH 19.2 | 345 70 120 40 20 14 70 1.3
W - 7AHI 19.2 | 345 70 120 16 20 14 70 1.2
W - 12AHI 19.2 | 345 70 120 40 24 14 120 1.6
W - 16AH 23.0 | 425 70 120 24 26 14 160 0.9
W-32AH 275 | 51.0 100 215 28 39 [2-018 320 5.5

BE K E N TR A B, . W Y TR

The socket eye is malleable iron, hot-dip galvanized. Security clip is stainless steel.
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Ee

ke
C1 c1
. [ find [ () @
a8 -
3 =k oi_e/_é
Fig.10-2.1 Fig.10-2.2
A g P _EERY AR E £ 4
Catalog Fig. No Dimensions (mm) Rated Failure Load| Weight
NO. o Ci|{c2| L [LI|[dl|d2]| B (KN) (Kg)
Wi-7R 1 19.2 345 140 | 65 18 14 18 70 1.0
Wi-12R 1 192 (3451120 | 70 | 22 | 14 | 22 120 1.3
Wi -16R 1 23.0(425(130 | 75 | 26 | 14 | 22 160 4.2
WS -7R 2 19.2 {345 140 | 65 18 14 18 70 1.1
WS - 12R 2 192 (345|145 | 65 | 24 | 14 | 20 120 1.5
B RO TR R A R O, . WSRO R
The socket eye is malleable iron, hot-dip galvanized. Security clip is stainless steel.
1. Bk (YR )
Socket Clevis (Y Type)
i3 )
AE _ EERA KLRTRE|  HAHHSHE g
Catalog Dimensions (mm) Coule code | Rated Failure Load Weight
NO. B H M K IEC 120 (KN) (Kg)
WS- 7Y 45° 73 20 38 16mm 70 1.51
WS- 10Y 45° 86 22 51 16mm 100 2.60
WS- 12Y 45° 86 24 51 16mm 120 2.60

BUSLEMON T RSA B R RE, A, Y TS,

The socket eye is malleable iron, hot-dip galvanized. Security clip is stainless steel.
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12. B kAR WSHE )
Socket Clevis (WS Type)

ce
Cl
=
<
F:
HH
|
C
HE EERT RO € &5
Catalog Dimensions (mm) Rated Failure Load Weight
NO. C Ci C2 M h (KN) (Kg)
WS -7 18 19.2 34.5 16 70 70 1.0
WS- 10 20 19.2 34.5 18 85 100 1.2
WS- 12 24 19.2 34.5 22 85 120 1.8
WS- 16 26 23.0 42.5 24 95 160 2.6
WS-21 30 27.5 51 27 100 200 43
WS-21D 30 23.0 42.5 27 100 210 4.5
WS- 25 34 27.5 51 30 110 250 6.1
WS- 30 36 27.5 51 36 110 300 5.7
WS- 1611 26 23.0 42.5 24 110 160 3.8
WS- 16D 26 23.0 42.5 24 95 160 2.1
WS-20D 30 27.5 51 27 100 200 4.3
WS- 30D 38 27.5 51 36 110 300 7.5
WS- 12G 20 19.2 34.5 18 85 120 1.7
WS- 16S 22 23.0 42.5 24 95 160 2.7
WS- 218 24 23.0 42.5 24 100 210 3.6
WS- 258 28 27.5 51 27 100 250 5.2
WS- 328 32 27.5 51 30 110 320 4.7
WS - 428 38 32.0 59.0 36 120 420 6.0
WS- 53S 42 36.0 67.5 42 140 530 10.3

BB TR RN, R, BN TR

The socket eye is malleable iron, hot-dip galvanized. Security clip is stainless steel.
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13, B kAR CRIEFBIFAE )
Socket Clevis (Elongated Type WS)
1

L1

o L]
pe | e
[
Higj_
WE T EERT RS E 5
Catalog Dimensions (mm) Rated Failure Load| Weight
NO. L1 I.2 . Cl C2 M S d (KN) (Kg)
WS - 16A 135.5| 195 26 23.0 | 42.5 24 45 14 160 6.0
WS - 16AH 70 150 22 23.0 | 42.5 24 40 14 160 34
WS -21A 135 195 30 23.0 | 425 27 45 14 160 6.7
WS -21AH 70 150 24 23.0 | 425 24 40 14 210 4.2
WS -21AS 70 200 24 23.0 | 42.5 24 80 18 210 4.7
WS - 32AS8 80 200 32 275 | 5106 30 80 18 320 6.1
Bk AR T (SR, A, BEE AT B,
The socket eye is malleable iron, hot-dip galvanized. Security clip is stainless steel.
ce
1
RN |
_IrTm .
’ j
e . EERY BT B g
Catalog Dimensions (mm) Rated Failure Load Weight
NO. 9 Ci C2 M h (KN) (Kg)
WS-10/150 20 19.2 34.5 18 150 100 1.7
WS-21L 24 275 51.0 22 150 210 4.7
WS- 30L 30 27.5 51.0 27 150 300 N2

B K AU PTARSR SR B PR, AR WO T WG

The socket eye is malleable iron, hot-dip galvanized. Security clip is stainless steel.
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14. 8 LGH IR
Socket Thimble

Lt
i
B

25 _ EERA RERTRE Eg
Catalog Dimensions (mm) Couple code Weight

NO. B C D E H IECI120 (Kg)
WX - 7A 28 19.2 50 65 110 16mm 1.30
WX - 7B 30 19.2 70 65 110 16mm 1.35

AU TR, M, VB RE RS AR EN.

The body is made of malleable iron hot-dip galvanized, W-clip pin is made of bronze or stainless steel.

15. U4

Shackles
Fig.15 - 1
BE FERY AR BONAT & (s
Catalog Dimensions (mm) Rated Failure Load Weight
NO. C M D h r (KN) (Kg)
u-7 20 16 16 60/80 22 70 0.5
U-10 22 16 18 70/85 24 100 0.6
U-12 24 16 20 90 30 120 0.8
U-16 26 24 22 90 32 160 1.5
U- 16T 28 24 22 90 32 160 1.5
U-21 30 27 24 100 36 210 2.3
U-25 34 30 26 110 40 250 2.8
U-30 38 36 30 130 46 300 3.7
U-40 42 42 36 150 55 400 6.5
U-50 44 42 36 150 55 500 7.0

F B BB, R0 B dl .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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E
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= |
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Ro 2
BE - ZERY AR E L
Catalog Dimensions (mm) Rated Failure Load Weight
NO. € D E H M R (KN) (Kg)
U-7A 19 16 38 76 16 11 70 0.65
U-12A 22 18 40 72 18 18 120 0.72
U- 16A 26 20 44 89 20 19 160 0.98
U-22A 26 22 51 89 22 19 220 1.45
U-7R 20 16 38 72 16 19 70 0.5
U-12R 22 16 40 72 20 19 120 1.0
Al O A BRI E, RN RN E .
The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
E
=
R
Fig.15-3
ne T XERT AR & 1
Catalog Dimensions (mm) Rated Failure Load Weight
NO. C D E H| M| R (KN) (Kg)
UN -7 18 16 34 76 16 16 70 0.6
UN-10 18 18 38 76 16 16 100 0.7
UN- 12 19 18 38 76 16 16 120 0.7
UN- 16 22 20 44 102 20 19 160 1.05

B B4 O AR IE, SR R B .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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16. VHEAEIR

Vee Shackles e E
! =
I
B E - EERA | AR E % 4
Catalog Dimensions (mm) Rated Failure Load Weight
NO. (& D E H M | R (KN) (Kg)
V-7 35° 16 38 70 18 10 70 0.80
V-10 35° 18 40 70 20 10 100 0.85
V-12 35 24 44 90 22 13 120 0.98
V-16 352 24 48 90 24 13 160 1.10
V-20 35° 24 54 100 27 19 200 1.45

Fl PSR BB, R0 R b .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.

17. H A ZHR)

Eye Links ( ZH Type) . c
N P
T -
IBRERRE
|| 4
W~ N\ ‘ 3
-
[ [ ]
ik - EERY BRI E L8
Catalog Dimensions (mm) Rated Failure Load Weight
NO. a b c @ | hi | h (KN) (Kg)
ZH-7 16 16 24 20 57 100 70 0.9
ZH- 10 18 15 24 20 57 100 100 1.1
ZH- 12 18 16 22 24 65 115 120 1.1
ZH- 16 22 18 26 26 75 135 160 1.2
ZH-16/153 22 18 26 26 90 153 160 1.4
ZH-21 24 26 32 30 75 150 210 2.3

A P4 1
Hot-dip galvanized steel
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18. FEKIF (FR4REHR)
Extension Links (Link Body Whole-forged)

L 1
=
7
o 1 Cr — Y
|
A5 - EERY AR E T
Catalog Dimensions (mm) Rated Failure Load Weight
NO. C D L (KN) (Kg)
PH-7 20 16 80 70 0.4
PH- 10 22 18 100 100 0.6
PH- 12 24 20 120 120 0.9
PH- 16 26 22 140 160 1.5
PH- 21 30 24 160 210 1.6
PH - 25 34 26 160 250 2.0
PH - 30 38 30 180 300 3.0

AR
Hot-dip galvanized steel

19. fr4F (YLA )
Extension Rods (YL Type)

d
% i @

= ¥———HDs

ik _ =ERY T e £ 4
Catalog Dimensions (mm) Rated Failure Load| Weight

NO. D d b & L (KN) (Kg)
YL - 425008 36 39 32 36 500 420 8.5
YL -64350S 42 45 36 42 350 640 11.2

A
Hot-dip galvanized steel
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(=

C—Hy s

EE@

A5 FERT TR E Gy
Catalog Dimensions (mm) Rated Failure Load | Weight

NO. D d b L (KN) (Kg)
YL-0712 18 18 16 120 70 0.4
YL- 1012 18 20 16 120 100 0.8
YL - 1040 18 20 16 400 100 1.1
YL- 1050 18 20 16 500 100 1.4
YL - 1066 18 20 16 660 100 1.7
YL - 1069 18 20 16 690 100 1.9
YL - 1243 22 24 18 430 120 1.6
YL - 1640 22 26 18 400 160 1.6
YL - 1643 22 26 18 430 160 1.6
YL - 1655 22 26 18 550 160 2.5
YL - 1657 22 26 18 570 160 2.7
YL -2043 24 30 20 430 200 3.0
YL -2155 26 30 20 550 210 3.1
YL-2165 26 30 20 650 210 3.1
YL - 3043 36 39 32 430 300 5.6
YL - 1650S 22 26 18 500 160 2.1
YL -2140S 24 26 20 400 210 1.8
YL-2165S 24 26 20 650 210 2.4
YL - 3236S 30 33 28 360 320 34
YL - 32508 30 33 28 500 320 4.2
YL - 42508 36 39 32 500 420 6.5
YL - 64558 42 45 36 550 640 9.3

A B

Hot-dip galvanized steel

Web site: www.trigoldpower.com
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20. % kAT L
Anchor Rods s
T =
aa]
ik _ E=ERA LR &g
Catalog Dimensions (mm) U.TS Weight
NO. M L S A B (KN) (Kg)
XLZ-01B 16 203 102 1715 14.3 56 0.35
XLZ-02B 16 254 102 17.5 14.3 56 0.40
XLZ- 03B 16 305 152 17.5 14.3 56 0.50
XLZ-04B 20 254 102 20.6 17.5 60 0.90
XLZ-05B 20 305 152 20.6 17.5 60 0.95

A B
Hot-dip galvanized steel

21 #MK| (ZA)
Clevis Tongues (Z Type)

0 <y

H —
= =
WE FERT AR E E§
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. Ci Ca M h (KN) (Kg)
Z-7 18 18 16 80 70 0.6
Z-10 20 20 18 80 100 0.8
Z-12 24 24 22 100 120 1.3
Z-16 26 26 24 100 160 2.5
Z-21 30 30 27 120 210 3.5
Z-25 34 34 30 110 250 43
Z-30 38 38 36 120 300 6.0
Z-40 44 44 42 180 400 12.9

A O A EREIE, RN MR .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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c2 Y =
|
- B r&
=|
|
R () y
Ale . ERRS BB IHE £8 3
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. Cl C2 M h (KN) (Kg)
Z1-25 34 34 30 100 250 2.8
Z1-36 38 38 36 135 360 5.4
Z1-40 38 38 36 150 400 8.4

Bl 048 AR, SR BB .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.

22. #A4R (ZSA!)
Clevis Tongues (ZS Type)

C
— | = i .
< U T
e,
| b
A . EERA RRBITE £
Catalog Dimensions (mm) Rated Failure Load Weight
NO. C b M d h (KN) (Kg)
ZS -7 18 16 16 20 60 70 0.6
ZS - 10 20 18 18 20 70 100 0.8
ZS - 12 22 22 22 24 70 120 0.9
ZS - 16 26 26 24 26 90 160 1.6
ZS - 30 38 34 36 39 150 300 5.0

B R AR, SRy BB .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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23. M (PAR)

Double Straps (P Type)
Cbhk
HH BRrtro
— |
=
i|e=i@e]
e FERT ARG E 55
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. b C M h (KN) (Kg)
P-7 6 18 16 70 70 0.6
P-10 8 20 18 80 100 0.9
P-12 10 24 22 90 120 1.5
P-16 12 26 24 100 160 2.4
P-21 14 30 27 120 210 4.1
70040 TR GTBL I, LA ARl
The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
24. #M (PSAE) c (’“
Clevis (PS Type e : '
(PSType) i, $ Ol
tK_I_“‘“ * Y
| / ]
| =
|
| o) <
b
A2 FERT AR B g
Catalog Dimensions (mm) Rated Failure Load Weight
NO. @ b M d h (KN) (Kg)
PS -7 18 16 16 20 90 70 0.6
PS-10 20 20 18 20 90 100 0.8
PS«12 20 20 22 24 95 120 1.5
PS-16 26 24 24 26 155 160 22
PS - 30 38 32 36 39 150 300 5.9
PS - 40 44 40 42 45 120 400 59
PS - 10D 20 18 18 20 90 100 0.7
PS - 16S 22 20 24 26 90 160 1.7
PS - 32S 32 28 30 33 140 320 4.2
PS - 50S 38 36 36 39 150 500 75

A B AR E, AR D BB .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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25. JEK AR (YBAR)
Extension Link (YB Type)
A

C C i
 H \
g ‘ D T [ ]
=] |
q ‘ ] l qi1p i
| |
| | |
T o i i
RE #HE . EERY B E E
Catalog Fig Dimensions (mm) Rated Failure Load Weight
NO. NO. A C L M (KN) (Kg)
YB-7A 1 40 18 | 200 | 16 70 1.50
YB - 10A 1 40 18 | 200 | 18 100 1.62
YB- 12A 1 50 20 | 200 | 22 120 2.00
YB - 16A 1 50 20 | 550 | 24 160 4.60
YB-7B 2 50 18 300 16 70 1.58
YB - 10B 2 40 18 | 400 | 18 100 2.63
YB - 12B 2 50 20 | 450 | 22 120 2.80

oA BB, RN REEFR B,

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.

26. EKAAT (YDA )

Extension Rod (YD Type)
L , A
aae/—— — 3 =F —@ M
O —— I — (=
W T EERT R & 5
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. B D M L (KN) (Kg)
YD - 1040 18 20 16 250 100 0.9
YD - 1243 20 20 18 250 120 1.3
YD - 1640 26 26 22 430 160 2.75
a1

Hot-dip galvanized steel
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27. MR (UBAL)
Clevis Hinges (UB Type)

Q
|
O -Hep
< |l |
dratt Ly
T
C
A5 ~ EERY TR E o
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. C M h a (KN) (Kg)
UB-7 18 16 70 45 70 0.8
UB- 10 20 18 80 45 100 1.1
UB- 12 24 22 100 60 120 1.2
UB- 16 26 24 100 60 160 2.9
UB-21 30 27 120 72 210 4.6

Bl B4 AR P, SR RSB .

a
|
|
|
|

D

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.

|
cis |
EHE ©
W FERT P . h 5
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. C M h a (KN) (Kg)
UB-4 20 16 70 24 40 0.5
UB-7.1 20 16 65 40 70 0.7
UB-9.1 26 22 [~ 40 90 1.3
UB- 10T 20 18 70 38 100 0.8
UB- 12T 24 22 100 45 120 2.1
UB- 16T 26 24 100 45 160 2.3
UB-2IT 30 27 120 60 210 2.5
UB - 30T 40 36 150 60 300 3.7
UB-6-1 20 16 65 30 60 0.9
UB-8-1 22 16 90 40 80 0.9
UB-10-1 22 18 75 40 100 0.9

Web site: www.trigoldpower.com

o4k R BRI, HRNREERE .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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28. VAR
Twisted Strap

c s
5 _::- é_
| L I

"y EZIS AR T8
Catalog Dimensions (mm) Rated Failure Load | Weight

NO. B C M E H K T (KN) (Kg)
VB-T7A 18 102 16 16 165 51 38 70 1.42
VB - 7B 18 18 16 16 143 51 38 70 1.25
VB- 12A 20 110 22 22 165 51 60 120 2.5
VB- 12B 20 20 22 22 150 51 60 120 2.1

Bl D48 AR, SR SR 4B 1

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.

29. #4% (PGH)
Clevis Eyes (PG Type)
i A

M
F_Lﬁ _@_
mI Sl
T . Dﬂ :
R
E
o FERT B E 5
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. A B C D E H M (KN) (Kg)
PG-7 44 28 19 18 16 65 16 70 0.8
PG- 10 44 30 22 22 20 70 18 100 0.98
PG- 12 52 38 24 24 20 80 20 120 1.1
PG- 16 60 54 26 26 24 90 22 160 0.70
PG-7Y 44 38 45° 18 16 80 20 70 0.89
PG - 10Y 4= 38 45° 22 18 90 22 100 0.98
PG- 12Y 44 38 45° 24 20 92 24 120 1.31
PG- 16Y 44 38 45° 26 24 106 24 160 1.4

OB AR ME, H R A S 4

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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30. UM 8242

U-bolts

5 g FERT R E 55
Catalog Dimensions (mm) Rated Failure Load Weight

NO. C D E L M (KN) (Kg)
U - 1240 40 12 45 80 12 35 0.38
U - 1440 40 14 60 90 14 35 0.42
U - 1470 70 14 70 120 14 40 0.46
U-1670 70 16 65 130 16 50 0.66
U - 1870 70 18 80 130 18 60 0.86
U - 1880 80 18 60 130 18 60 0.88
U - 1890 90 18 60 140 18 60 0.90
U -2070 70 20 90 130 20 70 1.20
U - 2080 80 20 70 140 20 70 1.70
U - 2090 90 20 90 150 20 70 1.28
U - 2280 480 22 90 150 22 100 1.30
U - 2290 90 22 100 160 22 100 1.34

B4 BB, R BRI .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.

.UM A (miEA)
U-bolt Enhanced .

o FERT R E TR
Catalog Dimensions (mm) Rated Failure Load Weight
NO. C D E L M (KN) (Kg)
UlJ - 1880 80 18 39 130 18 60 0.88
UJ - 2080 80 20 43 140 20 70 1.08
UJ - 2280 80 22 45 150 22 100 1.28

PR AR, R SR

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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32. g (GDA)
Twisted Strap (GD Type)

L1

_ o
7l

A B FERA AR S oy & E
Catalog Dimensions (mm) Rated Failure Load | Weight

NO. L L1 d M H B h hl (KN) (Kg)
GD- 128 200 | 112 24 22 12 16 40 35 120 1.7
GD- 16S 240 | 112 26 24 12 18 40 35 160 2.0
GD-218S 230 | 112 26 24 12 20 40 35 210 1.7
GD-32S 240 | 112 33 30 12 28 40 35 320 3.6
GD - 428 278 | 130 39 36 12 32 45 35 420 4.2
GD- 508 278 | 130 39 36 12 32 48 50 500 44
GD - 64S 308 | 136 45 42 12 36 55 50 640 6.5
GD - 84S 276 | 170 51 48 20 36 62 70 840 11.1
GD- 1281 230 | 112 24 22 12 16 40 35 120 1.6
GD-21Sl1 250 | 112 26 24 12 20 40 35 210 2.1
GD- 3281 252 | 112 30 30 12 26 40 35 320 2.9
GD-50S1 290 | 130 39 36 12 32 48 50 500 5.1
GD - 64S1 308 | 136 45 42 12 36 55 50 640 6.5

Pl OB R AR TR, LRk S o o 1

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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33 WEFREM
Thimble Clevis

C_
D | - et
SLE|SE ) —D-
O\ )

| %

7

iR FERY EE
Catalog Dimensions (mm) Weight

NO. A B C D E R (Kg)
XG-7A 25 54 19 12 40 26 0.49
XG-7B 25 54 19 16 40 35 0.55

A A PR
Made of hot-dip galvanized steel.

34. BB AR (JLBA)
Hing to Tower (JLB Type)

s
- @] {

D _:_

&
A5 FERF BT & £ s

Catalog Dimensions (mm) Rated Failure Load Weight

NO. B A (® D M (KN) (Kg)
JLB - 12A 55 75 22 21.5 20 120 0.92
JLB - 12B 55 75 22 17.5 20 120 0.95
JLB - 16 70 80 22 21.5 20 160 1.88
JLB - 12C 70 85 16 17.5 20 120 1.30
JLB - 12D 70 85 22 17.5 20 120 1.90
JLB - 32A 90 80 22 23.5 24 320 2.30
JLB - 32B 110 80 22 23.5 24 320 2.90
JLB - 32C 110 75 22 28.5 27 320 3.16

A T ERE M, R R R E .

The cotter pins are made of stainless steel, others are made of hot-dip galvanized steel.
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35. & 5| K

Towing Plates

L1

d
NN
U } =
L
i I I
of |1 i1l
| | |
A FER RBIATE R
Catalog Dimensions (mm) Rated Failure Load Weight
NO. L Li b d h (KN) (Kg)
QX =7 100 38 16 18 22 70 0.8
QY - 10 120 42 16 20 25 100 1.0
QY - 12 150 52 16 24 30 120 1.5
QY - 16 180 55 18 26 35 160 2.1
QY -21 200 75 26 30 45 210 4.0
QY - 25 220 85 30 33 50 250 6.2
QY -30 240 95 32 39 57 300 7.3
QY - 50 260 100 38 45 70 500 15.4
QY - 60 260 114 42 51 80 600 16.0
QY - 218 200 75 20 26 45 210 2.8
QY -42S 260 100 32 39 70 420 8.4
QY - 648 260 114 36 45 80 640 12.5
QY - 322608 260 95 28 33 57 320 7.5
QY - 842608 260 120 36 51 90 840 14.3

AR R

Hot-dip galvanized steel.
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36. AR (PTR )
Adjusting Plates (PT Type)

L
i L0 L0 L0 11 L2 L2 L2 L2
[AERA! . | AERA
L1 ]' 1) 1 ! 1] 1 ! i 1} '!' ]l ] |l I : |l I I l I ; !
P = e e
i
R 2 - EERY BHREAGE | &8
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. Lo | Li [ Lo | M| d | b | ¢ L (KN) (Kg)
PT-7 45 60 45 16 18 16 18 | 225~345 70 2.0
PT- 10 50 65 50 18 20 16 20 | 250~390 100 3.0
PT-12 60 75 60 22 24 16 24 | 300~465 120 5.3
PT-16 65 80 60 24 26 18 26 | 325~505 160 7.0
PT-21 70 90 70 27 30 26 30 | 350~550 210 10.1
PT-30 80 100 80 36 39 32 38 | 400~630 300 14.0
PT-25 90 90 80 30 33 30 34 | 410~590 250 14.9

A
Hot-dip galvanized steel.
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37. A #4R (DBA! )

Adjusting Plates (DB Type)

s [ 111

[ I]]

[[]

e FERT RO 5
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. d b Li | L2 | L3 | La | Ls (KN) (Kg)
DB-7 18 16 70 95 120 145 170 70 1.7
DB- 10 20 16 80 110 140 170 200 100 2.7
DB- 12 24 16 100 135 170 | 205 | 240 120 4.0
DB- 16 26 18 110 125 140 155 170 160 4.1
DB-21 30 26 120 135 150 165 180 210 7.4
DB- 30 39 32 120 140 160 180 | 200 300 12.5
DB- 50 45 38 140 185 230 | 275 | 320 500 28.6
DB - 60 51 42 135 160 185 | 210 | 235 600 31.6
P,

Hot-dip galvanized steel.

Web site: www.trigoldpower.com
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38. kAR (L. LT, LZA&)
Yoke Plate (L, LT, LZ Type)

o1 _ )
o -
8E 5 > . ) )
| \C (‘) ________________,_--—-——--—"'
$ | $ Oj m—————
’ L
A B FERT B & 8
Catalog Dimensions (mm) Rated Failure Load Weight
NO. b h di d2 7 (KN) (Kg)
L - 1040 16 70 20 18 400 100 4.5
L - 1050 16 130 20 18 500 100 7.1
L - 1060 16 100 20 18 600 100 9.8
L - 1240 16 70 24 18 400 120 4.7
L - 1640 18 100 26 20 400 160 5.9

AN
Hot-dip galvanized steel.

o o O
A5 FERA RO E 84
Catalog Dimensions (mm) Rated Failure Load Weight

NO. b [bi | di|d|d3i|[ds| h |[a]|L (KN) (Kg)
L-1245 16 16 24 20 18 24 100 60 | 450 120 5.0
L-1645 18 18 26 20 18 20 | 110 | 60 | 450 160 7.0
L - 1645/GH 18 18 26 26 18 26 | 100 60 | 450 160 6.2
L-1645T 18 18 26 26 18 26 130 60 | 450 160 6.9
L-2145-1 26 18 30 26 18 26 110 60 | 450 210 7.5
L -2545-1 30 22 33 26 18 26 110 60 | 450 250 9.8
L-5055 38 32 45 39 18 0 250 | 80 550 500 33.0
L-1250S 16 16 24 18 18 20 | 130 80 500 120 8.1
L- 16458 18 18 26 20 18 20 | 130 60 | 450 160 7.4
L- 16508 18 18 26 20 18 20 130 60 500 160 9.1
L-21508 20 20 26 16 18 16 130 60 500 210 8.2
L-2145A 24 18 30 26 18 26 110 60 | 450 210 ¥ )

AR R

Hot-dip galvanized steel.
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dl
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L o
A5 FERT MR E TE
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. bl b h di d2 L (KN) (Kg)
L-2050 26 18 200 30 26 500 200 11.4
L-2070 26 18 300 30 20 700 200 18.2
L-2140 26 16 100 30 20 400 210 7.0
L-2540 30 16 110 33 24 400 250 9.0
L- 3040 32 18 110 39 26 400 300 10.0
L- 1660F 18 18 120 26 20 600 160 9.7
L- 3060F 32 22 120 39 26 600 300 14.2
A E .
Hot-dip galvanized steel.
_E_
i
% :|: 3 b J
‘ 60 | 60 | 60 ol
L
Al B FERY TR E S s
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. L H b bl | dl | d2 | d3 | d4 (KN) (Kg)
L-2545/30 | 450 | 110 30 22 45 30 18 26 250 9.9
L -3045G 450 | 250 32 18 39 27 14 25 300 13.1
L -3260G 600 | 200 28 18 33 26 18 26 320 15.3
L -4260G 600 | 200 32 20 39 26 18 26 420 17.8
L - 6460G 600 | 250 36 28 45 33 18 26 640 30.8
L - 64558 550 | 145 36 28 45 33 18 18 640 22.7
L - 6460S 600 | 250 36 28 45 33 18 26 640 28.4
L - 6470S 700 | 250 36 28 45 33 18 26 640 349
L - 8460S1 600 | 200 36 36 51 39 18 26 840 35.1

K.

Hot-dip galvanized steel.

Web site: www.trigoldpower.com 42 E-mail: trigoldpower@163.com



tBEZNBREFRLE
TRGOLD TRIGOLD POVt’gi‘ER CO,,LTI;

1
l

|
= T :
— o — _____ @
a bl
L
ne EERT FRMARE | BR
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. L H b bl | dl | d2 | d3 a (KN) (Kg)
L-2150TSlI 500 | 250 20 20 26 26 18 60 210 15.6
L -4250TS 500 | 250 32 20 39 26 18 60 420 18.3
L - 8460S 600 | 220 36 36 51 39 22 80 840 38.0
PR .
Hot-dip galvanized steel.
dl .
4}‘4} | Y
b
de OT *H & 218 ‘ |
— \.; == _E =
i [60] bl ) <
L
AE EERY PR R L s
Catalog Dimensions (mm) Rated Failure Load Weight
NO. b bl H di d2 L (KN) (Kg)
L-2145 26 16 250 30 20 450 210 13.8
L-2155 26 16 250 30 20 550 210 13.9
L- 3045 32 18 250 39 26 450 300 18.5
L- 3245 26 16 180 30 24 450 320 13.0
L-4260 30 20 180 33 24 600 420 16.0
L- 6060 36 26 180 39 30 600 600 21.0
L- 1645T 18 18 250 26 20 450 160 15.0
L- 6045T 42 32 250 51 39 450 600 31.0
L- 8450S 36 36 220 51 39 500 840 37.6
L- 845081 36 36 250 51 39 500 840 35.0
LZ - 6450TS 36 28 250 45 33 500 640 26.0

A WH

Hot-dip galvanized steel.
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ne EERT AR & E§
Catalog Dimensions (mm) Rated Failure Load Weight
NO. b bl h di d2 Li L (KN) (Kg)
L - 2060 26 18 120 30 24 200 600 200 11.8
L - 3060 32 18 140 39 30 200 600 300 16.70
R R BITE b
Hot-dip galvanized steel. dl =
: |
# T
9, J‘ b} JA SURN S )
| 60|60 60 bl i
| L
nE EERT FHBR & £ 5
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. L dl d2 d3 b bl h (KN) (Kg)
L - 2550 500 33 26 18 30 22 150 250 10.0
L - 2560 600 33 26 18 30 22 110 250 13.8
L -3250 500 39 26 14 32 22 150 320 22.0
L - 4045 450 45 30 18 38 26 250 400 25.0
L -3050G 500 39 26 18 32 22 150 300 20.0
L - 4045G 450 45 30 18 38 26 175 400 16.9
L - 6450G 500 45 33 18 36 28 145 640 30.0
L - 8450G 500 51 39 18 36 32 200 840 36.0
L - 32458 450 33 26 18 28 18 130 320 9.2
L - 32508 500 33 26 18 28 18 130 320 11.0
L - 42458 450 39 26 18 32 20 150 420 11.2
L - 42508 500 39 26 18 32 20 150 420 13.0
L - 50458 450 39 30 18 32 24 250 500 19.4
L - 64508 500 45 33 18 36 28 145 640 20.5
L - 6450S1 500 45 39 18 36 32 160 640 26.8
LT - 1645 450 26 20 18 18 18 110 160 7.9
LT- 1650 500 26 24 14 22 22 110 160 11.2
LT -2150G 500 26 20 18 20 20 130 210 12.0
A B4

Hot-dip galvanized steel.
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39. Bk (LFR )
Yoke Plates (LF Type)
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Catalog Dimensions (mm) Rated Failure Load Weight
NO. b h dl | d2 | L d3 | LI (KN) (Kg)
LF - 2140 16 70 20 20 400 - - 210 5.5
LF - 2540 16 110 24 24 | 400 - - 250 9.2
LF - 3040 18 120 26 26 | 400 - - 300 11.2
LF -3045 18 100 26 26 | 450 18 80 300 12.5
LF - 3050 18 140 26 26 | 500 - - 300 16.5
LF - 4050 26 250 30 30 500 18 80 400 38.1
LF - 4245 26 120 30 30 | 450 - - 420 20.3
LF - 4260 20 190 24 24 | 600 18 80 420 27.5
A B .
Hot-dip galvanized steel.
40. BxAR (LIA)
Y oke Plates (LJ Type)
ol d2 - o =3 ) @
r; — !
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Catalog Dimensions (mm) Rated Failure Load Weight
NO. b h di d2 L (KN) (Kg)
LJ- 1040 16 70 18 20 400 100 6.5
LJ- 1240 16 70 18 24 400 120 6.5
LJ-1640 18 100 20 26 400 160 9.5
B 1

Hot-dip galvanized steel.
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Catalog Dimensions (mm) Rated Failure Load Weight
NO. b h di d2 L (KN) (Kg)
LJ-2540 16 120 24 18 400 250 11.1
LJ - 3040 18 120 26 18 400 300 13.6
ARV 1.
Hot-dip galvanized steel.
41, BRAR (LSE)
Yoke Plates (LS Type)
L1
de - .
£ ) )
O -4 S L1 [N A" f"\\
dl ‘ S
A — - S— (] .
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L
nE ~EERT RSN & T
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. b h di d> L Li (KN) (Kg)
LS- 1212 16 65 18 20 400 120 120 5.0
LS- 1221 16 65 18 20 400 210 120 54
LS- 1225 16 65 18 20 400 250 120 55
LS- 1229 16 65 18 20 400 290 120 5.7
LS- 1233 16 65 18 20 400 330 120 59
LS- 1237 16 65 18 20 400 370 120 6.1
LS- 1255 16 65 18 20 400 550 120 8.7
LS-16 18 100 26 26 400 200 160 11.3
LS- 1633 18 65 20 20 400 330 160 i)
LS-3020 18 65 26 26 400 200 300 7.0
LS- 645045S 28 130 33 33 450 500 640 24.7
A 0 1

Hot-dip galvanized steel.
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Catalog Dimensions (mm) Rated Failure Load | Weight

NO. b h dl | d2 | d3 S L L1 (KN) (Kg)
LS - 6055D 34 130 39 39 18 60 450 | 500 600 36.0
LS - 10045 38 | 250 | 45 45 26 80 650 | 450 1000 71.0
LS -645045S | 28 | 200 | 33 33 26 80 | 450 | 500 640 34.2
LS - 6455508 | 28 | 200 33 33 26 80 500 | 550 640 35.6
LS - 84508 32 | 200 | 39 39 22 80 500 | 500 840 40.8
LS -845045S | 32 | 200 | 39 39 26 80 | 450 | 500 840 34.2
LS - 8455508 | 32 120 39 39 18 80 500 | 550 840 31.0

HHE 0 1

Hot-dip galvanized steel.

42 Bkt (LLA)

Yoke Plates (LL "ﬂ)lzpe) b
i< )
)
bl
b2
2 FERAT BT aE | EE
Catalog Dimensions (mm) Rated Failure | Weight
NO. b bi b2 h L di d2 ds Load (KN) (Kg)
LL- 1645 18 18 18 70 450 26 20 24 160 6.9
LL-2050 26 18 18 70 500 30 18 24 200 8.7
LL-2145 26 18 18 70 450 30 20 24 210 8.7
LL - 2545 30 18 18 70 450 33 20 24 250 8.3
LL-2550 30 18 18 70 500 33 18 24 250 8.1
LL-3045 32 18 18 100 450 39 20 26 300 8.0
LL- 3245 32 22 22 70 450 39 26 26 320 9.2
LL - 4045 38 26 26 120 450 45 20 30 400 13.1
LL - 4245 36 18 26 120 450 42 20 30 420 11.1

GHRILTR
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BHEALER
Gk EERAYT FHEFHE | E8
Catalog Dimensions (mm) Rated Failure | Weight
NO. b b b2 h L di d2 d; | Load (KN) | (Kg)
LL - 4045A 38 18 26 120 450 45 26 30 400 9.3
LL- 1645B 18 18 18 100 450 26 20 26 160 6.2
LL-4250G 32 18 18 80 500 39 24 26 420 10.3
LL-2145S 20 16 16 80 450 26 20 24 210 7.9
LL-2150S | 20 | 16 | 16 | 60 | 500 | 26 | 20 | 24 210 8.5
LL-32455 | 28 | 18 | 18 | 120 | 450 | 33 | 20 | 26 320 9.0
LL-3250S | 28 | 18 | 18 | 80 | 500 | 33 | 20 | 26 320 7.9
LL-42455 | 32 | 20 | 20 | 140 | 450 | 39 | 20 | 26 420 9.7
LL-4250S | 32 | 20 | 20 | 145 | 500 | 39 | 20 | 26 420 12.1
LL-6450S | 36 | 22 | 28 | 145 | 500 | 45 | 26 | 33 640 13.9
LL-2150ST | 20 | 16 | 16 | 70 | 500 | 26 | 18 | 24 210 71
U T 1
Hot-dip galvanized steel.
43 AR (LXA) |
Yoke Plates (LX Type) @2 b /
I} bl__§_
y / >
// ‘
1 { :
|
P EERT FRARRE | B
Catalog Dimensions (mm) Rated Failure | Weight
NO. L H ol | ©2 | @3 b bl S Load (KN) (Kg)
LX- 1645 450 95 20 26 18 18 18 80 160 26.0
LX-2145 450 95 18 30 - 26 18 - 210 20.0
LX-2545 450 95 20 33 18 30 18 80 250 25.5
LX-3045 450 95 24 39 14 32 18 80 300 27.1
LX-3245 450 95 20 39 - 32 18 - 320 274
LX-4245 450 100 22 39 18 22 22 60 420 354
LX - 1645A 450 95 20 26 18 18 18 80 160 26.0
LX-21458 450 95 18 26 18 20 16 80 210 21.3
LX-21508 500 95 18 26 18 20 16 80 210 25.5
LX-32508 500 95 20 33 18 28 18 80 320 29.0
LX -42458 450 95 20 39 18 32 18 80 420 29.0
LX - 64508 500 95 20 45 18 36 18 80 640 30.5
TR R 1.

Hot-dip galvanized steel.
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44. e 2 82 (LH2A! )
Turnbuckle (LH2 Type)

A5 FERT R E E
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. A B C D E F G (KN) (Kg)
LH2-7B | 400-600 | 16 42 | 175 | 197 | 260 | 20 70 2.5
LH2-7BU | 400-600 | 16 42 | 175 | 197 | 260 | 20 70 25
LH2-7U |400-600 | 16 42 | 175 | 197 | 260 | 20 70 2.5
LH2- 12B |440-430 | 18 46 | 215 | 215 | 290 | 24 120 3.6
LH2- 12BU | 440-630 | 18 46 | 215 | 215 | 290 | 24 120 3.6
LH2- 12U |440-630 | 18 46 | 215 | 215 | 290 | 24 120 3.6
LH2- 16B |590-890 | 20 54 | 255 | 290 | 380 | 27 160 6.9
LH2- 16BU | 590-890 | 20 54 | 255 | 290 | 380 | 27 160 6.9
LH2- 16U | 590-890 | 20 54 | 255 | 290 | 380 [ 27 160 6.9
R R

Made of hot-dip galvanized steel.

45, =84 (LHA)

Turnbuckle (LH Type)
E E
F .
=e—ae—— T
(S e
—————
=7 _
A B D
BE . EERA BT & 4
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. A B | C|DJ|E]F ]G (KN) (Kg)
LH-7BU | 350-500 | 20 32 16 170 18 20 70 2.1
LH- 12BU | 400-550 24 46 20 195 22 24 120 2.8
LH-16BU | 500-650 | 30 54 24 245 26 27 160 6.5
A AT .

Made of hot-dip galvanized steel.
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46. SR
Line & Pilot Pins
, A E . & N
|
MEE—@ = W St
L. L)
) . Dimensions (mm
Cat. Min failing load BS 3288 Read (mm)
Ref. No. Ref. No.
A B C E
NO. 20 15 114 33 19 50/150
Small head NO. 22 15 165 38 19 50/150
NO. 24 15 229 41 22 50/150
NO. 26 16 165 38 19 50/150
Large head NO. 28 16 229 41 22| 50/150
. - NO. 30 16 305 44 22 50/150
Line pins NO. 21 15 114 41 19 50/150
Small head NO. 23 5 165 44 19 50/150
NO. 25 15 229 51 22 50/150
NO. 27 16 165 44 19 50/150
Large head NO. 29 16 229 51 22 50/150
NO. 31 16 305 64 22 50/150
NO. 44 15 406 19 19 50/150
Pilot pins Small head NO. 49 15 508 19 19 50/150
p Laree head NO. 45 16 406 19 19 50/150
g NO. 50 16 508 19 19 50/150

B A4 By Oy A Y. A0k R 5 & JEARBS
The body is made of hot-dip galvanized drop forged steel. Lead pin-head meets BS standard.

. A B
= ===
o— = H— = =
- ¢

B w5 ) Egﬂ*f FE WHE

Catalog Lead Head Dimensions (mm) Weight Remia .
NO. A(inch) A|lB|l]c|D|[M]d (Kg)
US-3 ] 127 140 76 50 16 20 1.20
US-5 | 152 146 76 50 16 20 1.28
US - 6 1 152 165 76 50 16 20 1.35 -z
US -7 ] 152 165 82 50 20 22 1.50 I%m *%f
US - 13 1-3/8 152 178 76 76 20 25 1.55 or Woor
US- 14 1-3/8 203 | 178 76 76 20 25 1.70 crossarms
US-17 1-3/8 254 | 178 76 89 20 28 2.00
US- 18 1-3/8 305 178 76 89 20 28 2.30
US -8 | 127 44 38 44 20 16 0.95
US-9 [ 127 44 38 50 12 20 1.00
US- 16 ] 152 44 38 50 16 20 1.20 = ] 4
US- 11 | 152 | 44 38 50 6 21 1.30 LFjﬂ*ﬁ%Tﬂ
US - 20 1-3/8 178 44 38 76 20 25 1.35 or stee
US - 21 1-3/8 203 44 38 76 20 25 1.45 crossarms
US - 24 1-3/8 254 44 38 80 20 28 1.68
US - 25 1-3/8 305 44 38 80 20 28 1.90

PRI A B R, A R fF G ANSTAR .
The body is made of hot-dip galvanized drop forged steel. Lead pin-head meets ANSI standard.
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AT. AETHH R
Pole Top Pin

I
A 1
| e
Ll
| |
Ll
L i
I |
BE WARE _EERY £
Catalog Steel Head Dimensions (mm) Weight
NO. A(inch) B F H D E (Kg)
GJQ - 1266 1 127 17.5 254 406 - 1.5
GJQ - 1368 1 76 17.5 229 456 76 1.85
GJQ - 740 1 127 21 279 508 76 2.70
GJQ - 720 1 % 127 21 279 508 - 2.90

AR, 9k RE TS XATANS]
hot-dip galvanized drop forged steel. Lead Thread Pin meets ANSI standard.

48. D AR
D—Brackgt

|

%f{ .

Figl

BE FERT B # E$
Catalog Dimensions (mm) U.T.S Weight

NO. A B D H i KN (Kg)
DB - 01 58 40 8 44 4 8 0.30
DB - 02 68 40 10 50 6 11 0.50
DB - 31 64 30 10 58 5 14.0 11 0.30
DB - 32 89 40 16 70 6 17.5 | 18 0.80
DB - 33 115 40 16 79 6 17.5 18 0.90
DB - 34 95 45 20 92 8 21.5 22 1.40
DB - 35 108 45 20 105 8 21.5 20 1.60
DB - 36 144 45 20 121 8 21.5 20 1.90
DB-11 128 40 16 86 6 17.5 - 0.75
DB - 12 106 40 12 60 6 14.0 2 - 0.60
DB - 13 106 40 16 60 6 17.5 - 0.62
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M. gael
SPLICING FITTING
L. #58% WL%H)

Splicing Sleeves for Steel Wire

ol

== %

A 2 o EERT 7 x
Cata?og Suitﬁ)ﬁ] gﬂt?e;l%&’ire Dimensions (mm) Slip Strength Weight

NO. D d L (KN) (Kg)
JY - 35G GJ -35 16 8.4 220 45 0.3
JY - 50G GJ-50 18 9.6 240 60 0.4
JY - 55G GJ-55 22 10.3 240 65 0.6
JY - 60G GJ - 60 20 10.2 280 75 0.6
JY - 70G GJ-70 22 11.7 290 88 0.7
JY - 80G GJ - 80 24 12.2 290 90 0.8
JY - 100G GJ-100 26 13.7 340 123 1.0
JY - 125G GJ-125 26 15.2 380 150 1.3
JY - 150G GJ - 150 32 16.5 430 162 2.0

W .

Hot-dip galvanized steel.

2. BEE (WREHA, BEHE)
Splicing Sleeves for Steel Wire (Explosive Overlap Joint)

— d C—
el

e o TERT # 7 TR
Cz?ta“ls;g Suitiﬁ] ﬁzl%r\r’ire Dimensions (mm) Slip Strength Weight

NO. D d L (KN) (Kg)
JBD - 35G GJ-35 22 16 110 45 0.2
JBD - 50G GJ - 50 25 17 130 60 0.3
IBD - 55G GJ - 55 26 18 130 65 0.3
JBD - 70G GJ-70 28 20 150 88 0.4
JBD - 80G GJ - 80 29 21 150 90 0.5
JBD - 100G GJ - 100 32 23 170 123 0.6

I, A
Hot-dip galvanized steel.
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3. BEE BL&%A)

Splicing Sleeves for Aluminium Conductor

L o
________________ 3 ﬁn
A5 #HH R4 ) Ed ?R + # 5 TE
Catalog Suitable Dimensions (mm) Slip Strength Weight
NO. Conductor D f d L (KN) (Kg)
JY - 150L LJ-150 30 20 17.0 280 22 0.4
JY - 185L LJ-185 32 20 19.0 310 27 0.5
JY -210L L]-210 34 20 20.0 330 31 0.6
JY - 240L LJ-240 36 20 21.5 350 34 0.7
JY -300L LJ-300 40 25 24.0 390 45 1.0
JY - 400L LJ-400 45 25 27.5 450 58 1.4
JY - 500L LJ-500 52 30 30.5 510 73 2.1
JY - 630L LJ-630 60 35 34.5 570 87 2.9
JY - 800L LJ - 800 65 40 38.5 650 110 3.7
HEE.
Material is aluminium.
4 BEE (0K REHEREEHR)
Splicing Sleeves for Insulated Overhead Cable
| : d
e :
A5 ER R4 ‘ x % R i TE
Catalog Suitable Dimensions (mm) Slip Strength | Weight
NO. Conductor D f d L (KN) (Kg)
JY - 35LY JKLY]J - 35 20 15 7.6 130 4.9 0.10
JY - 50LY JKLY]J - 50 20 15 9.0 140 6.7 0.10
JY - 70LY JKLYJ -70 22 15 11.0 170 9.8 0.20
JY -95LY JKLY]J - 95 26 15 12.5 190 13.0 0.20
JY - 120LY JKLYJ-120 26 15 14.0 210 16.5 0.30
JY - 150LY JKLY]J - 150 30 20 15,3 240 20.0 0.30
JY - 185LY JKLY]J - 185 32 20 17.0 260 254 0.4
JY - 240LY JKLY]J - 240 36 20 19.5 290 33.0 0.5
G

Material is aluminium.
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5. BEY REHKEM)
Splicing Sleeves for ACSR Conductor

e ——
S
k cl
e FE———— [ —_
D1
1= o2
———
BE ER R %  ERRY # 4 £
Catalog Suitable Dimensions (mm) Slip Strength Weight

NO. Conductor Di | D | di d2 L Li (KN) (Kg)
JY -50/30 LGJ-50/30 | 32 16 | 21.0 | 7.6 | 430 | 180 41 0.9
JY -60/35 LGJ-60/35 | 32 16 | 21.0 | 82 | 460 | 195 46 0.9
JY -70/40 LGJ-70/40 | 32 16 | 21.0 | 8.8 | 450 | 215 55 1.2
JY -95/15 LGJ-95/15 26 12 146 | 54 | 370 | 130 35 0.6
JY -95/55 LGJ-95/55 | 34 22 | 2351102 | 500 | 260 74 1.1
JY-95/140 | LGJ-95/140 | 45 30 | 32.0 | 16.2 | 685 | 415 163 3.2
JY -120/20 LGJ-120/20| 30 14 16.1 | 6.2 | 430 | 130 41 0.7
JY-120/25 | LGJ-120/25| 30 14 | 17.0 | 69 | 450 | 160 45 0.8
JY - 150/25 LGJ-150/25| 30 14 185 | 6.8 | 480 | 170 51 0.9
JY-185/30 | LGJ-185/30| 34 14 20 | 7.5 | 520 | 155 64 1.0
JY-201/33 | LGJ-201/33| 34 14 21 7.9 | 520 | 180 72 1.1
JY-300/15 | LGJ-300/15| 40 14 25 | 5.7 | 560 | 120 68 1.0
JY -306/40 | LGJ-306/40 | 40 16 | 255 | 85 | 640 | 190 101 1.6
JY -403 /28 LGJ-403/28 | 45 16 28.6 8 680 | 180 97 1.7
JY-402/66 | LGJ-402/66 | 48 22 [ 295 11 | 760 | 250 140 2.8
JY -720/50 |ACSR-720/50[ 60 20 | 38.0 | 9.7 | 870 | 250 162 4.5

PSR AR R B, SME B

The inner sleeve is hot-dip galvanized steel.the outer sleeve is aluminium.

Web site: www.trigoldpower.com 54 E-mail: trigoldpower@163.com



EBEZNBREERLE
TRIGOLD POWER CO.LTD.

6. BEYT WNBREM, BREEE)
Splicing Sleeves for ACSR Conductor (Explosive Overlap Joint)

L
dl
_______________ D1
L1
de
=== ..
A5 & % 4 EERA £ g
Catalog Suitable Dimensions (mm) Slip Strength Weight
NO. Conductor DI | D2 di d> L Li (KN) (Kg)
JYB-185/25| LGJ-185/25 34 18 21 11.2 | 380 | 120 56.5 0.8
JYB-240/30| LGJ-240/30 36 22 | 235|132 | 430 | 130 71.9 1.1
JYB-300/40| LGJ-300/40 40 22 | 255 | 17.0 | 430 | 120 87 1.1
JYB-300/50| LGJ-300/50 40 22 | 26.0 | 17.0 | 460 | 140 98 1.1
JYB-300/70| LGJ-300/70 42 25 | 27.0 | 20.0 | 550 | 160 122 1.4
JYB-400/35| LGJ-400/35 45 22 {29.0 | 16.0 | 510 | 120 98.8 1.5
JYB-400/50| LGJ-400/50 45 24 | 29.5 | 19.0 | 500 | 140 117.0 1.5
JYB-400/65| LGIJ-400/65 48 26 | 29.5 | 21.0 | 530 | 160 128.0 1.8
JYB-400/95| LGJ-400/95 48 29 | 31.0 | 23.0 | 560 | 170 163.0 1.9
JYB-500/65| LGJ-500/65 52 24 | 325 | 19.0 | 560 | 160 146.0 2.2

AHESE A REERE G, SEBEE .

The inner sleeve is hot-dip galvanized steel.the outer sleeve is aluminium.
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1. BEE WXBEREA, REHE)
Splicing Sleeves for ACSR Conductor (Hydraulic Overlap Joint)

EEEE-:—:-:—::—::—::—::—:E

iR &G4 FERAF # 7 TE
Catalog Suitable Dimensions (mm) Slip Strength Weight
NO. Conductor Di D2l L | Lil di | d2 (KN) (Kg)
JYD-50/30 LGJ-50/30 32 18 | 300 | 100 | 20.0 | 12 41 0.6
JYD-95/15 LGJ-95/15 30 | 14 [ 290 | 60 [16.0] 8.2 33 0.5
JYD-95/55 LGJ-95/55 34 | 24 [ 370 | 110 [26.0| 16 74 0.9
JYD-120/20 LGJ-120/20 34 | 18 [ 330 70 |25.0] 9 39 0.7
JYD-120/70 LGJ-120/70 36 | 24 (370 | 110 [27.0]17.5 93 0.8
JYD - 150/35 LGJ - 150/35 36 | 22 | 360 [ 100 | 26.0 | 12.5 62 1.2
JYD-185/30 LGJ-185/30 34 18 | 420 | 120 | 20.0 | 12 62 0.9
JYD - 185/45 LGJ - 185 /45 34 | 24 [ 360 | 90 [26.0| 14 76 0.7
JYD -240/30 LGJ -240/30 36 | 20 [ 460 | 100 | 23.0| 12 72 1.1
JYD - 240/40 LGJ-240/40 36 | 20 | 440 [ 100 | 23.0|13.3 79 1.0
JYD-240/55 LGJ-240/55 36 | 22 [ 470 | 120 [24.0| 16 97 1.1
JYD-300/15 LGJ-300/15 40 | 18 | 470 | 70 [245] 84 65 1.3
JYD-300/20 LGJ-300/20 40 | 18 [ 490 | 60 |25.0] 9.8 72 1.3
JYD -300/25 LGJ -300/25 40 | 20 | 480 | 90 [255|11.2 79 1.3
JYD -300/40 LGJ-300/40 40 | 20 [ 490 | 100 | 25.5]13.3 88 1.3
JYD - 300/50 LGJ-300/50 40 | 22 | 490 | 120 [ 26.0| 15 98 1.3
JYD-300/70 LGJ-300/70 42 | 24 | 520 | 130 [27.2| 18 122 1.5
JYD - 400/20 LGJ -400/20 45 | 18 | 550 | 80 |[28.5] 9.8 84 1.8
JYD-400/25 LGJ -400/25 45 | 20 | 550 | 90 |[285]11.2 91 1.8
JYD - 400/ 35 LGIJ - 400/ 35 45 | 22 | 540 [ 100 | 28.5| 13 99 1.8
JYD -400/50 LGJ - 400/ 50 45 | 24 | 570 | 120 [ 295|154 117 1.9
JYD - 400/ 65 LGIJ - 400/ 65 48 | 26 | 560 | 130 [29.5]17.2 129 23
JYD-400/95 LGJ -400/95 48 | 28 [ 560 | 170 | 31.0| 21 163 1.7
JYD - 500/ 35 LGJ - 500/ 35 52 | 22 | 620 [ 100 | 31.5| 14 114 29
JYD - 500/45 LGJ - 500/ 45 52 | 24 | 610|110 |31.5] 14 122 2.9
JYD - 500/ 65 LGJ - 500/ 65 52 | 26 | 640 | 130 [ 32.5]17.2 146 3.0
JYD - 630/45 LGJ-630/45 60 | 24 | 690 | 110 |345]| 14 141 3.8
JYD - 630 /55 LGJ - 630 /55 60 | 26 | 680 | 120 | 36.0 | 16 156 3.7
JYD - 800/55 LGJ - 800/ 55 65 | 26 | 780 | 120 | 40.0 | 16 182 4.7
JYD - 800/70 LGJ - 800/ 70 65 | 26 | 760 | 130 | 40.5| 18 197 4.8
JYD-720/50 ACSR - 720/ 50 60 | 24 | 715 | 120 | 38.0| 15 162 3.6
JYDH -720/50 | ACSR -720/50 52 | 24 | 640 | 120 | 38.0| 15 162 2.2

PSR O R RI . SME B

The inner sleeve is hot-dip galvanized steel,the outer sleeve is aluminium.
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8. BAY¥ (BENLLHA)
Splicing Sleeves for AS. Stranded Wire

_
R

L
l
| |
al o — —— ———— ——
A5 & il F 4 FERT # 4 EE
Catalog Suitable Dimensions (mm) Slip Strength | Weight
NO. Conductor D d L 1 (KN) (Kg)
JY - 50BG LB20J - 50 32 18 440 240 55.8 1.0
JY - 55BG JL20A - 55DE 32 20 520 290 64.6 1.5
JY - 55BGl1 JLS2-25 30 20 440 260 60.0 1.0
JY - 70BG LB24J - 70 32 20 550 320 65.8 1.7
JY - 80BG LB20o] - 80 34 24 550 320 85.0 2.2
JY - 95BG LB40J - 95 34 24 550 330 56.0 1.7
JY - 150BG LB4oJ - 150 40 26 640 380 90.0 2.2
JY - 70/40BG LB20J - 70 34 22 550 320 80.5 1.6
JY-90BG-27 JLB2 - 40 36 24 590 350 97.6 1.8
JY-100BG-20 LB20J - 100 38 26 620 380 115.6 2:3
JY-120BG-30 JLB3 - 120 36 26 640 400 01.2 2.0
JY-120BG-40 JLB4 - 120 36 24 630 380 70.5 2.2
JY-150BG-20 LB20J - 150 38 26 660 400 86.1 2.2

PR S R AR, SMESA RO B

The inner sleeve is hot-dip galvanized steel,the outer sleeve and lining sleeves are aluminium.

9. BLE (MHILEA, ##E)
Splicing Sleeves for HRAAS. Stranded Wire (Overlap Joint)

: ——

l

]
=1 | S— _15;,, s e— —1 {
A #R &% - EERRA #5 EE
Catalog Suitable Dimensions (mm) Slip Strength Weight
NO. Conductor D d L 1 (KN) (Kg)
JYD-300/25N | NRLHssGlJ - 300 /25 50 20 580 80 75.8 2.4
JYD-400/35N | NRLHssGJF -400/ 35 35 24 604 100 103.0 3.2

PG O R R, SME B

The inner sleeve is hot-dip galvanized steel,the outer sleeve is aluminium.
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10. 4% WMHRFEA)
Splicing Sleeves for HRAAS. Stranded Wire

L _

}
BE &R %% . EERA # 5 EE
Catalog Suitable Dimensions (mm) Slip Strength Weight

NO. Conductor D d L 1 (KN) (Kg)
JY - 185/ 30N NRLH - 185/ 30 36 16 620 200 63 1.5
JY - 240/ 30N NRLH: - 240 / 30 45 18 640 200 68 2.6
JY -400/ 65N NRLH«GJ - 400 / 65 55 24 800 280 132 4.6
JY - 500 /70N NRLHsGJ - 500/ 70 65 22 1120 | 320 200 7.8

MRS E A R E, JME B

The inner sleeve is hot-dip galvanized steel,the outer sleeve is aluminium.

1. #4% (BERNSEREA, ##%)
Splicing Sleeves for ACSR/AS. Stranded Wire (Overlap Joint)

L .
L }
[ —— } —,,%,“—”:",L 22z
kg & %% FER £ 4 E8
Catalog Suitable Dimensions (mm) Slip Strength | Weight
NO. Conductor D d L 1 (KN) (Kg)
JYD - 70/40BG JL/LB20A - 70/40 34 20 330 110 58.0 0.8
JYD - 120/70BG JL/LB20A - 120/70 36 24 380 120 96.0 0.9
JYD - 185/30BG ACSR/AS - 185/30 36 18 490 130 62.9 1.4
JYD - 240/30BG ACSR/AS - 240/30 38 20 490 110 74.0 1.2
JYD - 240/40BG ACSR/AS -240/40 38 22 500 110 81.6 1.2
JYD - 300/25BG ACSR/AS - 300/25 42 20 500 90 74.4 1.4
JYD - 300/40BG ACSR/AS - 300/40 42 22 530 110 90.0 1.5
JYD - 300/50BG ACSR/AS - 300/50 42 24 550 130 101 1.50
JYD - 300/70BG ACSR/AS - 300/70 42 24 600 160 117.8 1.6
JYD - 400/35BG ACSR/AS - 400/35 48 22 560 100 99 2:1
JYD - 400/50BG ACSR/AS - 400/50 48 24 590 130 117 2.1
JYD - 500/45BG ACSR/AS - 500/45 52 24 690 120 124 2.8
JYD -630/45BG ACSR/AS - 630/45 60 24 740 130 144 4.6

ARG R, AR R

The inner sleeve is hot-dip galvanized steel,the outer sleeve is aluminium.
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12. #48% (BEWNEHEREA)
Splicing Sleeves for ACSR/AS. Stranded Wire

L L
l
-
(Fig. 1) (Fig. 2)
il & ¥ 4 fi 1] - EERA # 5 EE
Catalog Suitable Dimensions (mm) Slip Strength | Weight
NO. Conductor Fig. D d L 1 (KN) (Kg)
JY - 50/30BG | JL/LBi4-50/30 2 32 16 430 210 42.3 0.9
JY - 70/40BG | JL/LB20A - 70/40 2 34 16 430 210 42.3 0.9
JY - 80/47BG | ACSR/AS - 80/47 2 36 18 480 250 64.6 1.3
JY - 95/55BG | ACSR/AS - 95/55 2 36 20 500 260 74 1.4
JY - 120/70BG| JL/LB20A - 120/70 2 36 22 570 290 96 1.5
JY - 185/45BG|ACSR/AS - 185/45 1 36 18 600 260 78.8 1.6
JY - 300/15BG| JL/LBIA - 300/15 1 40 18 485 80 65 1.3
JY -300BG/H-20| H/JL20A - 300G 2 65 48 1160 670 400 12.0
JY -320BG/H| H/JLBG - 320 2 65 48 1180 700 386.7 12.7
P AR A B, SN RO AT B I
The inner sleeve is hot-dip galvanized steel,the outer sleeve and lining sleeves are aluminium.
13, #4% (BENCRREA, FEEE)
Splicing Sleeves for ACSR/AS. Stranded Wire (Explosive Overlap Joint)
_ _
L L |
l
| e
| ;
(Fig. 1) (Fig. 2)
AE &R 5% T - EERY B 5
Catalog Suitable Dimensions (mm) Slip Strength | Weight
NO. Conductor Fig. D d L 1 (KN) (Kg)
JYB - 35BG JLB1A - 35 2 30 15 430 220 394 0.9
JYB - 150/25BG| ACSR/AS - 150/25 1 32 11 410 130 52.2 0.8
JYB - 185/30BG| ACSR/AS - 185/30 | 34 18 450 130 62.9 0.9

PG D R, SRS RO AT BB

The inner sleeve is hot-dip galvanized steel.the outer sleeve and lining sleeves are aluminium.
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4. #E% (REBELTLHA)

Splicing Sleeves for AACRS Stranded Wire

_ ————
_
——
. | L
7 L
B __'Tzé E i
— = 3?'?‘ ,,,,,,,,, a Sl 5 .
(Fig. 1) (Fig. 2)
iR & F & 4 e [ FERA #4 g
Catalog Suitable Dimensions (mm) Slip Strength Weight
NO. Conductor Fig. D d E 1 (KN) (Kg)
JY -70/40H LHBGJ -70/40 2 36 16 560 215 63.5 1.4
JY -95/55HC | LHBGJ-95/55 2 34 20 600 250 86 1.7
JY - 120/ 22HG HL4GJ - 120 1 30 16 420 60 58.1 0.7
JY - 120-1/22HG | HL4GIJ - 120(1) 1 30 16 420 60 53.3 0.7
JY - 150/ 27HG HL4GJ - 150 1 34 18 470 70 68 0.9
JY - 185/ 34HG HL4GJ - 185 1 38 20 520 80 88 1.3
JY - 240 / 43HG HL4GJ - 240 1 45 22 600 90 107 2.1
JY -240/40HGI1| LHBGI - 240/ 40 1 45 18 790 210 108.8 2.9
JY -300/70HGIJ HL4GlJJ - 300 1 50 26 720 170 160 3.0
JY - 300H] HL4GlJJ - 300 1 50 22 840 250 160 3.5
JY - 300H] LHBG]J - 300 1 50 22 840 250 160 35
JY -400/35BG | LLBJ-400/35 1 48 20 750 270 99 29
JY -400/50BG | LLBIJ-400/50 1 48 20 775 290 117 2.9
JY - 300/ 60HG HL4GJ - 300 1 50 20 860 270 153.2 38
JY -400/ 72HG HL4GJ - 400 1 55 22 930 300 185 4.9
JY -720/90 | AACSR-720/90 1 60 26 1040 340 210 5.7

PO S O AR AR AR, MRS RO AT 1

The inner sleeve is hot-dip galvanized steel,the outer sleeve and lining sleeves are aluminium.
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15. #4% (AEBEL%4R, ##)
Splicing Sleeves for AACRS Stranded Wire (Overlap Joint)

_

R ——
L
¢ ——
i Y
(Fig. 1) (Fig. 2)
5E ERSE | MHE  EERY 5 &8
Catalog Suitable Dimensions (mm) Slip Strength Weight
NO. Conductor Fig. D d L 1 (KN) (Kg)
JYD -90/43H LHGIJJ - 90 2 34 22 380 100 64.8 0.8
JYD - 120/20HC HL4GJ - 120 1 32 16 410 70 55.1 0.7
JY -120/20HG! | LHAGJ-120/20 | 1 32 16 410 70 55.3 0.7
JYD-400/35H | LHGJ -400/35 1 55 22 675 110 158 3.3
JYDH - 720/50H | AACSR -720/50 | 1 60 15 940 120 242 4.6
WS N R BIE, AMESE RFRATE N BB
The inner sleeve is hot-dip galvanized steel,the outer sleeve and lining sleeves are aluminium.
16. HEH BEA, HIE) o
Splicing Sleeves for Aluminium Conductor (Compression with Pliers)
L
o ce
S S—
—— +———13
A B 5% T XERT 7 8
Catalog Suitable Dimensions (mm) Slip Strength Weight
NO. Conductor b Ci C2 L (KN) (Kg)
JT - 16L Ll-16 1.7 12.0 6.0 110 2.7 0.02
JT - 25L LJ-25 1.7 14.4 7.2 120 4.1 0.03
JT - 35L L)-35 1.7 17.0 8.5 140 5.5 0.04
JT - 50L LJ-50 1.7 20.0 10.0 190 1.5 0.05
JT -70L LJ-70 1.7 23.7 11.7 210 10 0.07
JT -95L LJ-95 1.7 26.8 13.4 280 14 0.10
JT - 120L LJ-120 2.0 30.0 15.0 300 18 0.15
JT - 150L LJ-150 2.0 34.0 17.0 320 22 0.16
JT - 185L LJ- 185 2.0 38.0 19.0 340 27 0.20
JT - 240L LJ-240
JT - 300L LJ-300
B

Material is aluminium.
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TRIGOLD.

17, #48% WEBREA, #E)
Splicing Sleeves for ACSR Conductor (Compression with Pliers)

b ce
! T
e e A |
L1
a 1 ir
il & f % %  EERT # 5 g
Catalog Suitable Dimensions (mm) Slip Strength | Weight
NO. Conductor a bl CilC2| r L | L (KN) (Kg)

JT-10/2 LGJ-10/2 4 1.7 11 5.0 170 | 180 3.9 0.1
JT-16/3 LGJ-16/3 5 1.7 14 6.0 210 | 220 5.8 0.1
JT-25/4 LGJ-25/4 6.5 1.7 | 16.6 | 7.8 270 [ 280 8.8 0.1
JT-35/6 LGJ-35/6 8 2.1 | 186 | 88 | 12.0 | 340 | 350 12 0.2
JT-50/8 LGJ-50/8 9.5 2.3 22 | 10.5 | 13.0 | 420 | 430 16 0.3
JT-70/10 LGJ-70/10 11.5 ] 2.6 26 | 12.5 | 14.0 | 500 | 510 22 0.4
JT-95/15 LGJ-95/15 14 2.6 31 [ 15.0 | 15.0 | 690 | 700 33 0.6
JT-95/20 LGJ-95/20 14 26 | 315152 150 | 690 | 700 35 0.6
JT-120/7 LGJ-120/7 15 3.1 33 [ 16.0 | 15.0 | 910 | 920 26 0.6
JT-120/20 | LGI-120/20 | 155 ] 3.1 35 [ 17.0 | 15.0 | 910 | 920 39 1.0
JT-150/8 LGJ-150/8 16 3.1 36 | 175 | 17.5 | 940 | 950 31 1.1
JT-150/20 | LGJ-150/20 17 3.1 37 | 18.0 | 17.5 | 940 | 950 44 1.1
JT-150/25 | LGJ-150/25 [ 175 ] 3.1 39 1 19.0 | 17.5 | 940 | 950 51 1.2
JT-185/10 | LGJ-185/10 18 34 40 | 19.5 | 18.5 | 1040 | 1060 39 1.4
JT-185/25 | LGJI-185/25 195 | 34 43 | 21.0 | 18.0 | 1040 | 1060 56 1.5
JT-185/30 |LGJ-185/30 [ 195 | 34 43 | 21.0 | 18.0 | 1040 | 1060 61 1.5
JT-210/10 | LGJ-210/10 20 3.6 43 | 21.0 | 19.5 | 1070 | 1090 43 1.6
JT-210/25 | LGI-210/25 20 3.6 44 | 21.5 | 19.5 | 1070 | 1090 63 1.6
JT-210/35 | LGJ-210/35 | 20.5] 3.6 45 | 22.0 | 19.5 | 1070 | 1090 71 1.7
JT-240/30 | LGJ-240/30 22 3.9 48 | 23.5 ] 20.0 | 540 | 550 72 1.0
JT-240/40 | LGJ-240/40 22 3.9 48 | 23.5120.0 | 540 | 550 79 1.0

5 1

Material is aluminium.
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18. #mEE REBEREM, BE)
Splicing Sleeves for ACSR Conductor (Explosive Overlap Joint)

<
L
—~ e
e Sy S A S A N S— C—— 6‘ |
L1 -
o}
A5 & 4 FERY 4 g5
Catalog Suitable Dimensions (mm) Slip Strength | Weight
NO. Conductor a b 1 Ci|C| L | L (KN) (Kg)
JTB-35/6 LGJ-35/6 80| 2.1 [186| 8.8 |12.0| 170 | 180 12 0.1
JTB-50/8 LGJ-50/8 9.5 ] 23 [22.0/10.5|13.0] 210 | 220 16 0.2
JTB-70/10 LGJ-70/10 11.5] 2.6 [26.0|12.5]|14.0| 250 | 260 22 0.2
JTB-95/15 LGJ-95/15 14.0| 2.6 [31.0|15.0]15.0] 260 | 270 33 0.3
JTB-95/20 LGJ-95/20 140| 2.6 [31.5|15.2|15.0] 260 | 270 35 0.3
JTB-120/7 LGJ-120/7 15.0 | 3.1 [33.0[16.0|15.0] 300 | 310 26 0.4
JTB-120/20| LGJ-120/20 |155| 3.1 [35.0(17.0|15.0] 300 | 310 39 0.4
JTB-150/8 LGJ-150/8 16.0 | 3.1 [36.0|17.5]|17.5] 310 | 320 31 0.4
JTB-150/20| LGJ-150/20 |17.0| 3.1 [37.0[18.0|17.5] 310 | 320 44 0.4
JTB-150/25| LGJ-150/25 |17.5] 3.1 |39.0]19.0|17.5] 310 | 320 51 0.4
JTB-150/35| LGJ-150/35 |17.5| 3.4 |39.0|19.0|18.0 | 330 | 340 62 0.4
JTB-185/10| LGJ-185/10 |18.0| 3.4 [40.0|19.5]18.0| 350 | 360 39 0.5
JTB-185/25| LGJ-185/25 |19.5| 3.4 |43.0|21.0]18.0| 350 | 360 56 0.5
JTB-185/30| LGJ-185/30 |[19.5| 3.4 [43.0[21.0]18.0| 350 | 360 61 0.5
JTB-210/10| LGJ-210/10 |20.0| 3.6 |43.0|21.0]19.5] 360 | 370 43 0.6
JTB-210/25| LGJ-210/25 ]20.0| 3.6 |44.0|21.5]19.5] 360 | 370 63 0.7
JTB-210/35| LGJ-210/35 |20.5| 3.6 |45.0]22.0/]19.5] 360 | 370 71 0.7
JTB-240/30| LGJ-240/30 |22.0| 3.9 |48.0|23.5]20.0]| 370 | 380 72 0.8
JTB-240/40| LGJ-240/40 |22.0| 3.9 |48.0|23.5]20.0]| 460 | 470 79 0.9

4 1.

Material is aluminium.
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19. Hah#ksE

Automatic Splicing Sleeves

Suitable Conductor Size Slip
- Length
Catalog Insulated Diameter L Strength Color
nsulate
No. AAC ACSR range kN code
Cable mm
mm (kg)
GL-401 - - - 4.68-6.7 350 7.7 blue
GL-402A 16mm? 16mm? 16mm? 5.59-6.35 350 8.67 orange
GL-4042A 35mm? 35mm? 35mm? 5.59-8.13 350 12.8 red/orange
GL-404A 35mm? 35mm? 35mm? 5.84-8.13 350 12.8 red
GL-406A S0mm? S0mm? S0mm? 9.02-10.16 492 224 yellow
GL-4076A - - - 9.02-11.94 492 244 yellow/gray
GL-407 70mm? 70mm? 70mm? | 10.16-11.94 | 492 244 gray
GL-408 95mm? 95mm? 95mm? 11.43-13.46 619 293 black
GL-4098 - - - 11.43-15.11 619 36.9 pink/black
GL-409A 120mm? 120mm? 120mm?* | 12.83-15.11 619 38.6 pink
GL410 150mm? 150mm? 150mm* | 15.32-16.92 619 38.6 brown
GL-411 150mm? 150mm? 150mm? | 16.74-18.39 619 38.6 green
GL-412 185mm? 185mm? 185mm?* | 18.34-20.19 619 44.0 blue
GL-413 240mm? 240mm? 240mm?* | 19.81-21.79 619 50.5 white
4/0 4/0 _
1-57 - 14.02-14.30 619 37.1(3787) pink
OXLIP PENGUIN
1/0 1/0
1-58 - 9.34-10.10 492 19.5(1986) yellow
POPPY RAVEN
1-59 w3 " 6.60-7.13 350 10.0(1015) d
- - .60-7. : re
LILY SWALLOW
336.4AMCM | 336.4MCM
1-60 - 16.91-17.37 619 38.6(3937) green
TULIP MERLIN
47TMCM 47TMCM
1-73 - 20.19-21.79 916 86.7(8845) blue
SYRINGA HAWK
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19. #MEE (REBRLA)
Repair Sleeves for ACSR Conductor
Dj g _
L r
Alg EHS% FERT FE
Catalog Suitable Dimensions (mm) Weight

NO. Conductor D L r (Kg)
JX-70/40 ACSR - 70/40 26 200 7.5 0.2
JX-90/15 ACSR -90/15 26 200 7.5 0.2
JX-95/55 LGJ - 95/55 26 150 9.0 0.3
JX-120/20 ACSR - 120/20 30 150 11 0.3
JX-150/25 ACSR - 150/25 32 150 9.5 0.2
JX-150/35 ACSR - 150/35 30 150 9.5 0.2
JX-185/10 ACSR - 185/10 34 150 10.0 0.2
JX-185/30 ACSR - 185/25 185/30 185/45 34 150 10.5 0.25
JX-201/33 ACSR -201/33 IBIS 34 200 10.5 0.3
JX -240 ACSR - 240/30 240/40 36 220 11.5 0.4
JX-240/55 ACSR - 240/55 36 220 12.0 04
JX-300/15 ACSR -300/15 40 250 12.5 0.6
JX-306/40 ACSR -306/40 DUCK 40 250 13.0 0.6
JX-300/70 ACSR - 300/70 40 270 13.5 0.6
JX-403/28 ACSR -403/28 TREN 45 320 14.5 0.8
JX -400/50 ACSR - 400/50 45 320 14.5 0.9
JX-402/66 ACSR -402/66 DRAKE 48 300 15.0 0.9
JX -400/95 ACSR - 400/95 48 320 15.6 0.9
JX -500 ACSR- 500/35 500/45 500/65 52 320 16.0 1.1
JX - 630 ACSR - 630/45 630/55 630/80 60 370 18.0 1.7
JX-720/50 ACSR - 720/50 60 370 19.0 1.7
JX-720/90 ACSR - 720/90 60 400 19.5 1.8
JX -800/55 LGJ - 800/55 65 370 20.0 1.9
JX - 800 LGIJ - 800/70 800/100 65 370 20.5 1.9
JX -T70BG JLB2 - 70 22 190 5.8 0.2
JX - 80BG LB2oJ - 80 24 200 6.4 0.2
JX-90BG-27 | JLB2-90 26 160 6.6 0.2
JX -95/55HGI1| LHBGI - 95/55 38 140 8.7 0.5
JX - 120HG HL4GJ - 120 32 120 8.5 0.2
JX-120/25H | AACSR - 120/25 36 140 8.5 0.2
JX -400/35H | LHGIJ - 400/35 55 320 14 1.6
JX -465/60H | A3/S3A -465/60 60 350 16 2.0
JX -500/230H| AACSR/EST - 500 65 370 18.5 2:3
JX - 400N NAHLGIJQ - 400 55 320 14.5 1.5
JX -400/35N | NRLHssGJF - 400/35 a5 320 14 1.6
JX -400/65N | NRLH«GJ - 400/65 55 300 15 1.4

] 1

Material is aluminium.
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20. %

A ACEE YD)

Repair Sleeves for Steel Wire

Hot-dip galvanized steel.

21. %k (RRER )
Parallel Clamps for Steel Wire

B ey ———————— E::---------
L [

BE i i 4 FERT TE
Catalog Suitable Dimensions (mm) Weight

NO. Conductor D L r (Kg)
JIX -35G GJ - 35 16 120 42 0.2
IX - 50G GJ - 50 18 120 4.8 0.2
IX - 60G GJ - 60 20 120 5.7 0.3
IX - 70G GJ-70 22 140 5.8 0.3
JX - 80G GJ - 80 24 140 6.2 0.4
IX - 100G GJ-100 26 160 7.0 0.5
JX - 150G GJ - 150 32 200 8.4 0.9

W, A,

' [ | |
| PPy
wv L) WL L O
L L
(Fig. 1) (Fig. 2)

A5 38 A4 4 A T 5 _EERY EE
Catalog Steel wire section area Fig. No Dimensions (mm) Weight
NO. ot ~ la | M| L r h (Kg)
JBB -1 25-35 1 44 12 90 4.5 40 0.7
JBB-2 50-70 1 50 16 90 6.0 50 1.0
JBB-3 100 - 120 2 56 16 124 7.0 55 1.9

% F AR A S TR R, AR

The clamp body and keepers are malleable iron, the other parts are steel, all ferrous parts are hot-dip galvanized.
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22. F LK (R L. MEBEEA)
Parallel Clamps for AAC & ACSR Conductor

M M
. | AR,
: o ) oo A
(Fig.T) '(Fig. 2)
iy & F B | EERY L3
Catalog Conductpr section area Fig. No. Dimensions (mm) Weight
NO. (mm?) a M L r h (Kg)
TG-JB-0 16 - 25 1 36 10 72 3.5 35 0.2
TG-JB-1 25-50 1 43 12 80 5.0 40 0.4
TG-JB-2 70 - 95 2 50 12 114 7.0 45 0.7
TG-IB-3 120 - 150 2 62 16 140 8.5 50 1.1
TG-JB-4 185 - 240 2 71 16 144 11.0 55 1.3
TG-IB-5 300 - 500 2 96 16 155 15.0 70 2.1
TG-JB-6 500 - 630 3 100 16 144 | 18.5 | 120 2.0
EERAERERABESEME, ERNHBEERHF.
The clamp body and keeper are aluminium alloy, the other parts are hot-dip galvanized steel. L
IHBIF AR (EHER) ‘
H parallel Groove Clamp (compression type)
NEB
A5 & %% FERT £E
Catalog Suitable Conductor Dimensions (mm) Weight
NO. 4k Run S22 Tap H L W (Kg)
JH-11 6.8 ~10.5 6.8~10.5 28 38 18 0.05
JH-22 10.1 ~14.3 | 10.1 ~ 14.36 33 44 18 0.07
JH-33 14.6 ~ 18.1 14.6 ~ 18.1 52 89 32 0.39
JH-44 18.5~22.7 18.5~22.7 77 117 44 0.96
JH - 55 22.5~28.1 | 22.5~28.1 80 130 48 1.20
JH-12 10.5~14.0 6.8 ~10.5 32 44 18 0.06
JH-23 14.9 ~ 18.1 10.1 ~14.3 52 89 32 0.36
JH- 34 18.5 ~22.7 14.6 ~ 18.1 77 117 44 0.96
JH - 45 22.5~28.1 18.5~22.7 80 130 48 1.20
JH-24 18.5~22.7 10.1 ~14.3 77 117 44 1.05

MAt: 4BE A T S Ao i 4R e L
Material: Aluminium for use on AAC, ACSR conductors.
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H Type Compression Connector

TRIGOLD

- ———] LH55
B L.‘.x“:?’\mﬂ 10 ”?MCH
| - N
W L
Size Dimension (mm)
Catalog
No. Run (A) Tap (B)
H L W
Dia (mm) Conductor (mm?) Dia (mm) Conductor (mm?)
LH series
LH-11 48-10.0 16 - 50 4.8-10.0 16 - 50 24.8 38 17.3
LH-21 8.3-145 50-95 48-95 16 - 50 37 48 22.4
LH-22 10.0 - 14.5 50-95 10.0 - 14.5 50-95 36.4 60 22.3
LH-31 13.0-225 95 -240 48-11.4 16 - 70 50.8 51 30
LH-32 13.0-225 95 - 240 11.6 - 16.0 70 - 150 50.2 51 32
LH-41 16.2-225 150 - 240 16.2-22.5 150 - 240 50.5 89 30.3
LH-55 | 225-28.0 240 - 400 22.5-28.0 240 - 400 71 89 37
1 series
I-1 11.7-143 | 3/0 ACSR-4/0 ACSR | 11.7-143 | 3/0 ACSR-4/0 ACSR | 37.8 | 63.5 | 22.6
-2 11.7-143 | 3/0 ACSR - 4/0 ACSR 8.5-122 #1 ACSR - 2/0 ACSR 37.8 | 635 | 226
1-3 11.7-143 | 3/0 ACSR - 4/0 ACSR 42-85 #6 Solid - #2 ACSR 374 | 478 | 22.6
1-4 8.5-12.2 #1 ACSR - 2/0 ACSR 8.5-12.2 #1 ACSR -2/0 ACSR | 36.0 | 478 | 22.6
I-5 6.6-10.7 #3 ACSR - 1/0 ACSR 42-85 #6 Solid - #2 ACSR 285 | 445 | 17.8
I-6 42-85 #6 Solid - #2 ACSR 42-85 #6 Solid - #2 ACSR 285 | 445 | 17.8
556.5MCM ACSR 556.5MCM ACSR
[-65 223-282 22.3-28.2 755 | 1174 | 44.2
- 795MCM ACSR - 795MCM ACSR
300MCM ACSR 300MCM ACSR
I-68 16.8 -22.3 16.8-223 775 | 889 | 44.2
- 556.5MCM ACSR - 556.5MCM ACSR

Material is aluminium

Web site: www.trigoldpower.com
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24. % & (IBGH )
Parallel Clamps (Type JBG)

L1
AL & Fl % %96 E BN FERT E
Catalog Conductor Bolt Dimensions (mm) Weight
NO. Dia.(mm) Qty(pe.) | h r L1 L2 (Kg)
JBG- 1 45-11.5 1 60 6.0 36 43 0.10
JBG-2 11.5-14.0 2 58 7.0 68 52 0.40
JBG-3 14.0-17.0 2 75 8.5 72 58 0.60
JBG-4 17.0-22.0 2 75 11.0 80 72 0.8
JBG-5 22.0-28.0 3 75 14.0 115 88 1.5
JIBG-6 28.0-37.0 4 90 18.5 175 108 2.6

BERAEPER B0, RN MBERIM.

The clamp body and keeper are aluminium alloy, the other parts are hot-dip galvanized steel.

. 4 <
2 1 | | 1 .
= | = | &5
e
L1
A & A % 456 FER EE
Catalog Conductor Dimensions (mm) Weight
NO. Dia.(mm) h Ri | R2 | Li | L2 (Kg)
JBG-1-2 45-115,11.5-14.0 45 6.0 7.0 68 45 0.40
JBG-2-3 11.5-14.0,14.0-17.0 65 7.0 8.5 72 60 0.55
IBG-2-4 11.5-14.0,17.0 - 22.0 65 7.0 11.0 80 64 0.75
JBG-3-4 14.0-17.0,17.0 - 22.0 65 8.5 | 11.0 80 68 0.80

GBRARMERAEE M, RN HEHREHF.

The clamp body and keeper are aluminium alloy, the other parts are hot-dip galvanized steel.
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25. W%k (TBLA )
Parallel Groove Clamps (Type JBL)

L
00
] # 74 FERT
Ciﬁg Suitable Conductor Dla.(mm?) Dimensions (mm) Nﬁﬁﬁl
NO. 47 Copper 4 Aluminuim L A M 0. of Bolt
CAPG-Al 6-50 16 - 70 25 41.5 8 1
CAPG-A2 10 - 95 25-150 25 41.5 8 1
CAPG-Bl1 6-50 16 - 70 40 41.5 8 2
CAPG-B2 10 - 95 25-150 49.5 46 8 2
CAPG-B3 25-185 25-150 63 58 10 2
CAPG-C1 6-50 16 - 70 70 45 8 3
CAPG-C2 10 - 95 25-150 70 45 8 3
CAPG-C3 25-185 35 -240 90 58 10 3
CAPG-C4 35-240 35-300 104 64 10 3
APG-A1 - 16 - 70 25 41.5 8 1
APG-A2 - 16 - 150 30 45 8 1
APG-BI - 16 - 35 40 41 8 2
APG-B2 - 16 - 70 40 41.5 8 2
APG-B3 - 16 - 150 50 46 8 2
APG-B4 - 25-185 63 48 8 2
APG-C1 - 16 - 70 69 46 8 3
APG-C2 - 16 - 150 69 46 8 3
APG-C3 - 25-240 90 58 10 3
APG-C4 - 35-300 104 64 10 3

SEAEPERAEE M, TR AEERSI4.

The clamp body and keeper are aluminium alloy, the other parts are hot-dip galvanized steel.
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25. W%k (TBLA )
Parallel Groove Clamps (Type JBL)

L
00
] # 74 FERT
Ciﬁg Suitable Conductor Dla.(mm?) Dimensions (mm) Nﬁﬁﬁl
NO. 47 Copper 4 Aluminuim L A M 0. of Bolt
CAPG-Al 6-50 16 - 70 25 41.5 8 1
CAPG-A2 10 - 95 25-150 25 41.5 8 1
CAPG-Bl1 6-50 16 - 70 40 41.5 8 2
CAPG-B2 10 - 95 25-150 49.5 46 8 2
CAPG-B3 25-185 25-150 63 58 10 2
CAPG-C1 6-50 16 - 70 70 45 8 3
CAPG-C2 10 - 95 25-150 70 45 8 3
CAPG-C3 25-185 35 -240 90 58 10 3
CAPG-C4 35-240 35-300 104 64 10 3
APG-A1 - 16 - 70 25 41.5 8 1
APG-A2 - 16 - 150 30 45 8 1
APG-BI - 16 - 35 40 41 8 2
APG-B2 - 16 - 70 40 41.5 8 2
APG-B3 - 16 - 150 50 46 8 2
APG-B4 - 25-185 63 48 8 2
APG-C1 - 16 - 70 69 46 8 3
APG-C2 - 16 - 150 69 46 8 3
APG-C3 - 25-240 90 58 10 3
APG-C4 - 35-300 104 64 10 3

SEAEPERAEE M, TR AEERSI4.

The clamp body and keeper are aluminium alloy, the other parts are hot-dip galvanized steel.
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i, ME R
PREFORMED FITTING

1. PREBHZFLEEX (ERELRNKS)

Dead-End Clamp(for aluminium covered steel stranded wire)

L - - - -
L - - - -
L l
g —_— K (mm) GARYK | kBek | BB 64
Catalog Condu c£0r;)ia L No. of Mode Color | Type Color
NO. : Length a group code code
NBG - 21410 4.00 - 4.29 480 4 Red Red
NBG - 21440 4.30 - 4.59 480 4 Red Blue
NBG - 21470 4.60 - 4.89 480 4 Red Green
NBG - 21500 4.90-5.19 480 4 Red Black
NBG - 23530 5.20-5.49 590 5 Red Yellow
NBG - 23560 5.50-5.79 590 5 Red Brown
NBG - 23590 5.80-6.09 590 5 Red White
NBG - 23620 6.10 - 6.39 590 5 Red Red
NBG - 23650 6.40 - 6.69 590 5 Red Green
NBG - 25680 6.70 - 6.99 660 5 Red Blue
NBG - 25710 7.00 - 7.29 660 5 Red Black
NBG - 25740 7.30 - 7.59 660 5 Red Brown
NBG - 25770 7.60 - 7.89 660 5 Red White
NBG - 25800 7.90 - 8.19 660 5 Red Red
NBG - 25830 8.20 - 8.49 820 6 Red Blue
NBG - 28860 8.50-8.79 820 6 Red Green
NBG - 28890 8.80 - 9.09 820 6 Red Black
NBG - 28920 9.10-9.39 820 6 Red Yellow
NBG - 28950 9.40 - 9.69 820 6 Red Brown
NBG - 28980 9.70 - 9.99 820 6 Red White
NBG - 30101 10.00 - 10.29 960 6 Red Red
NBG - 30104 10.30 - 10.59 960 6 Red Blue
NBG - 30107 10.60 - 10.89 960 6 Red Green
NBG - 30110 10.90-11.19 960 6 Red Black
NBG - 32113 11.20-11.49 1060 6 Red Yellow
NBG - 32116 11.50 - 11.79 1060 6 Red Brown
NBG - 32119 11.80 - 12.09 1060 6 Red White
NBG - 32122 12.10-12.39 1060 7 Red Red
NBG - 32125 12.40 - 12.69 1060 7 Red Blue
NBG - 35128 12.70 - 12.99 1200 6 Red Blue
NBG - 35131 13.00 - 13.29 1200 6 Red Yellow
NBG - 35134 13.30 - 13.59 1200 7 Red Green
NBG - 35137 13.60 - 13.89 1200 7 Red Brown
NBG - 35140 13.90 - 14.19 1200 7 Red White
NBG - 35143 14.20 - 14.49 1200 7 Red Black
B 2.

Aluminum covered steel wire.
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2. WARENELX GEARK%)
Dead-End Clamp(for steel stranded wire)

ik ' v KA (mm) B A REK (XAEF | ATEK
i& i %42
Catalog Conductor Dia L No.of | Mode Color | Type Color

NO. ' Length a group code code
NG - 21410 4.00 - 4.29 540 4 Blue Red
NG - 21440 4.30-4.59 540 4 Blue Blue
NG - 21470 4.60 - 4.89 540 4 Blue Green
NG - 21500 490-5.19 540 4 Blue Black
NG - 23530 5.20-5.49 630 4 Blue Yellow
NG - 23560 5.50-5.79 630 4 Blue Brown
NG - 23590 5.80 - 6.09 630 5 Blue White
NG - 23620 6.10 - 6.39 630 5 Blue Red
NG - 23650 6.40 - 6.69 630 5 Blue Blue
NG - 25680 6.70 - 6.99 760 5 Blue Black
NG - 25710 7.00-7.29 760 5 Blue Brown
NG - 25740 7.30-7.59 760 5 Blue Green
NG - 25770 7.60 - 7.89 760 5 Blue White
NG - 25800 7.90 - 8.19 760 5 Blue Yellow
NG - 25830 8.20 - 8.49 760 6 Blue Brown
NG - 28860 8.50-8.79 910 6 Blue Red
NG - 28890 8.80 - 9.09 910 6 Blue Blue
NG - 28920 9.10-9.39 910 6 Blue Black
NG - 28950 9.40 - 9.69 910 6 Blue Green
NG - 28980 9.70 - 9.99 910 6 Blue Yellow
NG - 30101 10.00 - 10.29 940 6 Blue Red
NG - 30104 10.30 - 10.59 940 6 Blue Brown
NG - 30107 10.60 - 10.89 940 6 Blue Blue
NG -30110 10.90-11.19 940 6 Blue Red
NG -32113 11.20-11.49 1100 6 Blue Green
NG - 32116 11.50 - 11.79 1100 6 Blue Black
NG -32119 11.80-12.09 1100 6 Blue White
NG - 32122 12.10 - 12.39 1100 7 Blue Blue
NG - 32125 12.40 - 12.69 1100 7 Blue Red
NG - 35128 12.70 - 12.99 1350 6 Blue Brown
NG - 35131 13.00 - 13.39 1350 6 Blue Blue
NG - 35135 13.40 - 13.69 1350 7 Blue Yellow
NG - 35138 13.70 - 13.99 1350 7 Blue Green
NG - 35141 14.00 - 14.29 1350 7 Blue Black

HEHRL,

Made of hot-dip galvanized steel wire.
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3. Mzt

Preformed Armor Rods

® == —Z—
Ail =
L
g EH R % FERT B4R A ER
Catalog Suitable Dimensions (mm) No.of Weight
NO. Conductor D d L a group (Kg)
FYH-95/15 LGJ-95/15 3.6 11.4 1400 13 0.5
FYH -95/20 LGJ-95/20 3.6 11.4 1400 13 0.5
FYH-95/55 LGJ-95/55 3.6 13.3 1500 16 0.6
FYH-120/7 LGJ-120/7 3.6 12.0 1400 14 0.6
FYH - 120/ 20 LGJ-120/20 3.6 12.5 1400 14 0.6
FYH - 120 /25 LGJ-120/25 3.6 13.0 1400 14 0.6
FYH - 120/ 70 LGJ-120/70 4.6 14.9 1800 14 0.8
FYH - 150/8 LGJ-150/8 3.6 13.3 1500 16 0.6
FYH - 150 /20 LGJ - 150/ 20 3.6 14.7 1500 16 0.7
FYH - 150/ 25 LGJ-150/25 3.6 14.2 1500 16 0.7
FYH - 150/35 LGJ-150/35 3.6 14.5 1500 16 0.7
FYH - 185/ 10 LGJ-185/10 4.6 14.9 1800 14 1.2
FYH - 185/25 LGJ-185/25 4.6 15.7 1800 14 1.3
FYH - 185/30 LGJ - 185/30 4.6 15.7 1800 14 1.3
FYH - 185/45 LGJ - 185/45 4.6 16.3 1800 14 1.3
FYH-210/10 LGJ-210/10 4.6 15.9 1800 14 1.3
FYH-210/25 LGJ-210/25 4.6 16.6 1800 14 1.3
FYH-210/35 LGJ-210/35 4.6 16.9 1800 14 1.3
FYH -210/50 LGJ-210/50 4.6 17.3 1800 14 1.3
FYH - 240 /30 LGJ - 240/30 4.6 17.9 1900 16 1.4
FYH - 240/ 40 LGJ - 240/ 40 4.6 17.9 1900 16 1.4
FYH - 240/ 55 LGJ-240/55 4.6 18.6 1900 16 1.4
FYH -300/15 LGJ-300/15 6.3 19.1 2000 13 2.3
FYH - 300/ 20 LGJ - 300/20 6.3 19.4 2000 13 2.3
FYH -300/25 LGJ-300/25 6.3 19.7 2000 13 23
FYH - 300/ 40 LGJ - 300/40 6.3 19.9 2000 13 23
FYH - 300/ 50 LGJ - 300/ 50 6.3 20.1 2000 13 2.3
FYH - 300/ 70 LGJ-300/70 6.3 20.9 2000 13 23
FYH - 400/ 20 LGJ - 400/20 6.3 223 2200 14 2.8
FYH - 400/ 25 LGJ -400/25 6.3 22.1 2200 14 2.8
FYH - 400/ 35 LGJ -400/35 6.3 223 2200 14 2.8
FYH - 400/ 50 LGJ - 400/ 50 6.3 23.0 2200 14 2.8
FYH - 400 / 65 LGJ - 400/ 65 6.3 232 2200 14 2.8
FYH - 400/ 95 LGJ-400/95 6.3 248 2500 14 2.8
FYH - 500 /35 LGJ -500/35 6.3 24.9 2500 16 3.5
FYH - 500 /45 LGJ-500/45 6.3 24.9 2500 16 35
FYH - 500/ 65 LGJ - 500/ 65 6.3 25.7 2500 16 3.5
FYH - 630 /45 LGJ - 630 /45 7.8 27.9 2500 15 5.3
FYH - 630/55 LGJ - 630/ 55 7.8 28.5 2500 15 5.3
FYH - 630/ 80 LGJ - 630/ 80 7.8 28.9 2500 15 5.3
FYH - 720/ 50 LGJ-720/50 7.8 30 3000 15 6.4
FYH - 800/ 55 LGJ - 800/ 55 7.8 31.8 2500 17 6.0
FYH - 800/ 70 LGJ - 800/ 70 7.8 32.1 2500 17 6.0
FYH - 800/ 100 LGJ - 800/ 100 7.8 323 2500 17 6.0
FYH - 50BG LBGIJ - 50 - 23AC 3.6 7.7 1000 9 1.0
FYH - 80BG JLBIA - 80 3.6 9.6 1400 12 1.6
FYH - 100BG LBGJ - 100 - 20AC 3.6 11.0 1400 12 1.9
FYH - 120BG JLBIA - 120 3.6 12.0 1400 14 1.7
FYH - 150BG LBGJ - 150 - 40AC 3.6 13.2 1500 15 2.0
FYH - 185BG LBGJ - 185 - 20AC 3.6 14.5 1500 16 2.1
wBEEWE.

The material is aluminium alloy.
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4. Pimezx

Mg %%

Preformed Armor Rods for Conductor Repair

D
e ER G & FERT LRI R
Catalog Suitable Dimensions (mm) No.of Weight

NO. Conductor D d L a group (Kg)
FYB-95/15 LGJ-95/15 3.6 11.4 420 13 0.2
FYB-95/20 LGJ-95/20 3.6 11.4 420 13 0.2
FYB-95/55 LGJ-95/55 3.6 13.3 420 16 0.2
FYB-120/7 LGJ-120/7 3.6 12.0 450 14 0.2
FYB-120/20 LGJ-120/20 3.6 12.5 450 14 0.2
FYB-120/25 |LGJ-120/25 3.6 13.0 450 14 0.2
FYB-150/8 LGJ-150/8 3.6 13.3 480 16 0.2
FYB-150/20 |LGJ-150/20 3.6 14.7 480 16 0.3
FYB -150/25 LGJ-150/25 3.6 14.2 480 16 0.3
FYB-150/35 |LGJ-150/35 3.6 14.5 480 16 0.3
YJB - 35 LGIJ -35 3.6 7.1 270 9 0.1
YIB-50 LGJ - 50 3.6 8.2 300 10 0.1
YJB-70 LGJ-70 3.6 9.7 340 11 0.2
YJB - 95 LGJ-95 3.6 11.6 420 11 0.2
YJB - 120 LGJ- 120 3.6 12.9 450 12 0.2
YJB - 150 LGJ - 150 3.6 14.2 480 13 0.2
YJB - 185 LGJ -185 4.6 16.2 580 14 0.4
YJB - 240 LGIJ - 240 4.6 18.1 640 16 0.5
YJB - 300 LGJ - 300 6.3 21.4 700 13 0.8
YJB - 400 LGJ - 400 6.3 23.5 820 14 1.1
YIB - 300Q LGJQ - 300 6.3 20.2 700 13 0.8
YIB - 400Q LGJQ - 400 6.3 233 820 14 1.1
YIB - 500Q LGIQ - 500 6.3 25.6 870 16 1.2
YJB - 300J LGIJJ - 300 6.3 21.8 700 13 0.8
YJB - 400J LGJJ - 400 6.3 24.5 825 15 1.1

B LB,

The material is aluminium alloy.
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5. BmLBELK (AGSH)
Preformed Suspension Clamp(AGS Type)

L
B o &=
)
A& i % 4 - EERA FARY| 5 g
Catalog Suitable Conductor Dimensions (mm) No.of | Color Weight

NO. (mm?) L|d|A | B |C|D]agrou| code (Kg)
XIS - 12546A 12.20- 12.70 1010 46 | 54 76 20 16 9 Red 1.20
XJS - 12946A 12.71-13.10 1020 | 4.6 | 54 76 20 16 9 Blue 1.25
XJS - 13346A 13.11-13.50 1040 | 4.6 | 54 76 20 16 10 Green 1.25
XJS - 13646A 13.51-13.80 1050 | 4.6 | 54 76 20 16 10 Yellow 1.28
XJS - 14046A 13.81-14.10 1110| 4.6 54 76 20 16 10 Black 1.30
XJS - 14346B 14.11-14.60 1125| 4.6 51 89 20 16 11 White 1.32
XJS - 14846B 14.61-15.10 1140| 4.6 51 89 20 16 11 Brown 1.55
XIS - 15246B 15.11-15.40 1160 | 4.6 51 89 20 16 11 Orange 1.65
XJS - 15646B 15.41-15.70 1180 | 4.6 51 89 20 16 11 Purple 1.68
XIS - 16146B 15.71-16.40 1270 | 4.6 51 89 20 16 12 Red 1.75
XJS - 16852C 16.41-17.10 1370 5.2 61 95 20 16 11 Blue 2.06
XJS - 17352C 17.11-17.60 1380 5.2 61 95 20 16 11 Green 2.08
XJS - 17852C 17.61-18.10 1390 | 5.2 61 95 20 16 12 Yellow 2.15
XJS - 18352C 18.11-18.60 1400 | 5.2 61 95 20 16 12 Black 2.16
XJS - 18852C 18.11-18.60 1420 5.12 | 61 95 20 16 12 White 2.18
XJS - 19363D 18.61-19.10 1520 6.3 66 | 115 | 20 16 10 Brown 3.15
XJS - 19863D 19.11-19.50 1540 | 6.3 66 | 115 | 20 16 11 Orange 3.29
XJS -20763D 19.51-20.20 1560 | 6.3 66 | 115 | 20 16 11 Purple 3.32
XJS -21263D 20.21-21.00 1620 | 6.3 66 | 115 | 20 16 11 Red 3.39
XJS - 21863D 21.01-21.50 1640 63 | 66 [ 115 | 20 16 11 Blue 3.45
XJS - 22463D 21.51-22.10 1660 | 6.3 66 | 115 | 20 16 12 Green 3.52
XJS - 22963D 22.11-22.70 1680 | 6.3 66 | 115 | 20 16 12 Yellow 3.57
XJS - 23463D 22.71-23.10 1690 | 6.3 70 | 127 | 20 20 12 Black 4.19
XJS - 24163D 23.11-23.80 1700 | 6.3 70 | 127 | 20 20 12 White 4.26
XIS - 24963D 23.81-24.50 1730 63 | 70 [ 127 | 20 20 13 Brown 4.35
XJS - 25878E 24.51-25.40 2030 7.8 | 75 | 140 | 20 20 11 Orange 6.38
XIS - 26578E 25.41-26.00 2080 7.8 | 75 | 140 | 20 20 11 Purple 6.18
XJS - 27178E 26.10-26.80 2100 7.8 | 75 | 140 | 20 20 12 Red 6.68
XIS - 27978E 26.81-27.40 2100 7.8 | 75 | 140 | 20 20 12 Blue 6.70
XJS - 28878E 28.31-29.20 21000 7.8 | 75 | 140 | 20 20 12 Green 6.70
XJS - 29678E 29.21-30.00 2100 7.8 | 75 | 140 | 20 20 12 Yellow 6.72
XJS - 30478E 30.01-30.70 2100 7.8 | 75 | 140 | 20 20 12 Black 6.75

AhTERNEEEH, LRNBEFRHIE.

The body and keeper are made of aluminium alloy, the other parts are hot-dip galvanized steel.
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6.

Y 2% T TS 4

Distribution Tie

B & &4 KJZ (mm) 7 & T HEEA
Catalog Sk L i Mode DiaColor
Conductor Dia. Color code
NO. Length code
DT - 480550C 4.80 - 5.50 610 Blue
DT - 551620C 5.51-6.20 640 Brown
DT - 621700C 6.21 -7.00 660 Orange
DT - 701800C 7.01 - 8.00 660 Purple
DT - 801910C 8.01-9.10 710 Red
DT - 9111030C 9.11-10.30 760 Yellow
DT - 10311170C 10.31-11.70 640 Blue .
DT - 11711320C 11.71 - 13.20 640 Orange hfgﬁ;‘:%‘
DT - 13211490C 13.21 - 14.90 710 Red
DT - 14911690C 14.91 - 16.90 760 Purple
DT - 16911920C 1691 - 19.20 790 Brown
DT - 19212170C 19.21-21.70 810 Red
DT - 21712460C 21.71 - 24.60 860 Blue
DT - 24612780C 24.61 - 27.80 940 Green
DT - 27813150C 27.81-31.50 1020 Yellow
DT - 480550F 4.80 - 5.50 640 Blue
DT - 551620F 5.51-6.20 660 Brown
DT - 621700F 6.21-17.00 690 Orange
DT - 701800F 7.01 - 8.00 740 Purple
DT - 801910F 8.01-9.10 790 Blue
DT - 9111030F 9.11-10.30 810 Yellow
DT - 10311170F 1031-11.70 660 Blue .
DT - 11711320F 11.71 - 13.20 690 Orange M?::g;g(;w
DT - 13211490F 1321 - 14.90 740 Red
DT - 14911920F 14.91 - 16.90 790 Purple
DT - 16911920F 16.91 - 19.20 790 Brown
DT - 19212170F 19.21-21.70 810 Red
DT - 21712460F 21.71 - 24.60 890 Blue
DT - 24612780F 24.61 - 27.80 970 Green
DT - 27813150F 27.81-31.50 1040 Yellow

MR AR R L RPVC
Made by hot dip galvanized steel or plastic PVC
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7. BETMHIL

Side Tie
——— L.
A5 & 44 KE (mm) k7 U F BT
Catalog Conductfor Dia L Col d Mode DiaColor
NO. : Length RIOERA08 code
DT - 480550C 4.80-5.50 410 Blue
DT - 551620C 551-6.20 430 Brown
DT - 621700C 6.21-7.00 480 Orange
DT - 701800C 7.01 - 8.00 540 Purple
DT - 801910C 8.01-9.10 610 Red
DT - 9111030C 9.11 - 10.30 660 Yellow
DT - 10311170C 1031-11.70 660 Blue .
DT - 11711320C 11.71-13.20 740 Orange Ngilfr;l:%(
DT - 13211490C 13.21 - 14.90 790 Red
DT - 14911690C 14.91 - 16.90 580 Purple
DT - 16911920C 1691 - 19.20 640 Brown
DT - 19212170C 19.21-21.70 660 Red
DT - 21712460C 21.71 - 24.60 710 Blue
DT - 24612780C 24.61 - 27.80 740 Green
DT - 27813150C 27.81-31.50 840 Yellow
DT - 480550F 4.80-5.50 410 Blue
DT - 551620F 5.51-6.20 430 Brown
DT - 621700F 6.21-7.00 480 Orange
DT - 701800F 7.01 - 8.00 540 Purple
DT - 801910F 8.01-9.10 610 Blue
DT - 9111030F 9.11 - 10.30 660 Yellow
DT - 10311170F 10.31-11.70 660 Blue .
DT - 11711320F 11.71 - 13.20 740 Orange M?;]:'T:;g%w
DT - 13211490F 13.21 - 14.90 790 Red
DT - 14911920F 14.91 - 16.90 580 Purple
DT - 16911920F 1691 - 19.20 640 Brown
DT - 19212170F 19.21-21.70 660 Red
DT - 21712460F 21.71 - 24.60 710 Blue
DT - 24612780F 24.61 - 27.80 740 Green
DT - 27813150F 27.81-31.50 840 Yellow

A A P SR 2 BPVC
Made by hot dip galvanized steel or plastic PVC
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AN T
PROTECTIVE FITTING

1. B#k# (FD. FGA!)
Dampers ( FD. FG Type)

] . —ﬁ.E— _Cr
d ——l | — L
a L2 o L2
51 ( £
Fig.l Fig.2
A e 2 AR T (mm?) o FER Wk (ELEg| FE
Catalog ;E::ldua;i IS‘:CI:OE :;(ia Fig. Dimensions (mm) Me‘ssen.ger A C.{)untcr's Weight
NO. Bruiicod [t o No. D] a | h|L| L | WireSize |Weghtke (Kg
FD -1 - 35-50 2 40 | 40 | 40 (300 | 95 7/2.6 0.54 1.5
FD-2 - 70 -90 1 46 | 45 | 55 (370|130 7/3.0 0.94 2.4
FD-2.1 - 70 - 90 | 46 | 45 | 55 (370|130 7/3.0 0.94 2.5
FD-3 - 120 - 150 1 56 | 60 | 65 (450150 19/2.2 1.74 4.5
FD-3.1 - 120 - 150 1 56 | 60 | 65 (450|150 19/2.2 1.74 4.7
FD-4 -- 185 - 240 | 62 | 60 | 70 | 500|175 19/2.2 2.17 5.6
FD-4.1 - 185 - 240 1 62 | 60 | 70 | 500|175 19/2.2 2.17 5.8
FD-5 -- 300 - 400 | 67 | 70 | 75 [ 550200 19/2.6 3.00 7.2
FD-5.1 - 300 - 400 1 67 | 70 | 75 [550(200| 19/2.6 3.00 7.7
FD-6 -- 500 - 630 | 70 | 70 | 75 [ 550200 19/2.6 3.60 8.6
FD-6.1 - 500 - 630 1 70 | 70 | 75 [550 (200 19/2.6 3.60 8.9
FG - 35 35 -- 2 42 | 45 | 50 | 300|100 7/3.0 0.64 1.8
FG-35.1 35 -- 2 42 | 45 | 50 | 300|100 7/3.0 0.64 1.9
FG - 50 50 -- 2 46 | 45 | 50 {350 (130 7/3.0 0.94 24
FG - 50.1 50 -- 2 46 | 45 | 50 [ 350 (130 7/3.0 0.94 2.5
FG-170 70 -- 1 56 | 50 | 60 [400 (150 19/2.2 1.74 4.2
FG -70.1 70 -- | 56 | 50 | 60 400|150 19/2.2 1.74 44
FG-100 | 100 -- 1 62 | 60 | 65 |500 175 19/2.2 2.40 5.9
FG-100.1 | 100 -- | 62 | 60 | 65 |500 175 19/2.2 2.40 5.6

BN R, B, ERABBEUHIE.

Counter weights are grey iron, painted, the other parts are hot-dip galvanized steel.
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2. Bt

4% (FF &)

Dampers ( FF Type)

L
g & F &2 FERT s
Catalog Suitable Conductor Dimensions (mm) Weight
NO. Dia.(mm) L Li D h a (Kg)
FF-4 18.0-22.0 500 175 62 80 50 5.0
FF-5 23.0-28.0 550 200 67 70 70 7.4

BEABEEME, ELARERME, RE, LR RBERE .
The clamp is aluminium alloy, counter weights are grey iron, painted, the other parts are hot-dip galvanized steel.

3. BidR4E (FRA)
Dampers (FR Type)

A5 i& ] 3 & IME FERT T
Catalog Suitable Conductor Dimensions (mm) Weight
NO. Dia.(mm) L D1 | D2 h a (Kg)
FR -1 7-12 429 48 48 81 50 2.8
FR-2 11-22 429 48 48 81 50 2.8
FR -3 18 - 28 505 57 37 91 60 5.0
FR -4 23 -36 550 64 64 97 60 7.6
FR - 2A 11-12 429 48 48 81 50 2.8
FR - 2B 12 - 15 429 48 48 81 50 2.8
FR - 2C 15-18 429 48 48 81 50 2.8
FR - 3A 34 -36 505 57 57 96 60 5.0
FR - 4A 38 -40 550 64 64 102 60 7.6
FR -4/32 29 -32 505 57 57 96 60 7.6
FR - 4/39 33-39 550 64 64 127 60 7.9

GRAWESIELARERME, RE, LRI

The clamp is aluminium alloy, counter weights are grey iron, painted, the other parts are hot-dip galvanized steel.
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4. Py (FDZ A )
Dampers ( FDZ Type)

Al B , . FERAF HLER HE
Catalog Suitatﬁéﬂciﬁuc tor Dimensions (mm) A counter's Weight | Weight
NO. a h L1 L2 (kg) (kg)
FDZ- 1 7.0-11.0 50 58 120 320 0.7 1.8
FDZ-2 11.0- 15.0 50 58 130 350 0.9 2.3
FDZ-3 15.0 - 19.0 60 72 150 430 1.7 4.4
FDZ-4 19.0 - 23.0 60 72 160 470 2.1 5.5
FDZ-5 23.0-30.0 60 89 180 520 3.0 7.4
FDZ- 6 30.0 - 36.0 60 96 180 520 3.6 8.9
FDZ- 1T 7.0-11.0 50 58 120 320 0.7 1.9
FDZ-2T 11.0-15.0 50 58 130 350 0.9 2.5

THTHE RN BEEMH, FTHERNRIL, EINRERMYE, L0 REHERH .
The clamp is aluminium alloy, counter weights are grey iron, painted, the other parts are hot-dip galvanized steel.
5. Mo farE (FIQR )
Spacers (FJQ Type)

~

Hg EH S % _EERY a7 & Ly
Catalog Suitable Cor; Arclor Dimensions (mm) Axis-direction | Weight

NO. a M r I, Strength(kN) (kg)
FIQ-204 LGJ18S5 - 240 60 12 11.0 200 fi 0.9
FJQ- 205 LGJ300 - 400 60 12 14.5 200 10 1.1
FJQ - 206 LGJS500 - 630 60 12 17.5 200 10 1.9
FJQ - 404 LGJ18S5 - 240 60 12 11.0 400 4 1.0
FJQ- 405 LGJ300 - 400 60 12 14.5 400 10 1.2
FJQ - 406 LGJ500 - 630 60 12 125 400 10 2.0
FJQ- 455 LGJ300 - 400 70 16 15.4 450 10 2.5

AR FER B A S, RN MEHRYIML.

The body and keeper are aluminium alloy, the other parts are hot-dip galvanized steel.
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6. Mo B (FIZR R & &)
Spacer-Dampers(FJZ for Doubl Conductors Type)

o
lEE===—=====
| L
6-1
w2 . Y FERT TE
Catalog Suﬂ%ﬂe%?%jggftor Dimensions (mmn) Weight
NO. L d (Kg)
FJZ - 240/300 LGJ - 300/20 - 50 400 19.4 3.1
FJZ - 240/300A LGJ - 300/70 400 21.2 3.1
FJZ - 240/400A LGJ - 400/20 - 35 400 22.8 3.1
FIZ - 240/500 LGIJ - 500/45 400 26.6 4.0
FIZ - 240/630 LGJ - 630/45 400 33.0 5.4
FIZ - 250/500 LGIJ - 500/45 500 26.6 4.5
FIZ - 250/630 LGJ - 630/45 500 33.0 6.2
FEFERABEEME, BRI, Ry R 4.
The body and keeper are aluminium alloy, dampers are elastomer, the other parts are hot-dip galvanized steel.
AN
o
6-2
a5 I ~EERT €5
Catalog Suitaﬁem Cin%uctor Dimensions (mn) Weight
NO. d b h L (Kg)
FIZ - 240G/400 LGIJ - 400/35 22.8 88 131 400 5.0
FIZ - 255G/400 LGJ - 400/50 - 95 27 56 148 550 6.2
FIZ - 260G/640 AACSRJ/EST - 640/290 38.8 96 138 600 10.0
FIZ - 265G/720N KTACSR/EST - 720 40.6 96 138 650 10.2

AEFER G S S0, WERNIER R, a0k MR,

The body and keeper are aluminium alloy, dampers are elastomer, the other parts are hot-dip galvanized steel.
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7. & f@# (FFIQA )

Spacer(FFJQ Type)
d
o ——— ™
L
m; —T -
o| IOl ) o
- ———
7l B i . FERAF EE
Catalog Suit:».illz)él:ejﬂ C%rfﬁuctor Dimensions (mm) Weight
NO. a b L d (Kg)
FFIQ - 404 LGJ - 240/30 - 55 62 60 400 22 2.0
FFJQ - 405 LGJ - 300/40 - 70 62 60 400 27 2.0
FFIQ - 455 LGJ - 400/20 - 50 68 62 450 27 2.1
FFJQ - 455.1 LGlJ - 400/65 - 95 68 62 450 29 2.1
REFERABEEME, BRI AE, R A HBEER .
The body and keeper are aluminium alloy, dampers are elastomer, the other parts are hot-dip galvanized steel.
8. [Elf@ME (SOO0KVBk& A )
Spacers for S00KV Line Jumper Conductor .
Ae ‘ ‘ FERT g
Catalog Suitalﬁéﬂ Cﬁrn%uctor Dimensions (mm) Weight
NO. di d2 M L (kg)
TJ2 -12240 LGJ - 240/30 22 18 10 120 - 145 0.9
TJ2-12300 LGJ - 300/25 - 40 26 18 10 120 - 145 0.9
TJ2 -12400 LGJ - 400/20 - 35 28 22 10 120 - 145 0.9
TJ2-12500 LGJ - 500/45 31 23 10 120 - 140 1.2
TJ2-12630 LGJ - 630/45 34 26 10 120 - 135 1.1
TJ2-12720 LGJ - 720/50 38 26 10 120 - 145 1.1
TJ> -12400/18 LGIJ - 400/20 - 35 28 18 10 120 - 145 0.9
TJ2-12630/19 LGJ - 630/45 34 19 10 120 - 135 1.1
TJ>-12630/23 LGJ -630/45 34 23 10 120 - 135 1.1
TJ2-12630/30 LGJ - 630/45 34 31 10 120 - 135 1.2
TJ2-12720/19 LGJ - 720/50 38 19 10 120 - 135 1.1

FERERABELM, RN, HRA AR 1.

The body and keeper are aluminium alloy, dampers are elastomer, the other parts are hot-dip galvanized steel.
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9. R (ZoRFELA)

Spacer-Dampers for Three-Bundle Conductor

d
L
e
|
9-1
5% e _ XERY £
Catalog Suitaﬁfj Cﬁrﬁuctor Dimensions (mm) Weight
NO. L d (Kg)
JX3-300 LGJQ - 300 450 26 5.6
JX3 - 400 LGIJQ - 400 450 29 5.6
RxhBeet, MERAEGRME, HpHBEFRE.
The clamps are aluminium alloy, Dampers are elastomer, the other parts are hot-dip galvanized steel.
9-2
AE : i  EERY S
Catalog SuitaﬁemC§:§uctor Dimensions (min) Weigh
NO. d h L (Kg)
FlZ - 380/440 HL4GJT - 440 33 640 800 11.6

SEBBEEM HEBAERME, HAA BT,

The clamps are aluminium alloy, Dampers are elastomer, the other parts are hot-dip galvanized steel.
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10. & @4 (500kVERZ& A )
Spacers for Jumper Conductor (For 500kV Lines)

10-1
£ & % %R EFEZRF EE
Catalog Suitable Conductor Dimensions (mm) Weight
NO. Dia.(mm) L M d (Kg)
FIY4-20 23 -28 200 12 27 2.7
FIY4-45 23 -28 450 12 27 3.1
FIY4 - 45/500 30-34 450 12 34 3.1
FIY4-26 23 -28 260 16 27 4.5
BEAGABEEM, HahREaablie.
The clamp body is aluminium alloy, the other parts are hot-dip galvanized steel.
A
2
11108
0% o EERT T8
Catalog SuitaﬁemCifﬁuctor Dimensions (mrm) Weight
NO. L M (Kg)
FJQ4 - 45300 LGJ-300/25-40 450 16 4.7
FJQ4 - 45400 LGJ-400/20-35 450 16 4.7
FJQ4 - 45500 LGJ - 500 /45 450 16 4.7
FlQ4 -45/630 LGJ - 630/45 450 16 6.1
FJQ4 - 50/ 630 LGJ-630/45 500 16 6.2
FlQ4-50/720 LGJ - 720/ 50 500 16 6.2

SEAKAEES M, B REHERE .

The clamp body is aluminium alloy, the other parts are hot-dip galvanized steel.
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11. 484

Aluminium Tape

o N L T
Catalog Nominal size Weight
NO. (mm) kg/m m/kg
FLD -1 1x10 0.027 37
HEE M.
Material is aluminium.
12. E4EK

Counter Weight Pieces

L
L1
© 1 - 1 N
s | o
o |z
" S}k g
L \?
(Fig.1) (Fig. 2)
A5 TERT
Catalog Dimensions (mm)
NO. L Li h hi b %) -

ZC-18 350 240 320 220 30 24 - 1 20
ZC - 18G 350 240 300 220 30 24 - 1 21.8
ZC-20 390 240 300 225 30 24 200 2 20
Z2C-22 420 240 310 225 32 24 170 2 22
ZD - 20 450 240 335 220 30 24 - 3 21.8

RAKME, RiE.

Painted grey iron.
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13. 3 B #OR
Grading & Shielding Rings

e FERT T ]
Catalog Dimensions (mm) Weight ﬁ- x
NO. H h a | o1 [ @ [ L (Kg) ok
FJP - 500N 900 330 60 50 18 1450 18.5 §1# . #4424 Hot-dip galvanized steel
FJP - 500NL | 900 330 60 50 18 1450 7.7 #H M Aluminium
FJP - 500NL1| 900 380 60 50 18 1450 7.9 %% Aluminium
FJP - 500NL2| 900 380 60 50 18 1570 8.4 # %4 Aluminium
FJP - 500NL3| 900 380 60 50 18 1800 9.3 %5 % Aluminium
FJP - 500NL4| 800 380 60 50 18 1680 8.4 #84  Aluminium
-
| Be
i T |v7
| < .
[ L1
ik EERY , | EE
Catalog Dimensions (mm) Mﬁﬁial Weight
NO. L L1 H h (%]} 02 a b (Kg)
FJP - 500XL 600 233 700 250 50 18 60 20 4 | 8.7
P1 - 500X 700 285 800 300 50 18 60 20 %6 1 5.0
PI - 500X 600 235 700 250 50 18 60 20 48 4 4.6
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82
1 5 <
e FERF EE
Catalog Dimensions (mm) Mﬁﬁ | | Weight
NO. L Li H h Q1 D2 a ] (Kg)
FJP - 500XD 700 290 600 80 50 18 20 4 8.8
FJP - 500XD1 700 270 600 45 50 14 50 4 %1 9.0
FIP - 500X4 1150 490 1150 80 50 18 30 49 ] 20.1
FJP - 500XDL | 700 290 600 80 50 14 20 4 3.9
FIP - 500XDL1| 800 290 700 80 50 18 20 4 4.8
FJP - 500XDL2| 700 290 600 80 50 14 20 4 4.1
FJP - 500XDL3| 800 210 700 80 50 18 20 o 4.6
FIP - 500XDL4| 700 290 600 40 50 14 20 %}H 4.1
FJP - 500XDiL| 700 270 600 45 50 14 50 4 3.9
5
iR FERAT & 2
Catalog Dimensions (mm) Weight f;rftj‘:
NO. L[H[h[@][@]al]b (Kg) ot
FIP - 500XS [ 1050 | 600 230 50 18 60 22 12.5 1% 1. #4474 Hot-dip galvanized steel
FJP- 500XSL| 1050 | 600 | 230 | 50 18 60 22 4.5 4% Aluminium
FJ - 500XSL1| 1200 | 600 | 230 | 50 18 60 20 6.1 % Aluminium
FJ - 500XSL2| 1280 | 680 | 260 50 18 60 20 6.3 &1+ Aluminium
FJ -500XSL3| 1140 | 600 | 260 | 50 18 60 20 5.6 % Aluminium
FJ - 500XSL4| 1280 | 680 | 305 50 18 60 30 7.6 2% Aluminium
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W EERT | EE
Catalog Dimensions (mm) Ma{H 1 Weight

NO. L H h %] @2 a b T Ky

P1 - 500N4 1050 750 270 50 18 60 60 i 10.7

P1-500NSL | 1050 750 270 50 18 60 60 45 ) 6.6

= EERT e | EE
Catalog Dimensions (mm) Maa;frial Weight
NO. L H h (%) 2 a b 0 (Kg)
FJP - 500XV/45 1213 600 440 50 18 80 22 135 48 % 7.1
LJ2 - 500XV/50[ 1236 600 492 50 18 80 20 140 4 1 1.2
LJ2 - 500XV/45| 1156 600 463 60 18 80 26 135 45 % 8.7
LJ2-500XV-L| 1149 600 430 60 18 30 28 144 45 1 9.2
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| @1
|{faH< E3E: .l_qu —
alala 4_938 I_].
2 FERT TR
Catalog Dimensions (mm) Weight fftf
NO. L [ L1 [ H a | 01 | & (Kg) o
J-500NSL | 1060 | 215 300 60 50 18 43 4414  Aluminium
J-500NSL1 | 1200 215 300 60 50 18 53 %4 Aluminium
J-500DSL | 1060 215 300 180 50 18 6.2 EH4  Aluminium
J - 500N4 800 215 370 180 50 18 6.4 %, 44 Hot-dip galvanized steel
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14. 3 F#k3R (330 KV &5H )

Grading & Shielding Rings for 330KV Line

L3
fi\ Y
15
L4
AT it 4% }—"
e ~EERT we | EE
Catalog Dimensions (mm) Natorial Weight
NO. D d c | L> Ls La Ls (Kg)
FJP - 330N 32 18 24 650 350 392 120 80 4 %1 5.2
FJP - 330NL 32 18 24 650 350 392 120 80 481 3.0
J - 330N 32 18 24 702 372 176 136 80 Lk 5.0
L
!
D
AT g%
AE  EERA e | EE
Catalog Dimensions (mm) Matecsil Weight
NO. c Ci C2 D hi h2 L (Kg)
FJP - 330X 18 145 220 32 270 350 800 Gkl 5.5
FIP - 330XL 18 145 220 32 270 350 800 % 2
FJP - 330NB 26 150 392 32 320 380 800 A 5.6

Web site: www.trigoldpower.com

88

E-mail: trigoldpower@163.com




tBEZNBREFRLE
TRGOLD TRIGOLD POVt’gi‘ER CO,,LTI;

15. s
Arcing Horn

——Fig3

Al B FERT A5 BEFR EE
Catalog Dimensions (mm) FigNo. | Recommend | Weight
NO. A D H L %] h (Kg) Voltage (kV) (Kg)
ZH - 01 - 14.5 197 712 16 114 l 138 1.20
ZH - 02 - 14.5 197 762 16 114 161 - 230 1.26
ZH- 11 60 14.5 197 356 16 114 ) 138 1.15
ZH - 12 60 14.5 197 385 16 114 161 1.20
ZH - 21 45 14.5 270 340 16 203 3 110 -138 0.86
ZH - 22 45 14.5 270 372 16 203 161 1.03

% _ '
e |
(o1e |
EJ '_.}_‘
] 80
A5 . EERRY W E % EE
Catalog Dimensions (mm) Recommend Weight
NO. H L b h I %) A Voltage (kV) (Kg)
ZH-31C 203 434 45 270 372 14.5 203 203 2.00
ZH - 31 114 445 45 197 381 14.5 203 203 2.10
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4. wLel
GUY WIRE FITTING

1. R % K
Wedge Clamps

3

—\

8]
M

8 AREIE T EERT RREAHE | BB
Catalog Steel Wire Dia. Dimensions (mm) Rated Failure Load| Weight

NO. (mm) C M L (KN) (Kg)

NX -1 6.6~7.38 18 16 150 45 1.2

NX-2.1 8.7~10.5 20 18 189 88 2.4

NX-3.1 13.0 ~ 14.0 24 24 214 143 4.4

NX-4.1 14.5 ~16.0 28 24 238 164 6.0

i AR A T TR, VEEE. P OB Y TR B 1E

o R R B

The body and wedge are malleable iron. cotter pin is stainless steel, the other parts are steel, All ferrous parts are hot-dip galvanized .

2. UTRIZL & ((THR)
UT Wedge Clamps (Adjustable type)

: —0
A4 ‘l\\l
AAAAANANY

A5 W% &SME ERAY PR BOR T E £
Catalog  [Steel Wire Dia. Dimensions (mm) Rated Failure Load| Weight
NO. (mm) M L Lo & (KN) (Kg)
NUT -1 6.6 ~7.8 16 350 200 56 45 2.1
NUT -2 9.0~11.0 18 430 250 62 88 3.2
NUT - 3 13.0 ~ 14.0 22 500 300 74 143 5.5
NUT - 4 15.0 ~16.0 24 580 350 82 164 72

SR ARAB T N TR, XA N WHIF, 2RNEE. WTHHE, THYHERE.
The body and wedge are malleable iron. the other parts are steel, All ferrous parts are hot-dip galvanized . Thief-proof
equipment can be supplied if it is needed.
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3 B fAT
Turnbuckle Stay Rod

B —t e
S
C D
o /E , L L
§¢ 2 -%szﬁz—:::“_-_z%
S H
BE _EERT BB £ ¥
Catalog Dimensions (mm) U.T.S Weight
NO. A B C D E H L (KN) (Kg)
CH-16 30 16 2000 314 22 350 230 54 5.2
CH- 18 35 18 2440 321 25 405 230 65 7.9
CH-22 35 20 2440 325 25 400 230 85 8.8
CH-24 40 22 2500 334 30 400 230 110 10.5
A, .
hot-dip galvanized steel.
L
<I|—5~-
ne EERT RARBOTH & % §
Catalog Dimensions (mm) Rated Failure Load Weight
NO. L | D d A B C T (KN) (Kg)
LZ-18/180 |1800| 300 | 18 12 | 100 | 305 | 98 6 65 13.8
LZ -22/240 |2400| 380 | 22 14 | 100 | 305 | 110 | 6 96 17.0

A, W
hot-dip galvanized steel.
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e FERT R E 5
Catalog Dimensions (mm) Rated Failure Load Weight
NO. L | I | D/ d|J]A|B|C]|T (KN) (Kg)
LJ-16 1800 230 | 16 | 14 | 100 | 250 | 200 | 6 55 6.0
LJ-18 1800 230 | 18 | 14 | 100 | 250 | 200 [ 6 65 7.0
LJ-20 1800 | 230 | 20 | 14 | 100 | 300 | 200 | 6 85 7.6
LJ-25 2500] 300 | 25 | 14 | 100 | 350 | 200 | 6 100 10.0
B, WHIH.
hot-dip galvanized steel.
L
6.23 B
X
<%
W TERT AR E FF
Catalog Dimensions (mm) Rated Failure Load | Weight
NO. L | D d A B (KN) (Kg)
LJ - 18/200 2000 300 18 14 300 100 65 9.9
LJ - 22/250 2500 | 350 22 16 300 120 95 12
A, B,

hot-dip galvanized steel.
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4. feZIRkE
Turnbuckle (Hook type)
b . J OPEN Il
K CLOSED
e L5
p (e s p— — Q} -
LN . |
——— E CLOSED
Nuci?gggn 1
5 ERRT WAHE
Catalog Dimensions (in) Working Load
NO. A D E F J K M N BB (Ibs)
3/8x6 0.38 0.56 | 2.28 1.77 | 1523 | 10.62 | 17.84 | 11.84 6.1 1000
1/2x 6 0.5 065 | 3.53 | 228 | 1798 | 13.2 | 20.76 | 14.76 6.03 1500
5/8x6 0.63 0.9 424 | 2.8l 19.5 145 | 225 16.5 6.03 2250
5/8 x 12 0.63 0.9 424 | 281 | 31.84 | 20.84 | 3484 | 2284 | 1239 2250
3/4x6 0.75 0.9 5.07 | 3.33 | 21.19 | 1598 | 244 18.4 6.13 3000
3/4x 12 0.75 098 | 5.07 | 3.33 | 33.59 | 22.38 | 36.8 24.8 12.59 3000
3/4x 18 0.75 098 | 507 | 3.33 | 4559 | 28.38 | 48.8 30.8 18.53 3000
7/8 x 12 0.88 1.13 582 | 3.78 | 34.89 | 23.52 | 3826 | 26.26 | 12.16 4000
1x12 1 1.25 | 6.56 | 425 | 36.59 | 25.06 | 40.12 | 28.12 | 12.18 5000
AR .
Made of hot-dip galvanized steel.
5. L &I
Guy Attachment
W
® e
| f et
L‘i% R
iR FERY 8
Catalog Dimensions (mm) Weight
NO. W T %) R(Min.) (Kg)
LX-11 40 6 17.5 6 0.50
LX-12 50 6 21.0 8 0.50

A, G,

hot-dip galvanized steel.
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6. UTA 4 & (X" R )
UT Wedge Clamps (Non-adjustable type)

[
b

A
\..|J
|
|
i
s
|
T
s AW
[|: @

L
A& W& % IMZ FERT BRI TE EE
Catalog |Steel Wire Dia. Dimensions (mm) Rated Failure Load| Weight
NO. (mm) M L Lo c (KN) (Kg)
NU-3 13.0~14.0 22 290 60 74 143 4.2
NU -4 15.0~16.0 24 340 70 82 164 7.3

G AR AT A TR E, LR MBI, 2EAEE. WRE, TAMNEKE.

The body and wedge are malleable iron. the other parts are steel, All ferrous parts are hot-dip galvanized . Thief-proof
equipment can be supplied if it is needed.

7. FHTIR
Anhle Thimble eye
64
6
: Y 2 : 218
RN, AEE: 62kN. #EE: 06kg — ¥
Made of hot-dip galvanized drop forged steel. U.T.S is 62 kN. ;
weight is 0.6 kg.
— Te! |
I~
=
19
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8. M&FT

Guy Clips
5 W& LM ZEBRY 5E

Catalog  [Steel Wire Dia. Dimensions (mm) Weight

NO. (mm) M L S r (Kg)
JK-1 6.6 ~7.8 10 54 22 5 0.2
JK-2 9.0~11.0 10 2 28 6 0.3
JK-1612 11.0 ~13.0 12 72 32 7 0.4

A TR, R AW, 25N,

The body is malleable iron. the other parts are hot-dip galvanized steel.

- Ho—%

9. FATHAM (PDE)

Double Straps (Type PD) Fig.6
A5 EERY RO & TR
Catalog Dimensions (mm) Rated Failure Load Weight
NO. b d L S (KN) (Kg)
PD -7 16 18 70 40 70 0.5
PD - 10 16 20 80 45 100 0.7
PD- 12 16 24 100 50 120 1.1
PD - 16 22 26 130 60 160 1.4
PD - 1612 18 26 120 60 160 1.4
PD - 1614 22 26 140 60 160 2.0
PD - 20 26 26 110 70 200 2.1
PD -2018 26 26 180 70 200 3.4
PD - 30 32 39 150 92 300 4.6
PD -3012 32 39 120 80 300 3.9
PD - 3018 32 39 180 80 300 4.8
PD - 42 36 42 260 100 420 9.0
PD - 50 38 45 130 110 500 7.0
PD - 60 42 51 135 124 600 8.5
PD-2114S 20 26 140 60 210 1.8
PD - 3214S 28 33 140 60 320 2.5
PD - 42128 32 39 120 85 420 3.5
PD - 64S 36 45 135 100 640 5.5
PD - 84230S 36 51 230 122 840 10.2
UL, 1.

hot-dip galvanized steel.
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10. IRELE
Twin Eye Nut
F'
| |
I ”
i N | 9%
£ B\ <
HAE
I
B2 FERT £E
Catalog Dimensions (mm) Weight
NO. A B C D E F (Kg)
4005 32 25 17 16 32 35 0.70
4007 32 25 17 20 32 35 0.68
4 HER R
hot-dip galvanized drop forged steel.
11. 73R8
Oval Eye Nut
F E
=G
| t
1] [ SQ
"I
A5 ERRY FE
Catalog Dimensions (mm) Weight
NO. A B C D E F (Kg)
4015 67 44 19 16 13 29 0.25
4017 76 44 19 20 13 38 0.28
AR
hot-dip galvanized drop forged steel.
Web site: www.trigoldpower.com 96 E-mail: trigoldpower@163.com




EBEZNBREFRLH
TRGOI—D TRIGOLD POWER CO.,LT;

N gEHE R
GROUNDING FITTINGS

L #iEsk
Grounding Clamp
w H
1
o | |
_ |
E &
5% EERA £ 5 :
Catalog Dimensions (mm) Weight Cﬁi o
NO. L W H (Kg)
GDX - 16 50 32 25 0.85 #4% 4% Hot-dip galvanized
GDX - 16 50 32 25 0.85 #4247 Copper plated
GDT - 16 42 27 25 0.20 4 4 /% Brassing

B RA T RAGIA S S, BEH, FRIREGIRES.

The body is made of malleable iron. cotter pin is stainless steel, the other parts are steel, All ferrous parts are hot-dip galvanized .

2. #HAE —
Grounding Rod
o FE—F———%
L
bilE=s . EER-‘T EE wE
Catalog Dimensions (mm) Weight Coutin
NO. d L (Kg) .
JDT - 1410 14 1000 1.2
JDT - 1420 14 2000 2.4 .
JDT - 1610 16 1000 1.6 Co %ffﬂ?ated
IDT - 1620 16 2000 32 SRSk
JDT - 1630 16 3000 4.7

HERARGER 200 = F0: IDXALR R4 048, IDTAE b 4R AR, JBTR Fa 5.

The grounding rods are made in according to three coated ways. "JDX" type are made of hot-dip galvanized steel, "JDT" type are made of
copper plated steel, "JBT" type are made of copper coated steel.
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3.

4,

HesMm

Driving Head

Coupler i

Ground Rod (threaded)

Coupler [

Assembled Grounding Set

Coupler

Size and material can be specified according to request.

Web site: www.trigoldpower.com

98

Cap  Drilling Head Driving Head
Ground Rod (threaded)
Drilling Head
B 25 K .
Grounding Clamp
7
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Catalog . * Dimensions (mm) &l fﬁ
Figure No. Material
NO. A B Rl | R2 | M N
UC-1 | 66 40 14.5 5.25 10 25 Brass
UC-2 1 75 52 19 5.25 12 25 Brass
TC-25 2 55 55 35 35 6 40 Brass
TC-50 2 55 55 4.5 4.5 8 40 Brass
TC-95 2 55 55 6.5 6.5 8 40 Brass
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JL. ABC e 40t
ABC CABLE ACCESSORIES

Insulated piercing connector

Conductor range (mm?)
TYPE ; No. bolt
Main Tap
SM1-95 16-95 1.5-10 1
SM2-95 16-95 4-35(50) 1
SM3-95 25-95 25-95 1
SM4-150 50-150 50-150 1

IPVC Insulated piercing connector with PVC cover

TYPE Cross section of the | Cross section of the
main conductor(mm?) | tap conductor(mm?)
IPVC -1 6-25 6-25
IPVC -2 35-70 6-25
IPVC -3 35-70 35-70
IPVC -4 35-95 4 -50
IPVC -5 70 - 150 4-50
Wedge type Dead end clamp
TYPE (mm) Slipping(N)
JBG 12-14 1500
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Dead end assemblies for insulated neutral messenger

Anchoring clamp DEA -- thermoplastic body

Ref Area Dia. Slopping Ref.
: (mm?) (mm) (kg) EDF/SICAME

DEA 120-2000 95-120 15-17.5 2000 PA120-2000
DEA 95-2000 70-95 13.5-16 1950 PA95-2000
DEA 70-2000 54-70 12.5-14 1950 PA 2000
DEA 54-1500 50-70 12-14 1500 PA 1500
DEA 35-1000 25-35 8-11 1000 PA35-1000

DEA 25-600 16-25 6-9 600 PA25-600

Strain clamps -- aluminium alloy body with insulating plastic wedges

Ref Area Dia. Slopping Ref.
) (mm?) (mm) (daN) EDF/SICAME
DEAA 95-2000 70-95 13.5-16 1950 PA95-2000
DEAA 70-2000 54-70 12.5-14 1950 PA 2000
DEAA 54-1500 50-70 12-14 1500 PA 1500
DEAA 35-1000 25-35 8-11 1000 PA35-1000A
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Anchoring clamp

Material: Mild steel, nylon plus fiber glass

Product property: It is used to terminate 4-core of aerial bundle conductor. Its function is
fixing and tightening the insulation conductor.

s,
Modle Conductor Cross-section (mm?)
NES-BI 4x(16-35)
NES-B2 4x(50-120)
NES-B3 4x(25-120)
NES-B4 4x(95-150)
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Suspension clamp

Product property: On poles, in alignment or angle, different level, also provide for
hanging a public light bundle.

Modle Conductor Range
SHC-1 4x(16-35)
SHC-2 4x(50-120)
SHC-3 4x(50-70)
SHC-4 4x(50-70)
SHC-5 4x(70-95)
SHC-6 4x(70-95)
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SUDPENSION CLAMP WITH BRACKET
CS 1500 and PS 1500

CS 1500 2000

PS 1500 + LM 1500
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Bracket Single Hook Bracket

150 \
200 60

Insulated supports on walls

Ref Drill Wall spacing I B
' D(mm) d(mm) (mm) (mm)
IS 1 SH/BH 12 10 62 20-50
IS 3 SH 12 30 82 20-50
IS 6 SH/BH 12 60 110 20-50
IS 10 SH/BH 16 100 142 20-50
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Polyethylene Type Spacer

Fig.1

19

147

104

Snap Tie

Catalog No. TG-FIQ-15 TG-FIQ-15R TG-FIQ-35R
Fig. No. 1 2 3
Material High-Density Polyethylene | High-Density Polyethylene | High-Density Polyethylene
Rated Voltage, kV 15 15 35
Low frequency withstand voltage Dry, kV 48 48 85
Low frequency withstand voltage Wet, kV 38 38 70
Low frequency flashover voltage Dry, kV 60 60 100
Low frequency flashover voltage Wet, kV 48 48 80
Critical dry impulse flashover Positive, kV 85 85 135
Critical dry impulse flashover Negative, kV 100 100 155
Ultimate strengh, kN 4.5 4.5 8

Web site: www.trigoldpower.com
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Line Taps HD series
Dimensions (mm)
TYPE D L
HD - 16 M 17 x2.5 20
HD - 25 M19x2.5 27
HD - 35 M21x2.5 35
HD - 50-70 M23x2.5 42
HD - 90-120 M25x2.5 45
HD - 150-185 M29x2.5 60
HD - 200-240 M31x25 62,72

Bolted copper lug

TYPE Cross section (mm?)
BCLI 4-10
BCL2 16
BCL3 23433
BCL4 50 - 70
BCL5 95
BCL6 120
BCL7 150 - 185
BCLS8 240
BCL9 300 - 400
BCL10 500

Al-alloy suspension clamp for bundled conductors

SEREATED
PRESSUME PAD

TYPE Conducter (mm?)
ASC - 1 16 - 25
ASC-2 35-50
ASC-3 70 - 95
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There products are suitable for the connection of copper conductors(section
1.5-1000mm?) in power cable with electronic equipment the are made of
with higher 99.9 percent pure cooper tube T2 and coated with tin. Working
temperature -55°C ~ 150°C.

SC Cable Lug
Dimensions (mm)
TYFE @ Hole D d L .
SC-15 42, 52 35 2.9 18
5C-2.5 42, 52,62 4 23 19 = ' %t |
SC-4 52,62 4.8 3.1 20 S S-S
SC-6 52,6.2,82 55 38 % L
SC-10 62,82 6.8 4.8 245 %
SC- 16 6.2,82,10.5 75 55 295
SC-25 62,82,105 9 7 325 —
SC- 35 6.2,82,10.5,12.5] 105 8.2 375 S
SC - 50 82,105,125 | 125 9.8 44.5 ] .
SC-70 82,105,125 | 145 | 115 | 48 -
SC-95 10.5, 12.5 175 | 13.8 54
SC- 120 12.5,16.5 195 | 155 61
SC - 150 12.5,16.5 21 16.5 68
SC- 185 16.5 235 | 188 76
SC - 240 16.5 26 20 88.5
SC - 300 16.5, 20.5 30 24 99
SC - 400 16.5,20.5 34 27 | 1105
SC - 500 16.5,20.5 38 30 121
SC - 630 20.5 45 35 135.5
SC - 800 225 50 39 170
SC - 1000 225 56 44 200
Copper Lug (O1l Seal)
Type Dimensions (mm) Weight
o | D|]d|L]|LI]|]B (kg)
DT-10 | 85| 9 |55]| 67 | 34 | 16 0.02
DT-16 |85| 10| 6 | 67 | 34 | 16 0.03
DT-25 |85 | 11| 7 | 70 | 34 | 18 0.03
DT-35 |105| 12 | 85| 79 | 38 | 20 0.04
DT-50 |105] 14 | 95 | 87 | 43 | 23 0.06
DT-70 |125] 16 |11.5] 95 | 45 | 26 0.08
DT-95 |125] 18 |13.5] 105 | 50 | 28 0.10
DT-120 |145] 20 | 15 | 112 | 53 | 30 0.14 —
DT-150 |145] 22 [16.5] 118 | 56 | 34 0.18 /. — 1 B A
DT-185 |165| 25 185|125 57 | 37 0.25 Lk =
DT-240 |16.5] 27 | 21 | 136 | 61 | 40 0.30 —=
DT-300 | 21 | 30 | 23 | 160 | 75 | 45 0.45
DT-400 | 21 | 34 | 26 | 165 | 77 | 50 0.58 X
DT-500 | - | 38 | 29 | 190 | 80 | 60 0.98 . 4@ H———
DT-630 | - | 45 | 34 | 220 | 90 | 80 1.77 Q_
DT-800 | - | 50 | 38 | 260 | 105 | 100 2.70 \
%
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DTL series of copper-aluminum wiring terminals are suitable for transition
connection of the circular aluminum wires, hemicycle-sector aluminium wires,
power supply cables in the distribution equipment and cooper terminals of the
electrical equipment.The material of aluminium and cooper is that of L3 and
T2 respectively. The technology of friction welding is wonderfully adopted.
There fore they have disinguishing features of strong weld intensity, good
nature in electrification, resistant galvanic corrosion and long service life.

DTL-1 Bimetallic-lug

Type Dimensions (mm) Weight
@ | D|d|L|LI|B (kg)

DTL-1-16 |85 | 10 [ 6 [ 70 [ 36 | 16 0.02

DTL-1-25 [ 85|12 | 7 |75 [37 | 18 0.02

DTL-1-35 [10.5] 14 [ 8.5 | 85 | 43 | 20 0.03 S

DTL-1-50 [10.5[ 16 [ 9.5 [ 90 | 44 | 23 0.04 N T
DTL-1-70 [12.5| 18 [11.5[102 | 50 | 26 0.05 N7/ e— -
DTL-1-95 [12.5] 21 [135[112 | 55 | 28 0.07 B
DTL-1-120 [145] 23 | 15 | 120 | 58 | 30 0.08 :
DTL-1-150 [145| 25 165|126 | 60 | 34 0.12 2
DTL-1-185 [ 165 | 27 | 185|133 | 61 | 37 0.14 e
DTL-1-240 [165| 30 | 21 | 140 | 63 | 40 0.19 .-
DTL-1-300 | 21 | 34 | 23 | 165 | 70 | 45 0.29 m @ -—ﬁ( —+
DTL-1-400 | 21 | 38 [26.5]170 | 72 | 50 0.30 i

DTL-2 Bimetallic-lug

Type Dimensions (mm) Weight
o | p|d|L]|LI]|B (kg)

DTL-2-16 13 16 6 90 | 42 - 0.0560

DTL-2-25 13 16 7 90 | 42 - 0.0540

DTL-2-35 13 16 | 85 | 90 | 42 - 0.0500

DTL-2-50 13 1 20 | 96 | 90 | 43 - 0.0670 Cu Al

DTL-2-70 13 20 [ 11.5| 90 43 - 0.0650

DTL-2-95 13 | 20 | 135 90 | 43 - 0.0600 77
DTL-2-120 | 13 | 25 | 15 | 115 | 60 - 0.1230 [
DTL-2-150 | 13 | 25 |16.6 | 115 | 60 - 0.1250

DTL-2-185 | 13 | 32 | 185|122 | 60 - 0.2280 L1
DTL-2-240 | 13 | 32 | 21 | 122 | 60 - 0.2170

DTL-2-300 | 13 | 34 | 23 | 125 | 62 - 0.2770 -
DTL-2-300D | 13 | 34 | 23 | 125 | 62 - KL\

DTL-2-400 | 13 | 38 | 26 | 159 | 70 - 0.4260
DTL-2-400D | 19 40 26 [ 159 | 70 - — "
DTL-2-500 19 47 20 | 167 | 75 - 0.5600 Ll
DTL-2-630 | 21 | 54 | 34 | 200 | 80 - 0.8500 @
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Connecting terminals are suitable for the conjunction of wires, cables in the
distribution equipment and the electrical equipment. DL series of aluminum

connecting terminals are pressed with aluminium bae (L3).

Aluminium Lug

Dimensions (mm) Weight
Tyipe @ [ D]|d]|L|L]|B (kg)

DL-16 | 85|10 | 6 | 70 | 36 | 16 0.01

DL-25 | 85| 12| 7 | 75| 37 | 18 0.01

DL-35 |105| 14 | 85| 85 | 43 | 20 0.02

DL-50 |105| 16 | 95| 90 | 44 | 23 0.03

DL-70 |125] 18 |11.5] 102 | 50 | 26 0.04

DL-95 |125| 21 |135]112 | 55 | 28 0.06
DL-120 |145] 23 | 15 | 120 | 58 | 30 0.07 Y7 — 5| a
DL-150 |14.5]| 25 |16.5] 126 | 60 | 34 0.09  ——

DL-185 |165| 27 | 185 133 | 61 | 37 0.10 L1
DL-240 |165| 30 | 21 | 140 | 63 | 40 0.14 L
DL-300 | 21 | 34 | 23 | 165 | 70 | 45 021 ‘
DL-400 | 21 | 38 265|170 | 72 | 50 021
DL-500 | - | 42 [295]/190 | 80 | 60 0.42 ‘@Q— e'e —
DL-630 | - | 54 | 34 | 225| 87 | 80 0.84
DL-800 | - | 60 | 38 | 270 | 105 | 100 1.20 \E

There products are suitable for the connect wire and hemicycle-sertor wire in
distribution equipment or power supply cables. GTL series hole-passing
connection tube is made of frition-welding craft, both top quality.

GTL Copper-aluminum Connecting Pipe
yps Dimensions (mm) Weight
DI |dl | D| d L | Ll|L2 (kg)

GTL-16 | 9 | 5 [10] 6 | 75| 35 | 28 0.02

GTL-25 |10 [65 |12 | 7 [ 8239 ] 31 0.03

GTL-35 |11 | 7 [ 14 [85] 9 [ 44 | 34 0.04

GTL-50 | 13 [ 85 16 [95] 95 | 45 | 38 0.06

GTL-70 | 15 [ 95| 18 [11.5]105] 52 | 40 0.08

GTL-95 | 17 [11.5] 21 [135] 110 | 51 | 43 0.11

GTL-120 | 19 [135] 23 [ 15 [112 | 52 | 43 0.12 N
GTL-150 | 21 | 15 | 25 [165| 118 | 54 | 44 0.16 M"—"EPL
GTL-185 | 23 [165] 27 [185] 125 | 58 | 47 0.20 = == = ==
GTL-240 | 26 [185] 30 | 21 [ 130 | 60 | 48 0.25 z =
GTL-300 | 29 [ 21 [ 34 [ 23 [145] 65 | 55 0.35 T 5
GTL-400 | 30 | 23 | 38 [265] 155 70 | 60 0.36

GTL-500 | 34 | 27 | 42 [295[ 165 75 | 65 0.57 L
GTL-630 | 38 | 29 | 54 [ 34 [ 180 | 80 | 70 0.70
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Thses products are applicable for the connection of the circular wire.
hemicyde wire with power supply cable in distribution equipment. They
are made of higher 99.9 percent pure T2 copper tube, and coated tin.

GTY Copper Connection Pipe

Dimensions (mm) Weight
T3P D d L (kg)
GTY- 1.5 35 1.8 20 0.001
GTY -25 4 25 20 0.001
GTY -4 4.8 3.1 20 0.001
GTY -6 5.5 38 25 0.002
GTY - 10 6.8 4.8 30 0.004
GTY - 16 75 55 35 0.006 GTY-1
GTY -25 9 7 40 0.008 z 7
GTY - 35 10.5 8.2 45 0.012 al o _ﬁ;
GTY - 50 12.5 9.8 50 0.019
GTY - 70 14.5 11.5 55 0.027
GTY - 95 17.5 13.5 60 0.047 L
GTY - 120 19.5 15 65 0.060
GTY - 150 21 16.5 70 0.078
GTY - 185 235 18.5 75 0.101
GTY - 240 26.5 21 80 0.137 GTY-2
GTY - 300 30 24 85 0.233
GTY - 400 34 26.5 90 0.261 N .
GTY - 500 38 30 100 0.300
GTY - 600 45 35 110 0.360 - -
GTY - 800 50 39 150 0400 L
GTY - 1000 56 44 170 0.455

It 1s suitable for the connection of copper splicing wire, made of C-shaped
copper material.
C-Shape Clamp

Dimensions (mm) Weight

Type A L C R (kg)
CCT- 10 7 9.5 4 1.9 0.005
CCT- 16 7.8 11.8 5 2.3 0.005
CCT - 20 8.6 12.8 5.5 2.6 0.006
CCT-26 10 15 6.5 2.6 0.008
CCT - 44 13.5 19 8.5 4.1 0.022
CCT - 60 15.5 22 10 4.7 0.026
CCT-76 17.2 22 12 6.1 0.037 L
CCT-98 21 25 13 6.2 0.057 @&
CCT- 122 22.5 26 14 7.0 0.067
CCT - 154 25.7 28 17 8.7 0.074 O < 1 1
CCT - 190 28.5 35 17.5 8.9 0.101
CCT - 240 30 40 19 9.9 0.151
CCT - 288 34.5 45 22.5 11.3 0.194
CCT - 365 37.5 50 25 13.1 0.231
CCT - 450 42.5 60 28 14.3 0.464
CCT - 560 46 65 31 16 0.577
CCT - 700 51.5 70 34 18 0.746
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Pre-insulated sleeve

Material: Aluminum alloy

Product property: MJPT is designed to connect the insulated cable (include ABC cable)
in aerial distribution network. It is in accordance with NFC33-021. The sleeve is with
some tension.

And its cap can prevent the water into the barrel. It is colored differently to distinguish
the cable sizes.

Marked with type, cable size, die size, inner cable length and number of crimping.

Cable Size Plastic Slrrve Length
Modle (mm) Diameter (mm) (mm)
A B C L
MIPT 16/16 16 16 20 98.5
MIJPT 25/25 25 25 20 98.5
MIJPT 35/35 35 35 20 98.5 NN REE .
<] —— | m

MIPT 50/50 50 50 20 98.5 1 T D
MIPT 70/70 70 70 20 98.5 C ]
MIPT 95/95 95 95 20 98.5 L

Pre-insulated sleeve

Material: Al-99.5%

Product property: MJPB is designed to connect the insulated cable (include ABC cable).
It is in accordance with NFC33-021. The sleeve is without tension.

And its cap can prevent the water into the barrel. It is colored differently to distinguish
the cable size.

Marked with type, cable size, die size, inner cable length and number of crimping.

Cable Size Plastic Slrrve Length
Modle (mm) Diameter (mm) (mm)
A B C L
MIPB 6/16 6 16 16 73.5
MIPB 10/16 10 16 16 73.5
MIPB 16/16 16 16 16 73.5
MIJPB 16/25 16 25 16 73.5
MIPB 25/25 25 25 16 73.5

|

A
|
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Pre-insulated sleeve

Material: Aluminum alloy
Product property: MJPTN is designed to connect the neutral messenger in aerial
bundled cable. It is in accordance with NFC33-021. The sleeve is with full tension.
And its cap can prevent the water into the barrel. It is colored differently to distinguish

the cable sizes.

Marked with type, cable size, die size, inner cable length and number of crimping.

Pre-insulated bimetal lug

Material: E-Cu; Al-99.6%
Product property: CPTAU is designed to connect the insulated cable (include ABC cable).
It 1s in accordance with NFC33-021.
The waterproof cap can prevent the water into the barrel. It 1s colored differently to
distinguish the cable sizes.
Marked with type, cable size, die size, inner cable length and number of crimping.

Cable Size Plastic Slrrve Length
Modle (mm?) Diameter (mm) (mm)
A B C L
MIPTN 54.6/54.6 | 54.6 54.6 20 172.5 = B e
MJPTN 54.6/70 | 54.6 70 20 172.5 I Il I il i g [
MIPTN 70/70 70 70 20 172.5 C
MIPTN 95/95D 95 95 25 172.5 L

Cable Size Plastic Slrrve Length
Modle (mm) Diameter (mm) (mm)
C B %) L
CPTAU 16-10 16 20 10.5 73
CPTAU 25-12 20 24 13 98.5
CPTAU 35-12 20 24 13 98.5
CPTAU 50-12 20 24 13 98.5
CPTAU 54.6-12 20 24 13 98.5
CPTAU 70-12 20 24 13 98.5
CPTAU 95-12 20 24 13 98.5
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CABLE TERMINAL & JOINT KITS

General

1KV, 11KV, 33K Vseries heat-shrinkable cable termination kit and joints have the
function of water-proof, stress control and insulation. With the excellent electrical
and mechanical function, they can be used in all kinds of conditions for a long time.
With light weight and easy mounting, they are widely used in power supply, and
petrochemicals, metallurgy, railway station, sea port and other constructions.

11KV heat shrinkable cable accessory

o Mode & | The applicable
specification | cable section
NSY-11/1.1 25-50
1-core indoor | NSY-11/1.2 70-120
termination kit | NSY-11/1.3 150-240
NSY-11/1.4 300-500
WSY-11/1.1 25-50
1-core outdoor | WSY-11/1.2 70-120
termination kit | WSY-11/1.3 150-240
WSY-11/1.4 300-500
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11KV heat shrinkable cable accessory

Histi Mode & | The applicgble
specification | cable section
NSY-11/3.1 25-50
3-core indoor | NSY-11/3.2 70-120
termination kit | NSY-11/3.3 150-240
NSY-11/3.4 300-500
WSY-11/3.1 25-50
3-core outdoor | WSY-11/3.2 70-120
termination kit | WSY-11/3.3 150-240
WSY-11/3.4 300-500
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33KV One-core heat shrinkable cable

accessory
e Mpde & The applicgble

specification | cable section

TR - NSY-33/1.1 50-120

termination kit NSY-33/1.2 150-300

NSY-33/1.3 400-500

I -core outdoor WSY-33/1.1 50-120

termination kit WSY-33/1.2 150-300

WSY-33/1.3 400-500

33KV Three-core heat shrinkable cable

accessory
Yoo Mpde & The applicfible
specification | cable section
; NSY-33/3.1 50-120
tzrf;falrf;gt NSY-333.2 | 150-300
NSY-33/3.3 400-500
3-core outdoor WSY-33/3.1 50-120
termination kit WSY-33/3.2 150-300
WSY-33/3.3 400-500

11KV series heat shrinkable cable accessories

[tem Mode & specification The applicable cable section
JSY-11/1.1 25-50
1-core joints JSY-11/1.2 70-120
JSY-11/1.3 150-240
JSY-11/1.4 300-400
JSY-11/3.1 25-50
3 .. JSY-11/3.2 70-120
-core joints
JSY-11/3.3 150-240
JSY-11/3.4 300-400
JSZ-11/1.1 25-50
Oil-immersed 1-core joints I8Z-11/1.2 70-120
JSZ-11/1.3 150-240
JSZ-11/1.4 300-400
JSZ-11/3.1 25-50
Oil-immersed 3-core joints ISZ-11/32 70-120
JSZ-11/3.3 150-240
JSZ-11/3.4 300-400
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