
LED Module Flood Light
M-V

lm/W

Light Efficacy up to 140-160Lm/W
Input Voltage: 100-240VAC or 100-277VAC
5 years warranty.
High-efficiency radiating aluminum material, 
smaller size, cost-effective.
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Spec ifica tions

Watt(W) Product
Size(mm) 

140 lm/W

Combination 
scheme

Light 
Efficiency

(lm/W)
Input 

100-240/277Vac
or 200-240Vac

50/60Hz

FLMS05-240XX

FLMS05-480XX

FLMS05-720XX

FLMS05-960XX

FLMS05-1440XX

FLMS05-1920XX

240

480

720

960

.1440

1920

515*225*100mm

515*395*100mm

515*565*100mm

515*735*100mm

970*565*100mm

970*735*100mm

1*1

1*2

1*3

1*4

2*3

2*4

CRI
(Ra)

70+3000K-
6500K

CCT
(K)

Working
Temperature 

Storing
Temperature 

-20℃～+45℃ -20℃～+80℃

Protection
Grade 

IP65

LED Type

Lumiles 3030

Driver
Brand 

PF

>0.9
SOSEN 

OR OTHERS 
BRAND

30° / 60° / 90°

Beam
Angle 

Item No.

Watt(W) Product
Size(mm) 

160 lm/W

Combination 
scheme

Light 
Efficiency

(lm/W)
Input 

100-240/277Vac
or 200-240Vac

50/60Hz

FLMS05-120XX

FLMS05-240XX

FLMS05-360XX

FLMS05-480XX

FLMS05-720XX

FLMS05-960XX

120

240

360

480

720

960

1*1

1*2

1*3

1*4

2*3

2*4

CRI
(Ra)

70+3000K-
6500K

CCT
(K)

Working
Temperature 

Storing
Temperature 

-20℃～+45℃ -20℃～+80℃

Protection
Grade 

IP65

LED Type

3030

Driver
Brand 

PF

>0.9
SOSEN 

OR OTHERS 
BRAND

30° / 60° / 90°

Beam
Angle 

Item No.

515*225*100mm

515*395*100mm

515*565*100mm

515*735*100mm

970*565*100mm

970*735*100mm



Dimension

1*1 515 454 225

1*2 515 454 395

1*3 515 454 565

1*4 515 454 735

2*3 970 909 565

2*4 970 909 735

Product size W(mm) W1(mm)

150

320

490

660

490

660

L1(mm)

100

100

100

100

100

100

H(mm)

78

78

78

78

78

78

H1(mm)L(mm)

There will be slight deviation in the actual situation, 
which is subject to the actual situation.

Watt(W) Product
Size(mm) 

150 lm/W

Combination 
scheme

Light 
Efficiency

(lm/W)
Input 

100-240/277Vac
or 200-240Vac

50/60Hz

FLMS05-150XX

FLMS05-200XX

FLMS05-300XX

FLMS05-400XX

FLMS05-450XX

FLMS05-480XX

FLMS05-600XX

FLMS05-600XX

FLMS05-800XX

FLMS05-900XX

FLMS05-1200XX

FLMS05-1200XX

FLMS05-1600XX

150

200

300

400

450

480

600

600

800

900

1200

1200

1600

515*225*100mm

515*225*100mm

515*395*100mm

515*395*100mm

515*565*100mm

515*565*100mm

515*565*100mm

515*735*100mm

515*735*100mm

970*565*100mm

970*565*100mm

970*735*100mm

970*735*100mm

1*1

1*1

1*2

1*2

1*3

1*3

1*3

1*4

1*4

2*3

2*3

2*4

2*4

CRI
(Ra)

70+3000K-
6500K

CCT
(K)

Working
Temperature 

Storing
Temperature 

-20℃～+45℃ -20℃～+80℃

Protection
Grade 

IP65

LED Type

3030

Driver
Brand 

PF

>0.9
SOSEN 

OR OTHERS 
BRAND

30° / 60° / 90°

Beam
Angle 

Item No.

W1

W

H1

H

L L1



Application

Wall Mounted Ground Mounted

Distribute curve and illuminance distribute curve

Installation guide

30°
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60°
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0
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