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English



Firmware Version:

(1)

Firmware version will be displayed by scanning “$SW#VER”.

Barcode Programming:
Netum barcode scanners are factory programmed for the most common 
terminal and communication settings. If you need to change these settings, 
programming is accomplished by scanning the bar codes in this guide. An 
asterisk (*) next to an option indicates the default setting.

Connection Way
Scanner transmits data to your device via USB Dongle or USB cable. You can 
choose either way to start scanning. 

How to transmit data via 2.4G USB Dongle? 
(1)Plug the USB dongle into your device(Wireless Transmit was set by default).

$SW#VER

Scanning the following barcode can restore the scanner to the factory defaults.

Factory Defaults

(2)Power On the scanner.
(3)Setup keyboard language: US keyboard was set by default. If you use other 
type of keyboard please refer to Keyboard language.

Get Started:



(2)

%#IFSN0$1
*Wireless Transmit

$USB#KEY
*USB HID-KBW

USB HID-KBW

When you connect scanner with your device via USB cable, USB HID-KBW 
feature will be enabled by default. Scanner’s transmission will be simulated as 
USB key-board input. It works on a Plug and Play basis and no driver is 
required.

USB COM Port Emulation 
When you connect scanner with your device via USB cable, by scanning “USB 
COM Port Emulation” will allow your device to receive data in the way as a 
serial port does.

Note: A driver is required for this feature.

$USB#COM
USB COM Port Emulation

How to transmit data via USB Cable?
 (1)Plug one side of the USB cable into the bottom of scanner and plug the other 
side into your device.
(3)Setup keyboard language: US keyboard was set by default. If you use other 
type of keyboard please refer to Keyboard language.



(3)

Keyboard Language
For example If you use French Keyboard, scan command barcode of “French 
keyboard ”. 

$LAN#EN
*America EN keyboard

$LAN#FR
French keyboard

$LAN#GE
Germany keyboard

$LAN#IT
Italy keyboard

$LAN#PT
Portugal keyboard

$LAN#ES
Spain keyboard

$LAN#UK
UK keyboard

$LAN#HU
Hungary keyboard



(4)

Working Mode

If you are heading for a working area which lies outside the Bluetooth signal 
range, you may activate scanner’s store mode, following steps described below. 
Under this mode, all scanned data will be stored directly into the buffer 
memory of the device. Furthermore, data entries will be permanently saved in 
the buffer memory prior to the manual upload into the working station, so that 
you may upload them when you are near your working device.

$LAN#TK
Turkey Q keyboard

$LAN#TF
Turkey F keyboard

*Normal Mode Store Mode

Output Stored Data Output Total Entry

Clear Memory

Note: On Store Mode scanner will make 2 beeps when memory is full .



(5)

Convert Case

* Disable Convert Case ���’�����‘�™�����ƒ�•�‡�����™�ƒ�’�������´�æ�µ�ƒ��

���Ž�Ž�����’�’�‡�”�����ƒ�•�‡�����ƒ�æ�µ���� ���Ž�Ž�����‘�™�‡�”�����ƒ�•�‡�������æ�µ�ƒ��

�D���	�S�����t�r
�s�r���‹�•�•

�D���	�S�����x�r
�u�r���‹�•�•

Idle Time
Time period set for scanner from idle to sleep. Default Idle Time: 3mins.

�D�����������S���	�	
Power Off

�D���	�S�����r�r
�r�����‹�•
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Durée de repos



(22)

Volume du bip

Mappage des touches de fonction
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Asignación de teclas de función
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Versione del Firmware

Ripristino delle Impostazioni di Fabbrica

Programmazione di Codici a Barre

Iniziare
Metodo di connessione

Come trasmettere i dati tramite 2.4G USB Dongle?



(34)

Come trasmettere i dati tramite USB Dongle?

USB HID-KBW

Emulazione porta COM USB














