BIOBASE®

Constant Temperature Water Tank

WT-42
Features:

* Microprocessor control, LED display.

* Timing function and over-temperature protection.

% External material: Cold rolled steel with anti bacteria powder coating.

* |nner material: Stainless steel inner chamber.

Technical Parameters:

Temp. Range RT+5-100°C

Temp. Fluctuation <+0.5°C

Consumption 800W 1500W
Power Supply AC110V/220V+10%, 50/60Hz

Internal Size(L*W*H) mm 420*180*180 600*300*180
External Size(L*W*H) mm 580*250*270 760*370*270
Package Size(L*W*H) mm 640*310*310 820*440*310
Net Weight(kg) 10 15

Gross Weight(kg) 11 17
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BIOBASE CHINA

SWB-A/C

Features:

SWB-B

% Microprocessor controller with LED display, high precision of controlling temperature.
# Advanced multipurpose stainless steel spring clip.

Technical Parameters:

Temp. Range RT~100°C RT~99.9°C
Oscillation Amplitude 30mm 24mm 20mm
Rotary Speed 60~280rpm 50~280rpm 0~300rpm
Shaking Mode ?:;:2325;Ci[[ati°"’ 55;:232[?:"“[3“0" S.eciprocating, Reciprocating, continuous
Timing 0-120min

Consumption 1500w | 1550w 1500w
Power Supply AC 110/220V+10%, 50/60Hz

Internal Size(L*W*H) mm 490*390*170 | 490*390*150 ‘ 490*390*170
External Size(L*W*H) mm 720*480*520

Packing Size(L*W*H) mm 800*596*560 800*590*580 800*590*560
Gross Weight(kg) 48 52 48
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