BIOBASE®

Dental Chair Technical Parameters:

Automatic handrail 1 set

L ! Movable luxury tempered glass spittoon 1 set

Synchro moving chair 1 set
Motor-driven dental chair control system 1 set
24V DC mute motor 1 set
Dimmable induction LED oral cavity light 1 set
Low pressure filrm viewer 1 set
Independent saliva ejector with high&low suction 1 set
Gas-water separation device 1 set
Automatic disinfection system 1 set
Handpiece purified water switch system 1 set
Tap-mountad instrumant fray with air brake 1 set
3-way syring (cold/hot water) 1 set
Multifunctional foot switch 1 set
Operating stool 1 set
Multiple safety protection systems 1 set
Power Supply 220V+10%, 50/60Hz;110+10%, 60Hz
Package Size(L*W*H) 1450%1100*1200 mm
Net/Gross Weight 200kg/280kg

Optional Accessories:

High speed handheld machinery 2 sets
T Low speed handheld machinery 1 set
i Fiber high speed handheld machinery 1 set
i Fiber low speed handheld machinery 1 set
’_ Built-in dental cleaning machine 1 set
- Optical fiber circuit board + optical fiber hand-held mechanical tube 1 set
Dental endoscope 1 set
Instrument tray Microgravity water injection function Automatic disinfection system Dental built-in light curing 1 set
Built-in electric motor kit 1 set
Operating stool 1 set
Application:
Dental chairs are used in stomatology, medical institutions or dental clinics. The dental chair is used by trained dentists or Ollssy AEIMorEseoNbHIEADY OBl Y =200) i

dental technicians for oral diagnosis, treatment and surgery. BKHY-100 can support one dental chair, BKHY-200 can support two dental chairs.




