BIOBASE®

Digital Fruit Sclerometer

Features:

* Can store 896 peaks of data. The LED shows the peaks of data, and get rid of the data.

* Can output data; analyze the data by connected with computer.

* With digital peak value holding function, hold the peak value for 2 seconds and the peak value will be automatically can

celled.

* Green environmental - protective: If you do not operate the machine after 10 seconds, the machine will be shut down

automatically.

Technical Parameters:

BIOBASE CHINA

Digital Soil Water potential Meter

Features:

* High accuracy and high resolution can test soil temperature and water potential at the same time.
* Easy to operate, portable, flexible, can purchase one set with multi-probes.

* Automatically get the peak data of water potential.

* With time set, full scale set auto save function.

* Record temperature, water potential, time and storage No at the same time.

* Automatically turns off function.

Technical Parameters:

| Max Load 100kpa

Range 0.2 - 15 Kg/em? (x10° Pa) 0.4 - 30 Kg/cm? (x10° Pa)
Division Value 0.01 Kg/cm? 0.01 Kg/cm?

Pressure Head Diameter 1# @11.1mm 2# @7.9mm

Precision +1%

Display Mode Digital

Net Weight About 0.6KG

Insertion Depth of Pressure Head 10mm

Power Supply 220V 50Hz,110V 60Hz

Packing Size 290*190*120mm

Gross Weight 1.6kg

Resolution 0.01kpa

Accuracy +1FS

Soil Temperature Testing Range --55°C~150°C

Temperature Accuracy +0.5

Probe Quantities 3

Function Can test both soil water potential index and soil temperature index
Power Supply 9V battery

Packing Size 340*340*60mm, 550*60*60mm

Gross Weight 3.5kg




