
ABOUT US
Zhilixing Electronics Co., Ltd. was founded in 2007 and is headquartered in Lijia Town, 
Changzhou, which is known as which is known as “Jiangnan Electronics Township”.
The company covers an area of over 1,000 square meters.                                
With the continuous expansion of the market, in 2010, a new factory 
Chibi Zhilixing Electronic Technology Co., Ltd. Was established in the scenic Chibi City, 
Hubei province,China.In order to further improve production efficiency, Chibi Zhixing 
has 5 different production workshops to independently complete the production of profession
al products.The factory covers an area of more than 3,000 square meters. The company  
independently develops and produces connectors to ensure quality while reducing costs.   
Provide customers with quality services for professional  production, order fulfillment  
and product handover.
In 2018, our company established a high tech enterprise focusing on the development and  
production of related products in the field of parallel optical transmission 
Chibi HD Photoelectric Technology Co.,Ltd. In the face of the growing demand for                                                                                 
high-definition interconnects in the consumer electronics arena, our compan is committed                                                                        
to promoting a range of HDMI AOC products,USB AOC products, DP AOC products,                                               
HDMI optoelectronic modules and other high quality product that meets The requirements 
of high bandwidth, high speed,strong compatibility, and longdistance.Products are exported 
to Europe, distance.Products are exported to Europe, America, Southeast Asia markets. 
Its core staff comes from a professional team of HDMI HD industry for more than ten years.
We always adhere to the business philosophy of "Quality First, Credit First, Customer First“
to pursue excellence, keep making progress, provide customers with quality services, create
opportunities .for employees, create benefits for the society, realize product   
internationalization,and manage scientifically.
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Our Advantage
1,Less MOQ: accept 1piece for trial order.
2,Warranty Period: 2 years.
3,Laser engraving LOGO: free of charges for any quantity.
4,Faster Delivery:Lead time is 3-5 days for production;delivery time within 3 days.

Our Factory
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Our Certificate
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HDMI 2.0 Active Optical Cable
 TMDS signal,150m transmission distance, no signal attenuation, anti-EMI

18Gbps HDCP2.2 4:4:4 ARC
Name HDMI 2.0 Active Optical Cable
Model No. GQ-19-001 (10m ~ 100m)
Resolution 4K@60Hz (downward compatible)
Bandwidth 18Gbps
Chip Imported photoelectric conversion chip
Color space 4:4:4 Max
Color depth 12 bit Max
Type Male - Male
Core 4-core fiber + 7-core tinned copper
Outer diameter 5.2mm
Shell Zinc alloy
Jacket PVC, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support HDCP 2.2/HDR10/EDID/CEC/DDC/ARC/3D
Power consumption. 250mW 
Working temperature -40℃~70℃

APPLICATION

1, Large screen display multimedia display control 
system.
2, Remote flat-panel TV.
3, Medical image display.
4, large outdoor advertising screens.
5, Public security HD camera.
6, High-definition long-distance video conferencing.

7, Large poster. Home theater.
8, High-defintion digital bulletin board.
9, Family, school,monitoring,security.
10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

CUSTOM SERVICES

Length 10~100 meter

Zinc Alloy Shell's 
color

Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female

SOURCE AND DISPLAY
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CONTACT
Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     



Type C to HDMI Active Optical Cable
 DP signal,100m transmission distance, no signal attenuation, anti-EMI

10Gbps DP1.2 3D 4K*2K@60H
z

Name Type C/USB C to HDMI Active Optical Cable
Model No. GQ-19-201 (10M ~ 100M)
Resolution 4K*2K@60Hz 
Bandwidth 10Gbps
Chip ServerWorks chips (United States)
Color space 4:4:4 Max
Color depth 12 bit Max
Type Type C Male - HDMI Male
Core 4-core fiber + 7-core tinned copper
Outer diameter 5.2mm
Shell Zinc alloy
Jacket PVC, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support HDCP 2.2/HDR/EDID/DDC/3D
Working temperature -40℃~70℃

APPLICATION
1, Large screen display multimedia display control system.

2, Remote flat-panel TV.

3, Medical image display.
4, large outdoor advertising screens.

5, Public security HD camera.

6, High-definition long-distance video conferencing.

7, Large poster. Home theater.
8, High-defintion digital bulletin board.

9, Family, school,monitoring,security.

10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

SOURCE AND DISPLAY
CUSTOM SERVICES

Length 10~100 meter

Zinc Alloy Shell's color Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female
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CONTACT

Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     



HDMI 2.1 8K Active Optical Cable
 HDMI 2.1 TMDS signal,100meter transmission distance,48Gbps,no signal attenuation, anti-EMI

Name HDMI 8K Active Optical Cable
Model No. GQ-19-401 (10M~100M)
Resolution 8K@60Hz,4K@120Hz 
Bandwidth 48Gbps
Chip Imported photoelectric conversion chip
Color space 4:4:4 Max
Color depth 12 bit Max
Type Male - Male
Core 4-core fiber + 7-core tinned copper
Outer diameter 5.2mm
Shell Zinc alloy
Jacket PVC, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support HDCP 2.2/HDR10/EDID/DDC/3D/EMI/CEC/eARC
Power consumption. 250mW 
Working temperature -40℃~70℃

48Gbps HDCP 2.2 HDR EMI

APPLICATION

SOURCE AND DISPLAY

1, Large screen display multimedia display control system.

2, Remote flat-panel TV.

3, Medical image display.
4, large outdoor advertising screens.

5, Public security HD camera.

6, High-definition long-distance video conferencing.

7, Large poster. Home theater.
8, High-defintion digital bulletin board.

9, Family, school,monitoring,security.

10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

CUSTOM SERVICES
Length 10~100 meter

Zinc Alloy Shell's color Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female
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CONTACT
Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     
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HDMI 2.1 8K Armoured Active Optical Cable
TMDS signal,100meter transmission distance,48Gbps,no signal attenuation, anti-EMI

48Gbps HDMI 2.1 HDR EMI

Name HDMI 8K Aromured Active Optical Cable
Model No. ZLX-20-100
Resolution 8K@60Hz,4K@120Hz 
Bandwidth 48Gbps
Chip Imported photoelectric conversion chip
Color space 4:4:4 Max
Color depth 12 bit Max
Type Male - Male
Core 4-core fiber + 7-core tinned copper
Outer diameter 6.5mm
Shell Zinc alloy
Jacket TPU, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support eARC/HDCP 2.2/HDR10/EDID/DDC/CEC/3D/EMI
Power consumption. 250mW 
Working temperature -40℃~70℃

APPLICATION
1, Large screen display multimedia display control system.

2, Remote flat-panel TV.

3, Medical image display.
4, large outdoor advertising screens.

5, Public security HD camera.

6, High-definition long-distance video conferencing.

7, Large poster. Home theater.
8, High-defintion digital bulletin board.

9, Family, school,monitoring,security.

10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

SOURCE AND DISPLAY
CUSTOM SERVICES

Length 10~100 meter

Zinc Alloy Shell's color Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female

CONTACT
Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     



HDMI 2.0 Armoured Active Optical Cable
 HDMI 2.0,TMDS signal,150m transmission distance, no signal attenuation, anti-EMI

18Gbp
s

HDCP2.2 3D 4K@60HzHDR
Name HDMI 2.0 Armoured Active Optical Cable
Model No. ZLX-20-001 (10M ~ 150M)
Resolution 4K@60Hz
Bandwidth 18Gbps
Chip Imported photoelectric conversion chip
Color space 4:4:4 Max
Color depth 12 bit Max
Type Male - Male
Core 4-core OM3 fiber + 7-core 30AWG pure copper
Helical steel tape armoring SUS304  0.3mm thickness

Aramid fiber 2000 Dtex
Outer diameter 6.5mm
Shell Zinc alloy
Jacket TPU, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support HDCP 2.2/HDR10/EDID/DDC/CEC/3D/ARC
Power consumption. 250mW 
specialty Waterproof, resistant to ultraviolet radiation,acid,alkali,oil,fire and flame retardant.
Working temperature -40℃~70℃

1, Large screen display multimedia display control system.
2, Remote flat-panel TV.

3, Medical image display.
4, large outdoor advertising screens.

5, Public security HD camera.

6, High-definition long-distance video conferencing.

7, Large poster. Home theater.
8, High-defintion digital bulletin board.

9, Family, school,monitoring,security.

10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

APPLICATION

SOURCE AND DISPLAY CUSTOM SERVICES

Length 10~150 meter

Zinc Alloy Shell's color Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female
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CONTACT
Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     



HDMI 2.0 Type A to D Detachable Active Optical Cable
HDMI 2.0,TMDS signal,100m transmission distance, no signal attenuation, anti-EMI

18Gbps HDCP2.2 4*2K@60Hz ARC3D

Name HDMI 2.0 Type A to D (Micro HDMI) Detachable Active Optical Cable
Model No. GQ-19-301 (10M ~ 100M)

Resolution 4K@60Hz 4K*2K@60Hz 
Bandwidth 18Gbps
Chip Imported photoelectric conversion chip
Color space 4:4:4 Max
Color depth 12 bit Max
Type Type A - D (Micro HDMI) Detachable
Core 4-core fiber + 7-core tinned copper
Outer diameter 5.2mm
Shell Zinc alloy
Jacket PVC, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support HDCP 2.2/HDR10/EDID/CEC/DDC/3D/ARC
Power consumption. 250mW 
Advantage A and D connector can be Detachable(one cable two purposes)
Working temperature -40℃~70℃

APPLICATION
1, Large screen display multimedia display control system.
2, Remote flat-panel TV.

3, Medical image display.
4, large outdoor advertising screens.

5, Public security HD camera.

6, High-definition long-distance video conferencing.

7, Large poster. Home theater.
8, High-defintion digital bulletin board.

9, Family, school,monitoring,security.

10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

SOURCE AND DISPLAY
CUSTOM SERVICES

Length 10~100 meter

Zinc Alloy Shell's color Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female
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CONTACT

Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     



DP1.4 Type C - C Active Optical Cable
 DP 1.4, DP signal,30m transmission distance, no signal attenuation, anti-EMI

21.6Gbps HDCP2.2 4K*2K@60Hz 3DUSB C Standard

Name DP1.4 Type C-C Active Optical Cable
Model No. GQ-20-201 (10M ~ 30M)
Resolution 4K*2K@60Hz, 4K@30Hz, 1080p, 1080i, 720p
Bandwidth 21.6Gbps(5.4Gbps per channel)
Chip Imported photoelectric conversion chip
Color space 4:4:4 Max
Color depth 12 bit Max
Type Male - Male
Core 4-core fiber + 7-core tinned copper
Outer diameter 5.2mm
Shell Zinc alloy
Jacket PVC, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support HDCP 2.2/HDR/EDID/DDC/3D
Power consumption. 350mW 
Voltage/Current 5V/100mA
Working temperature -20℃~70℃

APPLICATION
1, Large screen display multimedia display control system.
2, Security cameras.

3, Medical image display.
4, DVD set top boxes.

5, Public security HD camera.

6, Automotive date transmission.
7, Large poster. Home theater.
8, High-defintion digital bulletin board.

9, Family, school,monitoring,security.

10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

SOURCE AND DISPLAY
CUSTOM SERVICES

Length 10~30 meter

Zinc Alloy Shell's color Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female
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CONTACT

Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     



Display Port 1.4 Active Optical Cable
 DP signal,100m transmission distance, no signal attenuation, anti-EMI

32.4Gbps HDCP2.2 3D HDR

Name Display port 1.4 Active Optical Cable
Model No. GQ-19-101 (10M ~ 100M)
Resolution 8K@60Hz,4K@144Hz 
Bandwidth 32.4Gbps
Chip Imported photoelectric conversion chip
Color space 4:4:4 Max
Color depth 12 bit Max
Type Male - Male
Core 4-core fiber + 7-core tinned copper
Outer diameter 5.2mm
Shell Zinc alloy
Jacket PVC, RoHS Directive-compliant 
Power supply No external power supply required, plug and play
Support HDCP 2.2/HDR/EDID/DDC/3D
Power consumption. 500mW 
Working temperature -40℃~70℃

APPLICATION

1, Large screen display multimedia display control system.

2, Remote flat-panel TV.

3, Medical image display.
4, large outdoor advertising screens.

5, Public security HD camera.

6, High-definition long-distance video conferencing.

7, Large poster. Home theater.
8, High-defintion digital bulletin board.

9, Family, school,monitoring,security.

10, Aviation aircraft video imaging system.
11 , Splicing screen video display.

SOURCE AND DISPLAY
CUSTOM SERVICES

Length 10~100 meter

Zinc Alloy Shell's color Black/Silver/ Others

Rubber core's color Black/Blue

Jacket PVC/Braiding/Steel/CL3

Logo Customizable for free

Packing Customizable

Connector Type A/Mini/Micro

Type Male/Female
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CONTACT

Mr.Ryan Lei       Email: ryan@cbzlx.com    
Tel/Whatsapp/Wechat: +86 13997531005     



TEST EQUIPMENT PLAYER AND DISPLAYER
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