
THERMAL 
LABEL PRINTER
QR-586A

E-commerce

Manufacturing
Transportation

Healthcare

Office area
Retail

INDUSTRIES

Receiving Labels
Inventoring Labels
Shipping Labels
Asset Labels
Packing Slips
Lab and Specimen Labels

Price Labeling
Pick and Pack Labels/Lists
Direct Store Delivery
Proof of Delirery and Pickup
E-citations

USED FOR

Print without 
using ink or a cartridge

Easy Setup

Use with any direct thermal label 

Printing Speed:150mm/s 



Direct thermal

203dpi

USB port 

Max150mm/s

40-110mm

Max 104mm

Continuous, gap, black mark,

fanfold and punched hole 

0.06mm-0.254mm

TSPL,EPL,ZPL

2794 mm

reflective sensor 

Transmissive gap sensor

12*24,24*24,48*48dot

GB18030-2000/BIG5 24×24/16×16 

Customized Font or Codepage 

UPC-A/UPC-E/JAN13(EAN13)/JAN8(EAN8)

CODE39ITF/CODABAR/CODE93/CODE128 

PDF-417,Maxicode, DataMatrix, QR code

AC100-240V 1A,60/50Hz

DC24V,2A

-5~40℃/ 20~80％

-20~60℃/ 10~90％

280mm*180mm*180mm 

1050g

260*190*160mm   1.65Kg

500*400*340mm    14kg

Printing Method 

Resolution

Interfaces

Printing speed

Paper width

printing width

Media Type(Labels)

Media Thickness

Command set

Max Length

Sensors

Font Size

Fonts

Barcode

2D-Barcode

Power Output

Power Input

Operating Environment

Storage Environment

Dimension

Weight

Gift Box

Carton

Product Specifications


