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Fig.6

Allowable amount of misalignments of SSM, CCM-type

Allowable amount of misalignment of GD, GDL-type
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Accurate alignment Stress pattern and contact area comparisions



Driving machines
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Recommended Lubricants

MAKERS GEAR OIL GREASE

Fig.8 How to fill lube oilFig.7 How to apply grease
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Load Examples of driven machines

Size No.

Mark of type

Gear coupling code

Size No.

Mark of type

Gear coupling code

SSM,GD:  Gear double engagement type

CCM,GDL:  Gear double engagement type

SEM,GS:  Gear Single engagement type

CEM,GSL:  Gear Single engagement large type
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GEKU-N SAM
GEKU-N GDS

GEKU-N SSM112~400
GEKU-N GD10~60   

GEKU-N CAM          GEKU-N CCM450~1250
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Size

SSMB

ι C
D DE

max/min max/min

DRUM SIZE

M N

D DE

max/min max/min
C ι ι A Size

GDBW,GSBW

ι ι

DIMENSIONSSize

OUTSIDE
Dia A

2GD

E C K1 K2

GEKU-N SHM

GEKU-N GFO

GEKU-N SFM

GEKU-N GFR

Brake Drum Type Brake Disc Type

S(Between shaft end)

S(Between shaft end)

S(Between shaft end)

S(Between shaft end)
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� ·Slide Type ·Sleeve Type ·Insulation Type ·With torque limiting function ·With compression bolt and
continuous oil lubricated type

·Limited-end Play Type ·Detachable Clutch Type ·The gear coupling with brake disc is
arranged on the wheel hub for transverse
drive of rolling mill

·With the highest speed and oil lubricated

·Shear Pin Type ·Spindle Type ·Patented metal corrugated seal
(high shaft displacement - long oil change
interval - possible oil lubrication - no leakage)

·With the patented metal corrugated seal as an alternative
to the Hyun chain shaft
(long interval between oil changes - possible oil lubrication
- no leakage)

·Vertical mounted
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