






  SMART LOCK

6.Functional Parameters

Project Description

Unlocking method
Face, palm vein, fingerprint, password, card, mechanical key, double verification, temporary 
password unlocking

Dummy Password Supported, up to 20 characters

Number of Password Digits 6 digits

Password Capacity Management password: 1; ordinary password: 99;

Card Type Standard M1 encryption card, sensing distance 5mm

Card capacity 100 sheets

Voice prompts Supported

Hibernate Supported, automatically enters sleep after 10s timeout without operation.

Encrypted Card Supported (anti-copy)

Anti-Tesla Supported (anti-black box destruction and unlocking)

Anti-pry alarm Supported, you can choose to turn on/off the anti-pry function

Trial and Error Alarm Supported, a total of 5 trial and error attempts for fingerprint, password, and card (5~9 times 
can be set, 5 times by default), the system will ring an alarm and lock for 90s

Low Voltage Alarm Supported. When the battery level is 5%, it indicates low battery. After alarming, it can be 
turned on normally 100 times.
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Dwell alarm Supported

5.Palmar vein Parameters

Project Description

Capacity Ordinary fingerprint : 100;

Recognition Rate ≤0.00001%

Rejection rate (FRR) ≤1%

Recognition speed ≤ 1.5 seconds/piece 

Recognition angle ≥45°

Identification distance Identification distance 0.1-0.3m, optimal 0.15-0.25m
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