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Key Feature

Ordering Information

Installation

Immaculate and stylish appearance

10.1-inch capacitive touch screen, 1024 × 600

8-channel wired alarm zone

Views live video of outdoor stations and linked cameras

Application

Villas 

Operation system

Flash

RAM

Linux
16MB
64MB

System parameters

Video Encoding

Video Pixels

H.264
VGA, 720P

Video parameters

Size

Operation Method

Resolution

10.1-inch
Touch screen
1024 × 600

Display parameters

Audio Encoding

Speaker

Microphone

G.711
Built-in loudspeaker
-56 ± 2dB

Audio parameters

Linked IPC

Interm

6
100

Capacity
Protocol TCP / IP, HTTP, DNS, NTP, RTSP,

 UDP, DHCP, ARP

Network parameters

Alarm input 8
RJ45

1

Installation

Color

Dimensions

Working Temperature

Storage Temperature

Protection Grade

Standby Power Consumption

Max Power Consumption

Power

Weight

Wall mounting
Black
255×170×15.5mm
-10°C ~ +50°C
-40°C ~ +70°C
IP30
≤1.6W
≤4W(Without Power output)
12-24V DC
With package: 690g
Without package: 580g

General

INDOOR STATION
V36

DATASHEET

Model Description

EH-IS-V36-EN1 

Fix the wall mounting plate on the junction box using screws.  
Fit the device onto the wall mounting plate after wiring is completed. 
Device installation completed.

Apartment 

 export@leelen.com

Alarm Logs

Messages 100
100

Doorbell 1

Black, 10.1-inch Touch screen, Linux


