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  LEDWIDE manufacturers high-quality LED products and 
offers full lighting solutions with over 10-year experience 
in the lighting field. Unique design, muti-functional is our 
success to cooperate with long term customers 
worldwide.

  All of our aluminum profiles are used in 6063 grade with 
T5 temper, and with strict quality control system to ensure 
the finish, dimension, function and ect., which ensure 5 
years+ warranty.
  Furthermore, our LED strips are manufactured in high 
standard, using one single BIN to ensure color uniformity 
from orders, owing 3 years+ warranty.

“Customer first” is our core culture, and we’re devoted 
to providing more and more “custom lighting solutions” 
such as: 1. custom length at max. 6m 2. custom cutting 
to achieve any required shape 3. custom light source 
either in pendant, surface mount or recessed .......

  Recently, with the higher demand and changes in the 
global market, we keep developing and searching for 
more useful products, and all items are regularly 
updated to keep releasing new products each month.

Our Culture
Credit First, Customer First, Quality First, Service First

Our Core Value
Quality, Innovation, Integrity

It is our great honor to work with you. LEDWIDE, always 
be your trusted partner in LED lighting field!!!





Design

IES TEST

Integrating
sphere test

Flammability
test

3D PRINTER



Two anodizing lines,monthly output 500T.
Anodizing thickness is up to 25um.
Color choices:Silver,bronze,champagne,
titanium,nickel,golden yellow,etc.
Standard:DIN,AAMA,AS,CHINA GB.

1.

2.

3.



D

Our 

Opal, Milky, Frost, Transparent 
diffuser at your option

Compatiable Diffuser

Max length is 10M

Max length is 50M



Aluminum custom





6 Ready for shipping.

1. Warehouse 2.Cleaning profiles 3. Packing profile with thick
foam to protect better.

4.Strapping 5. Making the package more
stable.

Q1. Can we order special length for aluminum profile ?
A. Yes, any special length within 6 meters can be made upon your request. But the MOQ for the length longer than 
2.5m is 500m per item.
Q2. What is MOQ for the aluminum profile and diffuser ?
A. Generally MOQ for aluminum profile and diffuser is 100meters per item, but it’s upon to the exact item due to the 
different size and weight.
Q3. Can you do OEM, how about the mould cost?
A. OEM is welcomed. The mould cost depends on different design, we’ll evaluate per your drawing.
Q4. How do you pack the goods well?
A. Standard package: using thick carton box and products are wrapped well by quality EPE foam for oversea shipping.
Pallet+ paper tube+carton box package upon request.
Q5. What's the delivery time?
A. Samples within 3 days; for bulk cargo, 5 days if in stock, otherwise 15-20 days.
Q6. How do you ship the goods and how long does it take to arrive?
A. We usually ship by DHL, UPS, FedEx or TNT for the order below 200kgs. It usually takes 4-8 days to arrive.
Airline and sea shipping are also accepted.
Q7. Do you offer guarantee for the products?
A. Yes, we offer at least 3 years warranty to our products.
Q8. What is the payment method?
A. Payment can be made by Bank transfer, credit card, Western union.(Flexible)
Q9. What are the main market of your products?
A. Our main market are America, Australia, Europe, UAE.
Q10. Can you accept a small trial order?
A. Sample or a small order is no problem to check our quality, we offer continuous service for you.







You can acquire an extended presentation 
kit that comes in a convenient travel case
containingsamples of the smaller, larger 
extrusions, extrusions with led lights and 
select accessories. Contact us to discuss 
individual products of interest and pricing.

What’s in the box:
These cases includes high-end led profiles of our series. 

The kit also includes: all of our support accessories and end caps, 5 lens (Focus, Clear, Milky, Opal & Frost). 
Finally, wou will also receive the latest catalog of Ledwide.

Profiles included in kit:

AS1,AS2,AS3,AST1,AS5,AS9

AR1,AR2,AR3,AR6.AR9

AC1,AC2,AC3,AC4,AC5

AT4,AT5,AT6,AT7N,AT11,AT12N

AT12N-3,AT13,AT14,AT15-30

AF1,AF2,AF2H,AP2,AA,AB,AV2

WP2,WR2,US20,U20,MD

AW1,AW2,AW4-1,AW6,AW7

CT4N,CT5,CT5S,CT6,CT7,ST1

STR3,R24,R30,R34,R60

P35,P46,P50,P60,TR40,TR50,

AW35,AW5-1W91,WN35-25,

WN31,WN35,EH80,ER50,

ER60,ER80,E50,E60,E80

AS1,AS2,AS9,AC2,E50,E60

AT12N,E80,US20,WN35,WP2

Dimension: 325*415*119.5MM

Net weight: 5KG

US$80/box

Dimension: 325*415*119.5MM

Net weight: 5KG

US$80/box

Dimension: 325*415*119.5MM

Net weight: 5KG

US$100/box



Information: Item No. < 9.6W/m < 14.4W/m < 19.2W/m < 28.8W/m < 38.4W/m < 57.6W/m
below is a table for your information:  (we have tested) 

AS1
AS2
AS3
AS5
AS9

AST1
AL60
US20
MD
U20
AR1
AR2
AR3
AR5

AR9
WR2

AC1
AC2
AC3
AC4
AC5
AW7
AV2

AT5
AT4

AT6

AT5H

AT15-30
AT7N

AT16-4
AT16-5

AT16-5H
AT16-11

AT16-30-60

AT11
AT12N

AT12N-3

AA
WP2

AB
AF1
AF2
AF3
ST1

STR3
R34
R60
AW1
AW2

AW4-1

AW5-1
AW8

AW35

TR35

P35
P46
P50
P60

P74
EH80

E50
WN35-25

WN35

ER50
WN31

TR50
TR60
TR80

E60

EU60
EU80
W91

CT4N
CT5

CT5S
CT6
CT7
CT8
CT9
B1

ER60
ER7635

E80

E80-22
E100
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SURFACE  SERIES
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12mm
(0.472in)

17mm
(0.669in)

8.5mm
(0.334in)

12mm
(0.472in)

17mm
(0.669in)

15mm
(0.590in)

SURFACE  SERIES

118.5° 118.5°
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20.7mm
(0.814in)

23.5mm
(0.925in)

11mm
(0.433in)

11.2mm
(0.44in)

15.9mm
(0.629in)

6mm
(0.236in)

SURFACE  SERIES

115° 115°
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17mm
(0.669in)

12mm
(0.472in)

13.7mm
(0.539in)

40°

AS9

8mm
(0.314in)

9mm
(0.354in) 5.7mm

(0.224in)

5mm inner width with 2216 strip

SURFACE  SERIES

NEW
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17mm
(0.669in)

12mm
(0.472in)

13.5mm
(0.531in)

60 Degree Lens

20mm
(0.787in)

20mm
(0.787in)

17mm
(0.669in)

SURFACE  SERIES

NEW
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17.8mm
(0.7in)

10.7mm
(0.421in)

17mm
(0.669in)

20mm
(0.787in)

17mm
(0.669in)

40mm
(1.574in)

SURFACE  SERIES

NEW
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RECESSED SERIES
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12mm
(0.472in)

17mm
(0.669in)

23mm
(0.905in)

8.5mm
(0.334in)

12mm
(0.472in)

17mm
(0.669in)

23mm
(0.905in)

15.2mm
(0.598in)

RECESSED SERIES
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20.7mm
(0.814in)

23.5mm
(0.925in)

30.5mm
(1.2in)

11mm
(0.433in)

11.2mm
(0.44in)
15.2mm
(0.598in)

22mm
(0.866in)

6mm
(0.236in)

RECESSED SERIES
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RECESSED SERIES

12mm
(0.472in)

17mm
(0.669in)

23mm
(0.905in)

18.6mm
(0.732in)

9mm
(0.354in)

14mm
(0.551in)

8mm
(0.314in)

5.7mm
(0.224in)

NEW

5mm inner width with 2216 strip
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CORNER SERIES
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CORNER SERIES

10mm
(0.393in)

16mm
(0.629in)

16mm
(0.629in)

10mm
(0.393in)16mm

(0.629in)

16mm
(0.629in)
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CORNER SERIES

18.4mm
(0.724in)

18.4mm
(0.724in)

12mm
(0.472in)

20mm
(0.787in)

30mm
(1.181in)

30mm
(1.181in)
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CORNER SERIES

Exclusive in New Zealand

20mm
(0.787in)

30mm
(1.181in)

30mm
(1.181in)

NEW
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CORNER SERIES

16mm
(0.629in)

20mm
(0.787in)

14mm

(0.551in)

30° 60°

NEW
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 SURFACE & SUSPENSION SERIES  
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 SURFACE & SUSPENSION SERIES  

19.2mm
(0.755in)

16.9mm
(0.665in)

19.5mm
(0.767in)

19.5mm
(0.767in)

16.9mm
(0.665in)

18.8mm
(0.740in)

105° 105°
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 SURFACE & SUSPENSION SERIES  

19.5mm
(0.767in)

16.9mm
(0.665in)

12.4mm
(0.488in)

19.5mm
(0.767in)

14.6mm
(0.574in)

16.9mm
(0.665in)

30 Degree Lens
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 SURFACE & SUSPENSION SERIES  

22.6mm
(0.889in)

19.7mm
(0.775in)

22.6mm
(0.889in)

19.7mm
(0.775in)

16.5mm
(0.649in)

19.5mm
(0.767in)

16.5mm
(0.649in)

19.5mm
(0.767in)

Aluminum EndcapClear lens 30°
/60° (PMMA)

Opal flat Diffuser 
(PMMA)

AT12N

30/60 Degree Lens

30°60°90°

30°60°90°

NEW

NEW

AT12N-3

30/60 Degree Lens

Designed for IP67

Joiners180°A
Code:

Joiners 90°B
CT4N 90BCode:

Joiners 90°A
CT4N 90ACode:  CT4N 180A

Aluminum EndcapClear lens 30°
/60° (PMMA)

Opal flat Diffuser 
(PMMA)

Joiners180°A
Code:

Joiners 90°B
CT4N-90BCode:

Joiners 90°A
CT4N-90ACode:  CT4N-180A

40｜www.ledwide.com



 SURFACE & SUSPENSION SERIES  

23.5mm
(0.925in)

20mm
(0.787in)

65.5mm
(2.578in)

55.5mm
(2.185in)

29mm
(1.141in)
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 SURFACE & SUSPENSION SERIES  

30/60 Degree Lens

19.5mm

26.2mm

16.9mm

80°

NEW

Joiners 90°B
CT4N-90BCode:

Joiners 90°A
CT4N-90ACode:

Joiners180°A
Code: CT4N-180A

42｜www.ledwide.com



 SURFACE & SUSPENSION SERIES  

80°

19.5mm

26.2mm

16.9mm

80°

19.5mm

35
.4

m
m

16.9mm

AT16-5

AT16-5H
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 SURFACE & SUSPENSION SERIES  

80°

19.5mm

17
.3

5m
m 16.9mm

30°60°

AT16-11

NEW

Joiners 90°B
CT4N-90BCode:

Joiners 90°A
CT4N-90ACode:

Joiners180°A
Code: CT4N-180A

AT16-30

30/60 Degree Lens
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WATERPROOF SERIES  
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WATERPROOF SERIES  

160°

17mm
(0.669in)

17.1mm
(0.673in)

12.1mm
(0.476in)

IP67

Led Max＜15W/m

8mm
(0.314in)

19mm

(0.748in)

10mm
(0.393in)

IP65 Walk over

WALLWALLWALL

NEW
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WATERPROOF SERIES  

28.6mm
(1.125in)

11mm
(0.433in)

21.4mm
(0.842in)

12.2mm
(0.480in)

IP65 Walk over

26mm
(1.023in)

12mm
(0.472in)

22mm
(0.866in)

25mm
(0.984in)

.
IK10 IP67 walk over
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WATERPROOF SERIES  

20mm
(0.787in)

79mm
(3.11in)

65mm
(2.559in)

27mm
(1.062in)

15mm
(0.586in)

IP68 drive over

IP68 walk overIK10.
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STEP AND STAIR SERIES  
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STEP AND STAIR SERIES  

27.8mm
(1.094in)

67.5mm
(2.657in)

12mm(0.472in)

 Step profile

39,63mm
(1.560in)

61,43mm
(2.418in)

82.43mm
(3.245in)

30.56mm
(1.203in)

 Stair nosing, soft lighting
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ROUND SERIES  
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ROUND SERIES  

Ø60mm
(2.362in)

27mm
(1.062in)

32.4mm
(1.275in)

14mm
(0.551in)

Ø34mm
(1.338in)

24mm
(0.944in)

Exclusive in Australia

CNC  Aluminium 
Endcap
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 WALL SERIES  
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 WALL SERIES  

12mm
(0.472in)

25.4mm
(1in)

70mm
(2.755in)

60mm
(2.362in)

Up and down light 

12mm
(0.472in)

27.7mm
(1.09in)

70mm
(2.755in)
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 WALL SERIES  

12.5mm
(0.492in)

40.02mm
(1.575in)

17.54mm
(0.690in)

12mm
(0.472in)

23.6mm
(0.929in)

83mm
(3.267in)

40mm
(1.574in)
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 WALL SERIES  

31.4mm
(1.236in)

35mm
(1.377in)

83mm
(3.267in)

22mm
(0.866in)

32mm
(1.259in)

DRIVER

D
RIV

ER

DRIVER

42mm
(1.653in)

35mm
(1.377in)

30mm
(1.181in)

35mm wide wall washer

Aluminum Screwless 
Endcap
(without hole)
Code: AW35-Cap-N
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DRIVER PROFILE SERIES  
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DRIVER PROFILE SERIES  

Aluminum diffuser
Code: WN35-AD

Joiners 90°A
Code: J-90A

Joiners 90°B
Code: J-90B

Joiners120°
Code: J-120

Joiners180°A
Code: J-180A

Aluminum Endcap
Code:P35-Cap
(without hole)

CNC Aluminum Endcap
Code:P35-Cap-N
(without hole)

Aluminum diffuser
Code: WN35-AD

Metal Clip
Code: MC-WN35

Suspension Kits
Code: Sus.kitsA

Wall Clips
Code: WClip

35mm
(1.377in)

31mm
(1.22in)

68mm
(2.677in)

30mm
(1.181in)

30mm
(1.181in)

DRIVER

75°

60°

Aluminum Endcap
Code: P46-Cap
(without hole)

Wall Clips
Code: WClip

Joiners 90°A
Code: J-90ACode: 

Joiners 90°B
J-90B

Joiners120°
Code: J-120

Joiners180°A
Code: J-180A

Suspension Kits
Code: Sus.kitsA

25.4mm
(1in)

46mm
(1.811in)

68.5mm
(2.696in)

30mm
(1.181in)

20mm
(0.787in)

DRIVER

Stainless Steel L bracket
Code: LW-LMB

P35

P46

CNC Aluminum Endcap
Code: P46-Cap-N
(without hole)
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DRIVER PROFILE SERIES  

Aluminum diffuser
Code: E50-AD

Joiners 90°A
Code: J-90A

Joiners 90°B
Code: J-90B

Joiners120°
Code: J-120

Joiners180°A
Code: J-180A

Aluminum Endcap
Code:P50-Cap
(without hole)

Aluminum Screwless
Endcap
Code: P50-Cap-N
(without hole)

Suspension Kits
Code: Sus.kitsB

Wall Clips
Code: WClip

ZHAGA L28W2

50mm
(1.968in)

75mm
(2.952in)

18.5mm
(0.728in)

36mm
(1.417in)

30mm
(1.181in)

DRIVER

100°

100°

Stainless Steel L bracket
Code: LW-LMB

ZHAGA L28W2

ZHAGA L28W2

ZHAGA L28W2

ZHAGA L28W2

28mm
(1.102in)

56.5mm
(2.224in)

60mm
(2.362in)

90mm
(3.543in)

50mm
(1.968in)

36mm
(1.417in)

DRIVER

P50 

ZHAGA L28W2

ZHAGA L28W2

ZHAGA L28W2

ZHAGA L28W2

Joiners120°
Code: J-120
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DRIVER PROFILE SERIES  

120°

110°

DRIVER

80

44.6

10
0

55

45

Joiners 90°B
Code: J-90B

Joiners 120°
Code: J-120

Joiners 180°A
Code: J-180A

Alum. Reflector
Code: RF

Code: EH80 -Cap-M

Aluminum 
Screwless Endcap
(without hole)

Suspension Kits
Code: Sus.KitsB

Wall Clips
Code: WClip

Joiners 90°A
Code: J-90A

Aluminum Profile
Code: E80-H

Aluminum Profile
Code: E80

Aluminum diffuser
Code: E80-AD

Aluminum Endcap
(without hole)
Code: EH80 -Cap

74mm
(2.913in)

77mm
(3.031in)

70mm
(2.755in)

60mm
(2.362in)

36mm
(1.417in)

DRIVER

100°

EH80

P74
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TRIMLESS SERIES  
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TRIMLESS SERIES  

60°

35mm
(1.377in)

50mm
(1.968in)

31mm
(1.220in)

37.5mm
(1.476in)

48mm
(1.889in)

80°

50mm
(1.968in)

37.5mm
(1.476in)

48mm
(1.889in)

65mm
(2.559in)

TR35

TR50
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TRIMLESS SERIES  

ceiling thickness 1-16mm

48mm
(1.889in)

80mm
(3.149in)

96mm
(3.779in)

94.7mm
(3.728in)

ceiling thickness 1-16mm
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 SURFACE & SUSPENSION-ARCHITECTURAL SERIES  
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60°

35mm
(1.377in)

31mm
(1.22in)

37.5mm
(1.476in)

Joiners 90°A
Code: J-90A

Joiners 90°B
Code: J-90B

Joiners 120°
Code: J-120

Joiners 180°A
Code: J-180A

Wall Clips
Code: WClip

Metal Clip
Code: MC-WN35

Suspension Kits
Code: Sus.KitsA

Aluminum diffuser
Code: WN35-AD

Aluminum Endcap
(with/without hole)
Code: WN35-Cap
Code: WN35-Cap-H

Aluminum Screwless 
Endcap
(without hole)
Code: WN35-Cap-N

35mm
(1.377in)

31mm
(1.22in)

25.4mm
(1in)

Joiners 90°A
Code: J-90A

Joiners 90°B
Code: J-90B

Joiners 120°
Code: J-120

Joiners 180°A
Code: J-180A

Aluminum Endcap
(without hole)
Code: WN35-25-Cap

Metal Clip
Code: MC-WN35

Suspension Kits
Code: Sus.KitsA

Aluminum diffuser
Code: WN35-AD

WN35

90°

WN35-25

 SURFACE & SUSPENSION-ARCHITECTURAL SERIES  
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60mm
(2.362in)

24.6mm
(0.968in)

37.5mm
(1.476in)

50mm
(1.968in)

46mm
(1.811in)

37.5mm
(1.476in)

Joiners 90°B
Code: J-90B

Joiners 120°
Code: J-120

Joiners 180°A
Code: J-180A

Joiners 180°B
Code: J-180B

Joiners 90°A
Code: J-90A

 SURFACE & SUSPENSION-ARCHITECTURAL SERIES  
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80mm
(3.149in)

44.6mm
(1.755in)

37.5mm
(1.476in)

102mm
(4.015in)

81mm
(3.188in)

35mm
(1.377in)

 SURFACE & SUSPENSION-ARCHITECTURAL SERIES  

www.ledwide.com｜67



10mm
(0.393in)

60mm
(2.362in)

24.6mm
(0.968in)

37.5mm
(1.476in)

U Shape Diffuser

 SURFACE & SUSPENSION-ARCHITECTURAL SERIES  
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80mm
(3.149in)

44.6mm
(1.755in)

37.5mm
(1.476in)

15mm
(0.590in)

15°

90mm
(3.543in)

31.7mm
(1.248in)

37.5mm
(1.476in)

U Shape Diffuser

W91

 SURFACE & SUSPENSION-ARCHITECTURAL SERIES  
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RECESSED-ARCHITECTURAL SERIES  
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RECESSED-ARCHITECTURAL SERIES  

Aluminum Endcap
Code:WN31-Cap
(without hole)
Code:WN31-Cap-H
(with hole)

35mm
(1.377in)

31mm
(1.22in)

49mm
(1.929in)

37.5mm
(1.476in)

Aluminum diffuser
Code: WN35-AD

Joiners 90°A
Code: J-90A

Joiners 90°B
Code: J-90B

Joiners120°
Code: J-120

Joiners180°A
Code: J-180A

Spring Clip
Code: SC-N31

Metal Clip
Code: MC-WS31

60°

Recessed wing
Code: ER

Joiners 90°A
Code: J-90A

Joiners 90°B
Code: J-90B

Joiners120°
Code: J-120

Joiners180°A
Code: J-180A

Joiners180°B
Code: J-180B

Aluminum diffuser
Code: E50-AD

Aluminum Endcap
Code: ER50-Cap
(without hole)
Code: ER50-Cap-H
(with hole)

Spring Clip
Code: SC-ER

70°

50mm
(1.968in)

46mm
(1.811in)

45mm
(1.771in)

64mm
(2.519in)

WN31

ER50
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RECESSED-ARCHITECTURAL SERIES  

Joiners 90°A
Code: J-90A

Joiners 90°B
Code: J-90B

Joiners120°
Code: J-120

Joiners180°A
Code: J-180A

Aluminum diffuser
Code: E60-AD

Aluminum Endcap
Code: ER60-Cap
(without hole)
Code: ER60-Cap-H
(with hole)

Spring Clip
Code: SC-ER

Recessed wing
Code: ER

60mm
(2.362in)

74mm
(2.913in)

45mm
(1.771in)

55mm
(2.165in)

80°

115°

91mm
(3.582in)

35mm
(1.377in) 55mm

(2.165in)

ER7635

ER60
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PLASTER SERIES  
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PLASTER SERIES  

Joiners 90°A
Code: CT4N-90A

Joiners 90°B
Code: CT4N-90B

Joiners180°A
Code: CT4N-180A

Plastic Endcap
Code: CT4N-Cap
(without hole)
Code: CT4N-Cap-H
(with hole)

80°

20mm
(0.787in)

66.4mm
(2.614in)

26.4mm
(1.039in)

14.1mm
(0.555in)

23.7mm
(0.935in)

13.7mm
(0.539in) 10mm

(0.393in)

17.1mm
(0.673in)

58.9mm
(2.318in)

15.9mm
(0.625in)

60°

Plastic Endcap
Code: CT7-Cap
(without hole)
Code: CT7-Cap-H
(with hole)

CT4N

CT5
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PLASTER SERIES  

13.6mm
(0.535in)

38.8mm
(1.527in)

17.9mm
(0.704in)

15.9mm
(0.625in)

10mm
(0.393in)

18.7mm
(0.736in)

60°

60°

17.1mm
(0.673in)

26.2mm
(1.031in)

49.8mm
(1.960in)

15.9mm
(0.625in)

Plastic Endcap
Code: CT7-Cap
(without hole)
Code: CT7-Cap-H
(with hole)

Plastic Endcap
Code: CT7-Cap
(without hole)
Code: CT7-Cap-H
(with hole)

CT5S

CT6
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PLASTER SERIES  

60°

Plastic Endcap
Code: CT7-Cap
(without hole)
Code: CT7-Cap-H
(with hole)

23.7mm
(0.933in)

55.6mm
(2.188in)

15.9mm
(0.625in)

17.1mm
(0.673in)

CT7

CT8

42.5mm

12
m

m

3m
m

9mm15
m

m

28
.5m

m

10
.5m

m
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PLASTER SERIES  

45°

Plastic Endcap

28mm

8mm

10mm
9mm5.7mm

Available with 5mm wide strip

CT9
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BEND & CURVED SERIES  

78｜www.ledwide.com



BEND & CURVED SERIES  
 

135°

15,58mm
(0.613in)

6,53mm
(0.257in)

19,45mm
(0.765in)

B1

For more curved/bend profiles
please check our catalog of 
curved profiles.
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CONTACT US
ADDRESS :  1-2/F, Building A2,Sinopol Ind.Park,
                      BaiHua communities, Guangming 
                      District, Shenzhen, P.R. China

PHONE :  0086 755 29362351

FAX :  0086 755 29014058

EMAIL :  info@ledwide.com

WEBSITE :  www.ledwide.com

POSTCODE :   518107


