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YAOAN PLASTIC MACHINERY CO., LTD

ADD:FUMIN INDUSTRIAL ZONE, DA LANG TOWN,DONGGUAN CITY

TEL: 86-769-82811789  FAX: 81291123

   CONTRACTER:  Mr. Dave Woo 
        Whatsapp, wechat, Mb: 008613609663177

                                     Email.: davewoo@an-fu.net    

                      Website: www.an-fu.com www.yaoanmachine.com
SPECIFICATION AND QUOTATION       5
AF80-2700 PP PE solid thick board machine configuration and quotation:
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1  Ф80extruder: one set
Gearbox: one

The body of the gearbox is made from cast steel. The teeth deal with grinding and peeling eventually, which provides damping, antifriction, low-noise, long using period etc. characteristics.
The screw 
Screw diameter: 80mm

L/D: 28: 1

Screw structure: special

Material: Bi-metal 
Barrels:

Material: Bi-metal 
Heating zones: 8 zones
Every electric heater has a specially designed tunnel for heat radiating .

The fans are featured with low lose and high effectiveness.

Main motor power: 37kw 
Control style: Frequency conversion(ABB)
The whole temperature control system is of RKC.
Dynisco Pressure sensor and pressure gauge(USA BRAND): one set  
(Tear and wear of screw and barrel cost: USD2000.00)
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2. Extruding mould for 2700m wide board: one set 
Suitable thickness range: 20-120mm

Cooling style: front part heating, backward part of mould cooled by water

Calibration plate: 1 sets 

3. Hot relieve calibration unit: 1 set  
 Calibration board: 2 pairs

 Temperature control system: one set

sacking unit : two sets 

   Length: 1.5mm

5. Automatic cutter: one set 
  Power: 5.5KW

  Water pump: 0.5kw

  Saw: one piece

6.  Spare parts:

a. .Ampere meter: 3 pieces   b. AC. CONTACTOR: 2 PIECES

c. Heater: Tubular heater: 4 pieces,. Ring heaters: 4 pieces  , 
d. Heat resistant wire: 20m   e.Thermocouple socket: 2 pieces , f. thermocouple: 3 pcs
 g. temperature controller: 2 pcs; h. cool fan: 1 pcs; 

Capacity: 80- 100KG/hr

Remarks:
The inverter of this line is of ABB; temperature controllers are of JAPANESE Omron; motors are of Chinese name brand and the solid contactors are of Schneider
The gear box materials is made of alloy cast steel, contract surface of up, down box deal with precision tempering, quenching heat treatment, the teeth deal with grinding and peeling eventually, the teeth surface harshness is Ra 0.8, and provided with damping, antifriction, low-noise etc. characteristics.
Payment means: prepay down payment 30% of total amount, and the balance (70% of the total amount) will be paid off after confirm the result of the machine test before delivery. Material for test is on the client’s account.

One year warranty period. The only promise is that the user must not violate the operation regulations. The parts are limited to screw, barrels, inverter motor, temperature meters and AC contractor.
The seller can dispatch technicians to give necessary guidance at the installation and training workers at the buyer’s place upon receipt of requirement from the buyer, if the related expenses are on the buyer’s side: labour cost:USD150/DAY, traffic, tickets, food, hotel, visa charges.
6．Delivery date: 85 working days after the advance payment reaching the seller’s account book.
