














Intelligent Battery Management & Battery Pack Mobile Conference Package

B Conferencing

B The wireless access host can be quickly hung on the wall,
ceiling or bracket.

B The system wiring is simple and can be connected to the sound
reinforcement equipment through AOIP network audio or analog
audio.Meetings can be quickly set up and managed through the
WeChat applet.

The airdrop box is waterproof, moisture-proof and dust-proof.

B There is a built-in wireless access host, 6 conference gooseneck
microphones, 2 handheld microphones and related chargers,
wires and other auxiliary equipment.

B The dual battery module takes 3 hours to fully charge, 12 hours of speaking time, and 15 hours of standby time,
which isenough for a full day of meetings. It charges nearly 50% in 1 hour, which is enough for an ordinary meeting
within 5 hours.

B The input voltage is an international wide voltage design of 100V-250V, which is suitable for power consumption
in various regions.

Battery Pack

B The battery pack adopts long life and long-lasting stable voltage output. The battery
pack containsa microprocessor to monitor the entire charging process and prevent
overload, overvoltage, high temperature and other conditions. Gold-plated contacts
and snap-on design ensure that the battery is not easy to fall off and have poor
contact.

[l The dual battery module takes 3 hours to fully charge, 12 hours of speaking time,
and 15 hours ofstandby time, which is enough for a full day of meetings. It charges
nearly 50% in 1 hour, which isenough for an ordinary meeting within 5 hours.
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Digital Wireless Conference Handheld Microphone

Features

Handheld design, simple and elegant with ergonomic construction for comfortable grip.
Features wide-frequency dynamic microphone capsule delivering clear, bright sound with
high sensitivity; optional large-diaphragm condenser microphone capsule available.

Equipped with a 1-inch HD true-color screen displaying battery level, signal strength,
operation-al status, channel group, and ID number.

Utilizes digital RF technology for audio signal transmission and control management.

Enables automated camera tracking when paired with camera tracking host and pre-
configured via computer.

Anti-mobile interference microphone core ensures stable connectivity and durable reliability.
Ultra-low power consumption circuit design with built-in high-capacity 18650 battery.
Includes dedicated charging dock for convenient operation.

Supports networked audio transmission when connected to host system, enabling

audio signal interconnection.

Each conference unit features unique serial number, with automatic ID allocation by
theconference system.

Technical Parameters

B Harmonic radiation: <-65dBm

B Frequency width: 30MHz

B Sensor: Dynamic coil and large capacitance microphone core optional
B RF power output: 15mW

W Battery capacity: 2500mAH

M Speech time: 17 hours

B Standby time: 50 hours

W Size: @51*L259mm

e Wireless transceiver host
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Digital Wireless Conference Waist Pack Transmitter
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Features Technical Parameters

B Compatible with lapel or headset microphones.

B Equipped with a 1-inch HD true-color screen displaying battery level, signal W Microphone type: Pre polarized condenser microphone
strength, operational status, channel, and ID number. p ype: p p

- o o o B Sensitivity: 5 millivolts per pascal
W Utilizes digital RF technology for audio signal transmission and control management. o
B Polar pattern: Omnidirectional

B Enables automated camera tracking when synchronized with a camera tracking . ) _ )
host and pre-configured via computer. B Maximum sound pressure level: 142 decibels sound pressure level
B Ultra-low power consumption circuit design with built-in high-capacity
lithium battery.
__.r-_‘-
B |ncludes a dedicated charging dock for simple and convenient operation. iI- ;

B Supports networked audio transmission via host system, enabling seamless
audio signal interconnection.

B Each conference unit features a unique serial number, with automatic ID allocation

by the conference system.

Technical Parameters

/ B Harmonic radiation: <-65dBm

B Frequency width: 30MHz

The Wireless loT-enabled Bodypack Transmitter is a B Maximum offset: + 45KHz
microphone system designed for speeches, perfor- B RF power output: 15mW

mances, and interviews. It employs digital RF signal . . . .
e  employs digita 9 W Battery capacity: 2200mAh Lavalier microphone Headset microphone
transmission technology with robust anti-interference

capabilities, ensuring stable and reliable operation. B Speech time:15 hours
B Standby time: 40 hours

™
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Intelligent Battery Charger
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Features

W Dual slot fast charging, efficient and time-saving: It can charge both waist
pack and handheld transmitters simultaneously, with waist pack charging
taking about 3 hours to fully charge and handheld charging taking about
4 hours.

M Flexible expansion and centralized power supply: up to 4 charging stations can
be connected in series, and only one power source is needed to charge multiple
devices in batches, saving space and cables.

Bl Clear status at a glance, remote monitoring: Each charging slot is equipped
with indicator lights to display charging progress in real time, and supports
remote monitoring of battery level and status through the manager software.

Technical Parameters

B Power input: 5V DC, 3.0A

B Charging output: Single slot maximum output 5V/3A

B P control: 100 Mbps

B Working temperature range: 0°C to 40°C(32°F to 104°F)

B Size: L200mm*90mm

B Accessories: Connection cable, AC adapter, AC power cord




