
Spectrum Test Report

Sample : Date : 2019-04-11 09:16:19

Specification : FH12W-P0-G1 21X927 24V180S W10L05 Sam. Status : 

Sample No. : 3687 Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : 

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 53047 (81%)

T : 220 msTest Mode : Fast Test

Sensitivity : High

Spectrum
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.4566 y = 0.4075 / u' = 0.2618 v' = 0.5257 (duv=-8.73e-04)

CCT=  2721K         Prcp WL:    Ld=584.4nm      Purity=59.4%

Peak WL:  Lp=636nm  FWHM:   =164.1nm  Ratio:R=26.2% G=71.5% B=2.3%

Render Index: Ra = 93.7   CRI = 91.1 AvgR = 91.2 TM30:Rf=91 Rg=102

R1 =94 R2 =96 R3 =95 R4 =94 R5 =93 R6 =94 R7 =95

R8 =89 R9 =74 R10=89 R11=93 R12=78 R13=95 R14=96 R15=93

LEVEL:OUT        WHITE:ANSI_2700K

 Photometric & Radiometric Parameters
Flux  = 837.18 lm   Eff. : 73.04 lm/W  Fe  = 3.1895 W

Flux of emitted photons(umol/s):16.169    Fluo. and blue light ratio:12.84   Fluorescent eff.:258.2

__________________________________________________________________________________

Electrical parameters
V = 24.00 V     I = 0.4776 A    P = 11.46 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION
http://www.everfine.cn



Spectrum Test Report

Sample : Date : 2019-04-11 09:17:48

Specification : FH12W-P0-G1 21X940 24V180S W10L05 Sam. Status : 

Sample No. : 3688 Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : 

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 46151 (70%)

T : 220 msTest Mode : Fast Test

Sensitivity : High

Spectrum
1.0 = 1.971e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.3770 y = 0.3701 / u' = 0.2255 v' = 0.4981 (duv=-2.12e-03)

CCT=  4048K         Prcp WL:    Ld=580.2nm      Purity=24.2%

Peak WL:  Lp=455nm  FWHM:   =26.4nm  Ratio:R=19.9% G=75.7% B=4.5%

Render Index: Ra = 94.8   CRI = 92.2 AvgR = 92.4 TM30:Rf=90 Rg=100

R1 =96 R2 =98 R3 =96 R4 =93 R5 =94 R6 =93 R7 =96

R8 =93 R9 =84 R10=92 R11=92 R12=69 R13=97 R14=97 R15=95

LEVEL:OUT        WHITE:ANSI_4000K

 Photometric & Radiometric Parameters
Flux  = 943.92 lm   Eff. : 80.42 lm/W  Fe  = 3.4385 W

Flux of emitted photons(umol/s):16.663    Fluo. and blue light ratio:5.147   Fluorescent eff.:245.4

__________________________________________________________________________________

Electrical parameters
V = 24.00 V     I = 0.4891 A    P = 11.74 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION
http://www.everfine.cn



Spectrum Test Report

Sample : Date : 2019-04-11 09:18:10

Specification : FH12W-P0-G1 21X930 24V180S W10L05 Sam. Status : 

Sample No. : 3689 Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : 

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 51332 (78%)

T : 220 msTest Mode : Fast Test

Sensitivity : High

Spectrum
1.0 = 1.761e+001mW/nm
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Spectral Distribution CIE1931 Chromaticity Diagram

Colorimetric Parameters
Chromaticity Coordinate: x = 0.4340 y = 0.4009 / u' = 0.2500 v' = 0.5197 (duv=-8.65e-04)

CCT=  3025K         Prcp WL:    Ld=583.0nm      Purity=50.6%

Peak WL:  Lp=635nm  FWHM:   =177.0nm  Ratio:R=24.0% G=73.3% B=2.7%

Render Index: Ra = 93.4   CRI = 90.4 AvgR = 90.6 TM30:Rf=91 Rg=101

R1 =94 R2 =95 R3 =94 R4 =93 R5 =92 R6 =92 R7 =96

R8 =89 R9 =75 R10=87 R11=92 R12=74 R13=94 R14=96 R15=93

LEVEL:OUT        WHITE:ANSI_3000K

 Photometric & Radiometric Parameters
Flux  = 886.40 lm   Eff. : 77.22 lm/W  Fe  = 3.2811 W

Flux of emitted photons(umol/s):16.432    Fluo. and blue light ratio:9.805   Fluorescent eff.:259.4

__________________________________________________________________________________

Electrical parameters
V = 24.00 V     I = 0.4783 A    P = 11.48 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION
http://www.everfine.cn



Spectrum Test Report

Sample : Date : 2019-04-11 09:18:32

Specification : FH12W-P0-G1 21X950 24V180S W10L05 Sam. Status : 

Sample No. : 3690 Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : 

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 51291 (78%)

T : 220 msTest Mode : Fast Test

Sensitivity : High

Spectrum
1.0 = 2.995e+001mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.3422 y = 0.3426 / u' = 0.2130 v' = 0.4798 (duv=-3.44e-03)

CCT=  5084K         Prcp WL:    Ld=577.6nm      Purity=5.4%

Peak WL:  Lp=455nm  FWHM:   =25.3nm  Ratio:R=17.7% G=76.6% B=5.7%

Render Index: Ra = 95.1   CRI = 93.3 AvgR = 93.5 TM30:Rf=89 Rg=100

R1 =96 R2 =98 R3 =96 R4 =94 R5 =94 R6 =93 R7 =95

R8 =94 R9 =91 R10=95 R11=93 R12=71 R13=98 R14=98 R15=97

LEVEL:OUT        WHITE:ANSI_5000K

 Photometric & Radiometric Parameters
Flux  = 1020.6 lm   Eff. : 86.51 lm/W  Fe  = 3.7735 W

Flux of emitted photons(umol/s):17.876    Fluo. and blue light ratio:3.356   Fluorescent eff.:246.5

__________________________________________________________________________________

Electrical parameters
V = 24.00 V     I = 0.4916 A    P = 11.80 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION
http://www.everfine.cn



Spectrum Test Report

Sample : Date : 2019-04-11 09:18:51

Specification : FH12W-P0-G1 21X960 24V180S W10L05 Sam. Status : 

Sample No. : 3691 Instrument : HaasSuite(EVERFINE)

Manufacturer : Test by : 

Assessor : damin

Remark : 

Test Condition
Temprature : 25.3Deg RH : 65.0%

WL Range : 380nm-780nm IP : 58966 (90%)

T : 220 msTest Mode : Fast Test

Sensitivity : High

Spectrum
1.0 = 3.474e+001mW/nm
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Colorimetric Parameters
Chromaticity Coordinate: x = 0.3200 y = 0.3277 / u' = 0.2034 v' = 0.4687 (duv=-1.09e-03)

CCT=  6124K         Prcp WL:    Ld=486.1nm      Purity=5.0%

Peak WL:  Lp=455nm  FWHM:   =24.2nm  Ratio:R=15.7% G=77.8% B=6.5%

Render Index: Ra = 93.8   CRI = 91.3 AvgR = 91.6 TM30:Rf=88 Rg=99

R1 =95 R2 =98 R3 =95 R4 =91 R5 =92 R6 =91 R7 =95

R8 =92 R9 =85 R10=92 R11=91 R12=65 R13=97 R14=98 R15=95

LEVEL:OUT        WHITE:ANSI_6500K

 Photometric & Radiometric Parameters
Flux  = 998.05 lm   Eff. : 86.84 lm/W  Fe  = 3.6780 W

Flux of emitted photons(umol/s):17.121    Fluo. and blue light ratio:2.629   Fluorescent eff.:231.9

__________________________________________________________________________________

Electrical parameters
V = 24.00 V     I = 0.4789 A    P = 11.49 W PF = 1.000 F=0.00 Hz

EVERFINE CORPORATION
http://www.everfine.cn


